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Abstract

Measuring and controlling the power and energy consumption of high performance computing
systems by various components in the software stack is an active research area [13, 3, 5, 10, 4, 21,
19,16,7,17,20, 18, 11, 1, 6, 14, 12]. Implementations in lower level software layers are beginning
to emerge in some production systems, which is very welcome. To be most effective, a portable
interface to measurement and control features would significantly facilitate participation by all
levels of the software stack. We present a proposal for a standard power Application Programming
Interface (API) that endeavors to cover the entire software space, from generic hardware interfaces
to the input from the computer facility manager.
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Chapter 1

Introduction

Achieving practical exascale supercomputing will require massive increases in energy efficiency.
The bulk of this improvement will likely be derived from hardware advances such as improved
semiconductor device technologies and tighter integration, hopefully resulting in more energy ef-
ficient computer architectures. Still, software will have an important role to play. With every
generation of new hardware, more power measurement and control capabilities are exposed. Many
of these features require software involvement to maximize feature benefits. This trend will allow
algorithm designers to add power and energy efficiency to their optimization criteria. Similarly,
at the system level, opportunities now exist for energy-aware scheduling to meet external utility
constraints such as time of day cost charging and power ramp rate limitations. Finally, future ar-
chitectures might not be able to operate all components at full capability for a range of reasons
including temperature considerations or power delivery limitations. Software will need to make
appropriate choices about how to allocate the available power budget given many, sometimes con-
flicting considerations.

For these reasons, we have developed a portable API for power measurement and control. This
Power API provides multiple levels of abstractions to satisfy the requirements of multiple types of
users [9]. The remainder of this document describes the details of this Power API specification.

1.1 Background

We draw our inspiration from efforts such as the MPI forum’s' process. We seek to develop a de
facto standard, led by a neutral national laboratory, which is funded by a neutral federal agency.
Community involvement is critical to the effort. The laboratory team has been garnering participa-
tion by making presentations at workshops and operational group meetings. We desire community
participation from university and other researchers, as well as HPC practitioners. Concurrent with
the specification development, the authors are creating a reference implementation comprising a
subset of the overall API functionality. This task is important to ensure that the specification is
usable. The ultimate goal, however, is that vendors of the hardware and software components
provide their own implementations. It is likely that some portion of these functions have already
been written by vendors, but with slightly different calling arguments. For portability sake, we are

Thttp://www.mpi-forum.org
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hopeful that the specific implementations can be melded to this proposed community API.

1.2 Motivation

The introductory paragraph above, offers a few examples where a Power API would be useful.
This document’s abstract provides references to a small subset of the current research activities
that would benefit from a community-adopted power API. Additional, more fleshed out examples
are described in the appendices of the Power/Energy Use Cases for High Performance Computing
document [9]. To provide the proper mindset for reading this document, we offer the following
list as well.

e A jobisentering a checkpoint phase. The application requests a reduced processor frequency
during the long 1/O period.

e A developer is trying to understand frequency sensitivity of an algorithm and starts a tool
that analyzes performance and power consumption while the job is running.

e Once an application’s power signature is analyzed, future job submissions give power hints
to the resource manager.

e A data center has a maximum of capacity of nn MW. One HPC system is down for extended
maintenance. Other systems can have a higher maximum power cap.

e For electric bills based on peak usage periods, determine a maximum HPC load that mini-
mizes loss of HPC use. Then direct the scheduler to enforce that peak usage.

1.3 Use Case Development

The Power/Energy Use Cases for High Performance Computing document [9] identifies the re-
quirements for the Power API. Rather than a list, the requirements are specified as formal use
cases employing the ISO/IEC 19501:2005 Unified Modeling Language (UML) standard, which is
described in the reference manual by Booch, et al. [2]. While the term use case has come to be
almost synonymous with scenario, the standard defines a use case model. The use case model does
include scenario-like requirement specifications, but it also clearly identifies the roles and scope
of the requirements. For this document, the key concepts from the use case model are actor and
system. Each identified actor plays a distinct role in using the power API. Actors can be persons,
other systems, or something else (e.g. cron, asynchronous event, etc.). For the Power API use
case model, an HPC computer is broken down into logical systems. By breaking down the re-
quirements into this use case model, we can clearly see the demarcation points requiring an API
between external actors and each system. And by subsequently viewing systems as actors to the
other systems, we obtain the complete set of necessary interfaces.

14
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Figure 1.1: Top Level Conceptual Diagram representing the culmination of all Use Case Diagrams
covered.

The specific actor/system pairs used for the power API are shown in Figure 1.1. The external
actors are shown on the left portion of the diagram. Systems are shown as rectangles. The four
systems conjoined with the actor symbol also serve as actors for some use cases. The ten sections
within Chapter 6 provide function specifications for the ten actor/system (pairs (Role/System pairs
in the specification). The two missing interfaces are Facility Manager to Facility Hardware and
Facility Manager to HPCS manager. These were included in the use case model to identify the
boundaries of the specification and recognize important points of information input.
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1.4 Security Model

The specification assumes traditional hardware (e.g. protection rings) and operating system sup-
port for access control. Implementations should only need traditional restrictions based on au-
thenticated individual identity and/or the groups to which the individual belongs. A super user is
likely needed as well. Depending on the implementation, the context structure (Section (3.3) may
be sufficiently protected to allow for secure storage of access information. Future releases of the
specification will address security and policy considerations in more detail.
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Chapter 2

Theory of Operation

2.1 Overview

This section discusses many of the foundational concepts leveraged throughout the Power API
specification. It should be noted that many terms commonly used when discussing object oriented
languages are used in this section and the document as a whole. The use of these terms in no way
implies that the Power API specification must be implemented using an object oriented language.
We have attempted to achieve two goals, listed in order of priority: 1) programmer portability,
where the programmer is the user of the API, and 2) the latitude of the implementor who will often
become the user of the API benefitting from our first priority.

2.2 Power API Initialization

Using any of the Power API interfaces requires initialization. Initializaton returns a context. In
the specification, the context is defined as an opaque pointer. This approach was taken to allow
the maximum amount of flexibility to the implementor. The context returned will contain (act
as the entry point to) the system description that is exposed to the user, all policy and privilege
information, basically everything the user of the API requires to perform the functionality specified
by the API. The system description is not required to be changed or updated during the life of a
specific context. Initialization is accomplished by calling PWR_CntxtInit () (section 4.1).

2.3 Roles

The Power API specification leverages the concept of Roles. Roles represent the different types of
users that exist which include:

e Application The application or application library executing on the compute resource. May
also include run-time components running in user space.

e Monitor and Control Cluster management or Reliability Availability and Serviceability
(RAS) systems, for example.
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e Operating System Linux or specialized Light Weight Kernels which are found on HPC
platforms and potentially portions of run-time systems.

e User The user of the HPC platform.

e Resource Manager This can include work load managers, schedulers, allocators and even
portions of run-time systems.

e Administrator The system administrator or HPC platform manager.

e HPCS Manager The individual or individuals responsible for managing policy for the HPC
platform, for example.

e Accounting Individual or software that produces reports of metrics for the HPC platform.

These brief definitions are not meant to be exhaustive. Roles are analogous with the Actors dis-
cussed in section 1.3. In some cases roles become the system that other roles interact with. Eof

These @nd other interfaces are described in chapter 6. The user of
the API is required to specify what role they will assume when interacting with the system upon
initialization of the APIL.

2.4 System Description

The system description is the view of the system exposed to the user upon initialization via the
context that is returned. Figure 2.1 depicts an example of a system description showing a hierar-
chical arrangement of objects. All object types listed in the specification must be defined by any
implementation, but do not have to be used in the system description. The implementation chooses
which objects will be employed in the system description and how they will be arranged. An ob-
ject can only have a single parent but may have multiple children. Currently, a system description
may only describe a single platform and have a single object of type Platform which represents
the top of the hierarchy. Later revisions of the specification may include the ability to combine
multiple platforms in the system description. This might be useful, for example, in representing an
entire datacenter. While figure 2.1 depicts a homogeneous system description, homogeneity is not
a requirement. In practice a system description can be heterogeneous and unbalanced.

To summarize the requirements:

e The Platform object type must be defined by the implementation and must appear at the
top of the system description.

o All object types in this specification must be defined in any implementation. The use of the
object types, with the exception of the Platform object type, is optional, ; |
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e Objects can only have one parent but may have many children. Currently the Platform
object has no parent since it appears at the top of the system description. This will likely
change in future versions of the specification.

The following is a list of the object types currently included in the specification along with a
short description of each.

® Platform - Currently, the one and only Platform object is the top level object of the system
represent the entire Platform. For example, if the Platform object has a power or energy
measurement or control capability exposed through the Platform objects attributes the scope
of these attributes should be platform wide.

e Cabinet - Objects of type Cabinet are intended to represent the cabinets or racks that act as
enclosures (or logical groupings) for the platform equipment. Beyond the utility of conve-
nient groups of lower level objects (equipment) €abinets may have power or energy relevant
capabilities which can be exposed through attributes associated with each Cabinet object.

e Chassis - Objects of type Chassis are intended to be used for finer grained organization of
objects within the higher level (Cabinet object. Chassis, like €abinets may have power or
energy relevant capabilities that can be exposed to the user.

e Board - Board objects offer another method of organization for underlying objects (equip-
ment). Boards may also have power and or energy relevant capabilities which can be exposed
through associated attributes. For example, a board could contain the power supply and the
point of instrumentation for collecting power or energy samples for amode or multiple nodes:

e Node - The Node type is probably one of the most universally important object types. Mea-
suring and controlling the power and or energy characteristics of a mode or multiple nodes
(grouped into multiple Boards, Chassis or Cabinets) is important for a many reasons and pro-
vides a wide range of flexibility of configuration to the implementor. For example, on HPC
platforms a single application typically executes on many modes. Understanding the energy
use of an application run can be obtained by collecting the energy use (via the appropriate
Node attribute) for each node participating in that application execution. Node objects will
likely have many attributes exposing many power and energy relevant capabilities.

e Socket - The Socket object is intended to represent the one or more processor sockets, or
other component types that can be thought of as sockets, that make up a Node. For example,
a single Node (©bjeéct may be a dual S6¢ket (dual CPU) node. The implementor may choose
to enclose other component types (a NIC for example) within a Socket object, or add other
object types as they see fit to represent the architecture they are describing. They can also
decide to omit the use of this, or any other object type (currently other than Platform) in the
system description.

e Power Plane - The Power Plane object is used to organize lower level objects (any types of
objects) within a power domain or single point of measurement and or control. For example,
a pair of cores may share a power plane within a socket. This configuration is depicted in
figure 2.1. This organization allows a pair of cores to be controlled from a single power
control point in the hierarchy for convenience. This object type allows these power and
energy relevant relationships to be expressed anywhere in the system description.

e Core - Core objects are intended to represent the individual processor cores within imulti-
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core CPUs (or possibly GPUs). Modern architectures have an increasing number of cores
per CPU (or GPU). In the near future it is likely that an abstraction between Socket and core
would become useful as the number of cores increase. Physical and logical groupings of
cores already exist in current architectures.

e Memory - The Memory object type is included to represent the growing range of memory
types that exist on HPC platforms. Individual cores, for example, have Memory in the form
of cache which the implementor may choose to organize differently from the main memory
of the Node or a tertiary level of memory such as NVRAM.

e NIC - The NIC object is intended to represent the Network Interface Controller: As with
many other object types, the organization of a NIC in relation to Boards, Nodes or even
Cores is architecture dependent. The NIC object type is included in hopes that there are
power and energy relevant capabilities included in future NICs.

Additional object types may be defined by the implementor and placed anywhere in the hier-
archy as long as the previously stated rules are not violated. Ultimately, the object types defined
in this specification, and those added by the implementor, will be used to produce a system de-
scription describing the system presented to the user via the context returned upon initialization.
Objects are used as interfaces to underlying functionality. The specification does not assume state
is retained for objects. Additionally, the specification makes no guarantees with regards to race
conditions between processes or threads.

2.5 Attributes

Attributes are an important part of the Power API. A large amount of basic functionality is ex-
posed through the use of attributes. The term attribute is used somewhat conceptually since some
attributes are jimplicit while others are explicitly defined as part of a required specification data
structure (page 26). Attributes are used for a number of reasons such as {0 navigate through the
system description, @ access jnformation or @ measurement (sensor information for example) and
for control (setting a P-state for example). Global attributes are attributes that are present for every
object(defined; whether required by the specification or added by the implementor.

The following is the list of global attributes:

e name - Unique identifying name of fhe object (see PWR_0b jGetName on page(38).

e entry point - The position in the hierarchy after(initialization (s€€ PWR_CntxtGetEntryPoint
on page(37).

e type - The type of the(object (see PWR_0bjGetType on page(38).

e parent - The parent of an object is the object that is above it in the (hierarchy (see PWR_-
ObjGetParent on page (39). The only exception is the currently single platform object
whose parent is a pointer to NULL.

e children - Object or objects directly below an object in the(hierarchy (sée PWR_0bjGetChild-
ren on page(39).
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Note, in the list above all the attributes are implicit. Explicit attributes are defined in PWRZ=
AttrName (page 26). The majority of the attributes defined in the specification, and likely those
added by an implementator, are, and will be, explicit. The implicit attributes defined above are
primarily used for navigation and are accessed through attribute specific functions which are de-
scribed in Section 4.2.

Explicit attributes are either accessed through the generic attribute interface (Section 4.4) or
attribute specific functions found in either the section describing the specific interface in which
they are used or in Chapter 4, Core (Common) Interface Functions.

The attribute interface is intended to keep the specification from growing every time additional
functionality is either specified or added by an implementor. As long as the new functionality fits
within the defined attribute interfaces no additional API functions are required to be specified.

2.6 Metadata

Each object and object attribute pair can have additional descriptive metadata associated with it.
This information is often useful for getting a better understanding of the meaning of objects and
attributes and how to interpret the values read from attributes. Examples include a human readable
name and description strings, the list of values supported by an attribute, and measurement accu-
racy and precision. The metadata interface (see section 4.5) returns information relevant to either a
specific object or a specific attribute of a specific object. A given attribute name may have different
metadata for different objects, even if the objects are of the same type (e.g., the voltage attribute of
two node objects may have different metadata accuracy values).

2.7 Thread Safety

Implementations of the Power API are not required to provide thread safety to multiple threads of
the same process. If necessary, users of the Power API must use locking or some other mechanism
to ensure that only one thread per process calls into the Power API at a time. This requirement only
applies to threads of the same process that may issue conflicting operations. Different processes
may make simultaneous Power API calls without any coordination. If thread concurrency within a
process is required, the PWR_CntxtInit function can be called multiple fimes to initialize multiple
Power API contexts. Multiple threads of the same process may then simultaneously call into the
Power API, so long as each thread operates on a different Power API context. For example, a
process with four threads may create four Power API contexts and associate one context with each
thread. The threads may then make Power API calls without any additional coordination, so long as
each thread operates only on its assigned context and the objects exposed by its assigned context.
Threads should not operate on objects exposed by another thread’s context without employing
locking or some other coordination mechanism.
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Chapter 3

Type Definitions

3.1 Opaque Types

The following type definitions are specified to be opaque pointers from the point of view of Power
APT users. Power API implementations will typically map these pointers to internal implementation-
specific state. The reason for using opaque pointers is to hide non-portable implementation details
from users and give implementors of the API maximum flexibility.

typedef voidx PWR_Cntxt;
typedef voidx PWR_Grp;
typedef void* PWR_0Obj;
typedef void* PWR_Status;
typedef void* PWR_Stat;

32 Globally Relevant Definitions

3.3 Context Relevant Type Definitions

The PWR_CntxtType and PWR_Role types are required to be defined by all implementations of the
Power API. When a new Power API context is created, one value from each of these types is used
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to determine the kind of context created (see section 4.1). For PWR_CntxtType, the only required
value that an implementation must define is PWR_CNTXT_DEFAULT. This indicates that the new
context will only contain Power API functionality that is explicitly defined in the specification, with
no implementation-specific extentions present. Implementors may extend PWR_CntxtType with
additional values, such as PWR_CNTXT_VENDOR, to provide contexts with additional functionality.

We anticipate that most implementations of the Power API will define additional PWR_Cntxt-—
Type values that provide additional functionality, such as vendor, platform, or model specific ex-
tentions. If an implementation extends the specification, the extensions should only be visible to
the user when they use a context that was created with an implementation-specific PWR_CntxtType
value. If the implementation-specific extensions are not available to the user, initialization using
an implementation-specific PWR_CntxtType value should result in failure. The user must always
be able to initialize a context using PWR_CNTXT_DEFAULT to to get a context containing only the
standard specification features.

Differentiation between context types is the mechanism used by the Power API to enable ex-
tended vendor, platform or model specific capabilities while, at the same time, allowing portability
for applications or tools that only leverage standard specification features. For example, a tool
that leverages only the object and attribute types defined in the standard specification can initialize
a Power API context using PWR_CNTXT_DEFAULT and not have to worry about dealing with any
implementation-specific functionality. The context it receives will only provide functionality that
is explicitly defined by the Power API specification.

PWR_Role is used to specify the role that the user is acting in when they initialize a new con-
text. Additional roles may not be added by the implementor. Notice that there is a role defined
for every actor in Chapter (6 - Role/Systems Interfaces. We intend that the user’s role will serve
many purposes, such as determining the view of the system that is provided within the context
when combined with the system the user is acting on. Roles can also be used to help determine
the privilege of the user’s context for purposes such as resolving the precedence of conflicting
operations.

PWR _CntxtType

typedef @ntpPWRECntxtTypes;
#define PWR_CNTXT_DEFAULT O
#define PWR_CNTXT_VENDOR @
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PWR_Role

typedef enum {
PWREROLEWAPPR=NO® /* Application */
PWR_ROLE_MC, /* Monitor and Control */
PWR_ROLE_0S, /* Operating System */
PWR_ROLE_USER, /* User */
PWR_ROLE_RM, /* Resource Manager */
PWR_ROLE_ADMIN, /* Administrator */
PWR_ROLE_MGR, /* HPCS Manager */
PWRZROLEZACCH /* Accounting @K/
PWR_NUM_ROLES,
1% */
PWR_ROLE_INVALID = -1,
PWR_ROLE_NOT_SPECIFIED = -2

} PWR_Role;

3.4 Object Relevant Type Definitions

The PWR_ObjType type is required to be defined by all implementations of the Power API spec-
ification. Objects with types defined by PWR_0bjType are used by the implementor to create the
system description (see section 2.4) that is exposed to the user upon initialization. An implemen-
tation may extend this type by adding new object @€numeration type, which must be added prior
to PWRZNUMzOBJ=TYPES) The added implementation-specific object types will only be used by
implementation-specific contexts (see section(3.3). Contexts that were initialized using the default

context, PWR_CNTXT_DEFAULT, will only expose objects types defined in the list below.

PWR _ObjType

typedef enum {
PWR_O0BJ_PLATFORM = O,
PWR_OBJ_CABINET,
PWR_OBJ_CHASSIS,
PWR_OBJ_BOARD,
PWR_OBJ_NODE,
PWR_OBJ_SOCKET,
PWR_OBJ_CORE,
PWR_OBJ_POWER_PLANE,
PWR_OBJ_MEM,
PWR_0BJ_NIC,
PWR_NUM_OBJ_TYPES,
/% %/
PWR_OBJ_INVALID =p=iy
PWR_OBJ_NOT_SPECIFIED = -2

} PWR_ObjType;

25


Compare: Move�
text
This text was moved from page 24 of old document to page 23 of this document

Compare: Replace�
text
[Old text]: "PWR_ROLE_APP,"
[New text]: "PWR_ROLE_APP=0,"

Compare: Replace�
text
[Old text]: "PWR_ROLE_ACC"
[New text]: "PWR_ROLE_ACC,"
The following text attributes were changed: 
   fill color

Compare: Insert�
text
"*/PWR_NUM_ROLES,/*"

Compare: Insert�
text
"PWR_ROLE_INVALID=-1,PWR_ROLE_NOT_SPECIFIED=-2"

Compare: Insert�
text
"3.4"

Compare: Replace�
text
[Old text]: "typenames,"
[New text]: "enumerationtype,"
The following text attributes were changed: 
   fill color

Compare: Delete�
text
"immediately"

Compare: Replace�
text
[Old text]: "PWR_OBJ_INVALID."
[New text]: "PWR_NUM_OBJ_TYPES."
The following text attributes were changed: 
   fill color

Compare: Replace�
text
[Old text]: "3.2)."
[New text]: "3.3)."
The following text attributes were changed: 
   fill color

Compare: Replace�
text
[Old text]: "PWR_OBJ_PLATFORM,"
[New text]: "PWR_OBJ_PLATFORM=0,"
The following text attributes were changed: 
   fill color

Compare: Insert�
text
"PWR_NUM_OBJ_TYPES,/**/"

Compare: Insert�
text
"=-1,PWR_OBJ_NOT_SPECIFIED=-2"

Compare: Replace�
text
[Old text]: "3.4"
[New text]: "25"
The following text attributes were changed: 
   font, fill color, size


3.5 Attribute Relevant Type Definitions

The PWR_AttrName and PWR_AttrDataType types are required to be implemented. Both may
be extended by the implementor and exposed using an implementation specified context type (see
section 3.3). If new PWR_AttrName entries are added it is required that the attribute name is
specified and commented as shown in the PWR_AttrName structure. Likewise, new types must
be added to the PWR_AttrDataType structure. It’s important to note that the attribute interface
currently supports only numeric types. Attributes should only be added to this definition if they
can be meaningfully supported by the attribute interface (section 4.4). Additional attributes must be
added prior to PWRZNUMZATTRENAMES) The Attributes in PWR_AttrName expose what we consider
foundational measurement and control interfaces. Additional capabilities are and can be added
using additional ©perations and often interface specific functions.

The PWR_AttrAccessError type is used to hold the error returns that are popped from the
PWR_Status handle (see section 3.1) using the PWR_StatusPopError function (see page @9). |

PWR_AttrName

typedef enum {
PWR_ATTR_PSTATE = 0, /* uint64_t */
PWR_ATTR_CSTATE, /* uint64_t */
PWR_ATTR_CSTATE_LIMIT, /* uint64_t */
PWR_ATTR_SSTATE, /* uint64_t */
PWR_ATTR_CURRENT, /* double, amps */
PWR_ATTR_VOLTAGE, /* double, volts */
PWR_ATTR_POWER, /* double, watts */
PWREATTREPOWERPLIMITEMING /* double, watbs */
PWROATTREPOWERSLEIMITEMAXY) /* double, watbs */
PWREATTREFREQ® /* double, Hz */
PWREATTRUFREQUIIMITEMINY /* double, H2 */
PWREATTRUFREQUIIMITEMAX® /* double, Hz */
PWR_ATTR_ENERGY, /* double, (joules */
PWR_ATTR_TEMP, /* double, degrees) Celsius */
PWR_ATTR_0S_ID, ¢/*puint6imtp/
PWR_ATTR_THROTTLED_TIME, /* uint64_t */
PWREATTRETHROTTREDRCOUNT® /* uint64_t @Y/
PWR_NUM_ATTR_NAMES,
/* */l
PWR_ATTR_INVALID = &1y
PWR_ATTR_NOT_SPECIFIED = -2

} PWR_AttrName;
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PWR _AttrDataType

typedef enum {
PWR_ATTR_DATA_DOUBLE = O,
PWR_ATTR_DATA_UINT64,
PWR_NUM_ATTR_DATA_TYPES,
/% %/
PWR_ATTR_DATA_INVALID = -1,
PWR_ATTR_DATA_NOT_SPECIFIED = -2
} PWR_AttrDataType;

PWR_AttrAccessError

typedef struct {
PWR_0Obj obj;
PWR_AttrName name;
int error;

} PWR_AttrAccessError;

3.6 . Metadata Relevant Type Definitions

The PWR_MetaName type is required to be implemented. The type may be extended by the imple-
mentor and the additional capabilities may be exposed using an implementation specified context
type (see section(3:3). If new PWR_MetaName items aref@added, it is required that the metadata name
be specified and commented as shown in the PWR_MetaName definition. Additional metadata items
must be added prior to PWRZNUMzMETAZNAMES:
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PWR_MetaName

typedef enum {
PWR_MD_NUM = 0, /* uint64_t */
PWR_MD_MIN, /* either uint64_t or double, depending on attribute type */
PWR_MD_MAX, /* either uint64_t or double, depending on attribute type */
PWR_MD_PRECISION, /* uint64_t */
PWR_MD_ACCURACY, /* double */
PWR_MD_UPDATE_RATE, /* double */
PWR_MD_SAMPLE_RATE, /* double */
PWR_MD_TIME_WINDOW, /* PWR_Time */
PWR_MD_TS_LATENCY, /* PWR_Time */
PWR_MD_TS_ACCURACY, spPWRaTimepy/
PWR_MD_MAX_LEN, /* uint64_t, max strlen of any returned metadata string. */
PWR_MD_NAME_LEN, /* uint64_t, max strlen of PWR_MD_NAME x*/
PWR_MD_NAME, /* char *, C-style NULL-terminated ASCII string */
PWR_MD_DESC_LEN, /* uint64_t, max strlen of PWR_MD_DESC */
PWR_MD_DESC, /* char *, C-style NULL-terminated ASCII string */
PWR_MD_VALUE_LEN, /* uint64_t, max strlen returned by PWR_MetaValueAtIndex */
PWR_MD_VENDOR_INFO_LEN, /* uint64_t, max strlen of PWR_MD_VENDOR_INFO */
PWR_MD_VENDOR_INFO, /* char *, C-style NULL-terminated ASCII string */
PWR_MD_MEASURE_METHOD, /* uint64_t, 0/1 depending on real/model mesurement */
PWR_NUM_META_NAMES,
/% %/
PWR_MD_INVALID = -1,
PWR_MD_NOT_SPECIFIED = -2

} PWR_MetaName;

3.7 Error Return Definitions

The following required definitions are the available error returns for the functions described in this
specification. It is anticipated that this list will grow. The implementor is also free to add error
returns to express conditions not currently covered in the specification and expose them using an
implementation specified context type (see section(3.3).) The range -127 through 128 are reserved
for use by the Power API specification. Positive numbers greater than zero are to be used for
warnings.
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#define PWR_RET_WARN_NOT_OPTIMIZED 1
#defime PWR_RET_SUCCESS 0

#define PWR_RET_FAILURE -1

#define PWR_RET_NOT_IMPLEMENTED -2
#define PWR_RET_EMPTY -3

#define PWR_RET_INVALID -4

#define PWR_RET_LENGTH -5

#define PWR_RET_NO_ATTRIB -6

#define PWR_RET_NO_META -7

#define PWR_RET_READ_ONLY -8

#define PWR_RET_BAD_VALUE -9

#define PWR_RET_BAD_INDEX -10
#define PWR_RET_OP_NOT_ATTEMPTED -11
#define PWR_RET_NO_PERM -12

#define PWR_RET_OUT_OF_RANGE -13

3.8. Time Related Definitions

PWR_Time is defined as a64=bit value used to hold {fimestamps in nanoseconds for a wide range of
functionality. For those {timestamps that are to be used in relation to an epoch, midnight January
Ist, 1970 will be considered the beginning of the epoch. This will provide for hundreds of years to
be expressed from the epoch point, which is sufficient for the purposes of the Power API. PWR_-
Time is also used for other structures designed to record time values (PWR_TimePeriod, page 30
for example). PWR_TIME_UNINIT is used as an indicator that the time value has not been initialized.
This is intended to allow the implementation to make decisions on how a function is being used
based on whether a time value has been specified or not (for example, the Statistics functions in
section 4.6). PWR_TIME_UNKNOWN is an output, which indicates that the time of an event was not
recorded. For example, a maximum value for an attribute could be known for a given time period,
but the instant at which the maximum occurred is unknown. (Fhe PWR_TimePeriod type allows
for three timestamps, start, stop and instant. Instant is available to indicate when a statistically
significant event occurred within the window delineated by start and stop. For example, if the
user requests the PWR_ATTR_STAT_MAX statistic for PWNR_ATTR_POWER, the start and stop times will
indicate the window of time over which the maximum value was calculated. The instant would
indicate the instant in time the maximum value occurred. Defining PWR_Time, PWR_TIME_UNINIT,
PWRETIMERUNKNOWNy and PWRxTimePeriod as specified is required.

typedef winté4wmt PWR_Time;
#define PWR_TIME_UNINIT O
#define PWR_TIME_UNKNOWN O
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PWR _TimePeriod

typedef struct {
PWR_Time start;
PWR_Time stop;
PWR_Time instant;
} PWR_TimePeriod;

3.9 Statistics Relevant Type Definitions

The PWR_AttrStat type includes the list of currently defined statistics potentially available to
the user of (an implementation. Potentially, because this feature requires either direct device or
softwarg support. Statistics are generated on a per-attribute basis (see PWR_AttrName on page
26). The statistics type definitions are required to be implemented and are used with the statistics
functions (see section 4.6).

PWR _AttrStat

typedef enum {
PWR_ATTR_STAT_MIN = O,
PWR_ATTR_STAT_MAX,
PWR_ATTR_STAT_AVG,
PWR_ATTR_STAT_STDEV,
PWR_ATTR_STAT_CV,
PWR_NUM_ATTR_STATS,
/* */
PWR_ATTR_STAT_INVALID = -1,
PWR_ATTR_STAT_NOT_SPECIFIED = -2
} PWR_AttrStat; |

PWRID

typedef enum {
PWR_USER_ID = O,
PWR_JOB_ID,
PWR_RUN_ID,
PWR_NUM_IDS,
/% %/
PWR_ID_INVALID = -1,
PWR_ID_SPECIFIED = -2
} PWR_ID;
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3.10 OS Hardware Interface Type Definitions

The following definitions are used in the Operating system to Hardware interface described in sec-
tion 6:12 Each definition will be described below along with its specification. All of the definitions
in this section are required, even if the corresponding OS/HW functions are not implemented.

PWR _OperState

The PWR_OperState type is used to describe the state being requested by OS to Hardware in-
terface functions that require power/performance state information such as P=State"and C-State
information. Both c_state_num and p_state_num must be provided.

typedef struct {
uinté4st c_state_num;
uint64wt p_state_num;
} PWR_OperState;

3.11 . Application OS Interface Type Definitions

The following definitions are primarily used in the Application to Operating system interface de-
scribed in section 6.3 Each definition will be described below along with its specification. All
of the definitions in this section are required, even if the corresponding App/OS functions are not
implemented.

PWR RegionHint

The PWR_RegionHint type is an abstraction intended to allow the application to communicate
power and performance significant information to the operating system. It is used in conjunction
with PWR_RegionIntensity to describe the type and extent of the behavior described for a given
execution region. This information can then be used to tune components, with the intent being a
more power/performance efficient use of the components results. For example, if an application is
going into a serial region, the performance of the application may benefit from the core running the
serial portion of the code at a higher frequency, thereby completing that serial portion faster. Since
the application is in a serial portion, the implementation may determine that the remaining cores
may be put into a more power efficient state (a sleep state for example), thus possibly resulting in
both a performance increase and a decrease in the amount of power/energy the application uses.
Regions may be specified as PWR_REGION_DEFAULT to indicate that the application is no longer
providing a hint as to the region characteristics of currently executing code.
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typedef enum {
PWR_REGION_DEFAULT = O,
PWR_REGION_SERIAL,
PWR_REGION_PARALLEL,
PWR_REGION_COMPUTE,
PWR_REGION_COMMUNICATE,
PWR_REGION_IO,
PWR_REGION_MEM_BOUND,
PWR_NUM_REGION_HINTS,
/x */
PWR_REGION_INVALID = -1,
PWR_REGION_NOT_SPECIFIED = -2

} PWR_RegionHint;

PWR _Regionlntensity

The PWR_RegionIntensity type is an abstraction of a given level of intensity for a PWR_Region-
Hint. It provides five levels of intensity as well as PWR_Region_INT_NONE, which can be used in
the case where the intensity is not known, is not applicable, or in cases where the operating system
or runtime may be better equipped to determine the intensity of a given code region.

typedef enum {
PWR_REGION_INT_HIGHEST = O,
PWR_REGION_INT_HIGH,
PWR_REGION_INT_MEDIUM,
PWR_REGION_INT_LOW,
PWR_REGION_INT_LOWEST,
PWR_REGION_INT_NONE,
PWR_NUM_REGION_INTENSITIES,
/% %/
PWR_REGION_INT_INVALID = -1,
PWR_REGION_INT_NOT_SPECIFIED = -2

} PWR_RegionIntensity;

PWR SleepState

The PWR_SleepState type is a high level abstraction of the different sleep state levels that may
be provided on a given system. The sleep levels are translated into the appropriate hardware level
constructs by lower layers of the PowerAPI.
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typedef enum {

PWR_SLEEP_SHALLOW,
PWR_SLEEP_MEDIUM,
PWR_SLEEP_DEEP,

} PWR_SleepState;

PWR PerfState

The PWR_PerfState type is an abstraction meant to describe the different possible performance
states in which hardware may be placed.

typedef enum {

PWR_PERF_FAST,
PWR_PERF_MEDIUM,
PWR_PERF_SLOW,

} PWR_PerfState;
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Chapter 4

Core (Common) Interface Functions

Core, or so called Common, interface functions are functions that can be used, at least in par,
by most of the interfaces described in the Power API specification. Core functions include the
following areas:

o Initialization, required to use any of the functionality described in this specification,

e Navigation functions allow the user to traverse the system description and discover infor-
mation about the underlying platform,

e Group functions, primarily a convenience abstraction,

e Attribute functions expose measurement and control functionality,

e Metadata functions allow the user to access additional information about objects and at-
tributes (often device or instrumentation specific information),

e Statistics functions are used to generate statistical information based on fundamental at-
tribute information (measurements),

and other functionality that is common across a number of interfaces.

4.1 Initialization

Initialization using PWR_CntxtInit is required to use any of the functionality documented in this
specification. The user supplies the type of the context requested and their role. Currently, the
specification’s only required context type is PWR_CNTXT_DEFAULT. The context type is intended
to be one way in which the implementor can distinguish their implementation from the standard
specification and other implementations (see section 3:3). The user must also supply their role
(see page 25 for the PWR_Role definition). One purpose of specifying the role is to convey what
type of user they intend to be, and therefore, how they would like to interact With or how the
underlying implementation manages the privileges granted to the user/role combination. A system
administrator (PWR_ROLE_ADMIN) will desire and require different capabilities, privileges and level
of abstraction than the application user (PWR_ROLE_APP), for example.

The user also has the opportunity to specify a name that will be associated with the context.
This feature is anticipated to be useful in supporting advanced functionality. Initialization returns
a context to the user. The context contains the user’s view of the system, dependent on what type
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of context was requested, the user’s role and implementation specifics. The system description
that the user is exposed to must conform to the rules outlined in the specification (see sections 2.2
and 2.4). The context should be destroyed (cleaned up) by using the PWR_CntxtDestroy function
when no longer needed.

Function Prototype PWR_CntxtInit()

The PWR_CntxtInit function is fequired to bercallediberore using any GiherPowerAPIiRcton

The context returned is passed to other Power API functions either explicitly as an argument o
implicitly through an argument associated with the context.

PWR_Cntxt PWR_CntxtInit( PWR_CntxtType type, |
PWR_RoleA;ole,
const charx* naqu);

'Argument(s) Input Description
and/or
Output
PWR_CntxtType type Input The requested context type (see page 24).
PWR_Role role Input The role of the user (see page25).
const char® name Input User specified string name to be associated
with the context.

A valid context is returned upon SUCCESS
A null pointer is returned upon FAILURE

Function Prototype for PWR_CntxtDestroy()

The PWR_CntxtDestroy function is used to destroy (clean up) the context obtained with PWR_-
CntxtInit.

int PWR_CntxtDestroy( PWR_Cntxt context );

Argument(s) Description
PWR_Cntxt context The context obtained using PWR_CntxtInit
the user wishes to destroy.

36


Compare: Delete�
text
"33"

Compare: Replace�
text
[Old text]: "used"
[New text]: "required"

Compare: Replace�
text
[Old text]: "initializepriorto"
[New text]: "becalledbefore"

Compare: Replace�
text
[Old text]: "functionlistedinthe"
[New text]: "otherPowerAPIfunction.Thecontextreturnedispassedtoother"

Compare: Replace�
text
[Old text]: "speciﬁcation."
[New text]: "functionseitherexplicitlyasanargumentorimplicitlythroughanargumentassociatedwiththecontext."

Compare: Delete�
text
"Argument(s)PWR_CntxtTypetype"

Compare: Delete�
text
"roleconstchar*nameReturnCode(s)PWR_CntxtNULLPWR_Role"

Compare: Delete�
text
"Inputand/orOutputInputInputInputDescription"

Compare: Replace�
text
[Old text]: "Description"
[New text]: "Argument(s)"

Compare: Insert�
text
"PWR_CntxtTypetype"

Compare: Insert�
text
"PWR_Rolerole"

Compare: Insert�
text
"Input"

Compare: Replace�
text
[Old text]: "24)."
[New text]: "25)."

Compare: Insert�
text
"name"

Compare: Insert�
text
"char*"

Compare: Insert�
text
"ReturnCode(s)DescriptionPWR_Cntxt"

Compare: Insert�
text
"NULL"

Compare: Insert�
text
"InputDescriptionand/orOutputPWR_CntxtcontextInput"


Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE |

4.2 Hierarchy Navigation Functions

Hierarchy navigation (also called discovery) is accomplished using attributes (EntryPoint, Type,
Parent and Children) that are implicit to every object in the system description whether defined in
the specification or added by the implementor. Navigation is accomplished using these attributes,
through the associated function calls, within the context made available to the user upon initializa-
tion. After initialization the first call will generally be PWR_CntxtGetEntryPoint to determine
the user’s current position in the system hierarchy provided within the user’s context. Depending
on the user, the interface and the role, the context could contain a view of the entire system descrip-
tion or a subset of the system description. Navigating through the hierarchy is accomplished with
PWR_0bjGetParent to navigate up and PWR_0bjGetChildren to navigate down. To understand
what kind of object was returned with either of these calls the user can utilize PWR_0ObjGetType
call. The name of the object can be discovered using the PWR_0bjGetName function and if the user
has a name, the associated object can be discovered using the PWR_CntxtGet0bjByName function.

Function Prototype for PWR_CntxtGetEntryPoint()

The PWR_CntxtGetEntryPoint call is typically used immediately following initialization. Given
the context obtained with PWR_CntxtInit, PWR_CntxtGetEntryPoint returns the users current
location, the object the user is currently pointing to in the system description contained in the
context.

PWR_Obj PWR_CntxtGetEntryPoint( PWR_Cntxt context );

Argument(s) Input Description
and/or
Output

PWR_Cntxt context Input The user’s context.
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Return Code(s) Description

PWR_0bj Returns the object representing the user’s current position
in the system hierarchy upon SUCCESS.

NULL A null pointer is returned upon FAILURE

Function Prototype for PWR_ObjGetType()

The PWR_ObjGetType function returns the type of the object specified. See page 25 for valid object
types.

PWR_ObjType PWR_ObjGetType( PWR_Obj object );

Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user wishes to determine
the type of.
Return Code(s) Description
PWR_0bjType Type of the specified object upon SUCCESS
PWR_OBJ_INVALID Upon FAILURE

Function Prototype for PWR_ObjGetName()

The PWR_ObjGetName function returns the name of the object specified. See page 40 to get the
object based on the unique name using PWR_CntxtGet0bjByName.

const char* PWR_ObjGetName( PWR_Obj object );

Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user wishes to determine
the name of.
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Return Code(s) Description

const charx* Name of the specified object upon SUCCESS: The returned
pointer is marked const and should not be modified by the
caller. This pointer is only valid while the object’s parent
context is valid. When the parent context is destroyed the
pointer becomes invalid.

NULL Upon FAILURE

Function Prototype for PWR_ObjGetParent()

The PWR_0bjGetParent function returns the object immediately above the specified object in the
system description available to the user through the current context.

PWR_Obj PWR_ObjGetParent( PWR_Obj object );

Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user wishes to determine
the parent of.
Return Code(s) Description
PWR_0bj The parent object of the specified object upon SUCCESS
NULL Upon FAILURE

Function Prototype for PWR_ObjGetChildren()

The PWR_0bjGetChildren function returns the child or children of the specified object. A group
(PWR_Grp) is returned regardless of whether the object has one or many children. Children are
immediate siblings of the specified (pagént object. The user is responsible for destroying the group
when no longer needed (see PWR_GrpDestroy4l).

PWR_Grp PWR_ObjGetChildren( PWR_Obj object );

Argument(s) Input Description
and/or
Output
PWR_0Obj object Input The object that the user wishes to determine
the children of.
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Return Code(s) Description

PWR_Grp A Group of objects (possibly a group of one object)containing
the children of the specified object upon SUCCESS

NULL Upon FAILURE

Function Prototype for PWR_CntxtGetObjByName()

The PWR_CntxtGetObjByName function returns the object given the context and unique object
name. See page 38 to get the name of a specified object using PWR_Ob jGetName.

PWR_0Obj PWR_CntxtGetObjByName( PWR_Cntxt context,
const char* name );

Argument(s) | Input Description
and/or
Output
PWR_Cntxt context Input The context containing the object that the

user wishes to retrieve given its unique name.
Note, the object may be present in the system
but not available to the user through the cur=
rent context.

const char * name Input The unique name of the object that the user
wishes to retrieve.

Return Code(s) Description

PWR_Obj Upon SUCCESS,; the object associated With' the unique
specified name

NULL Upon FAILURE

4.3 Group Functions

Group functions are provided as a convenience in situations, for example, where an operation, or
operations are required to be executed on multiple objects. Rather than executing the same oper-
ation multiple times, once for each object, some operations provide a group variant to streamline
this type of functionality. Groups can be dynamically created (PWR_GrpCreate) when needed and
can exist for short periods of time and destroyed with PWR_GrpDestroy, or exist for the duration
of the users context.
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Function Prototype for PWR_GrpCreate()

The PWR_GrpCreate function is used to create a new group which will be associated with and
unique to the users context.

PWR_Grp PWR_GrpCreate( PWR_Cntxt comtext ) ;

‘Argument(s) Input Description
and/or
Output
PWR_Cntxt context Input The GSEr’s context that the group, when cre-
ated, will be @ssociated with?

Return Code(s) Description
PWR_Grp Upon SUCCESS (empty group)
NULL Upon FAILURE

Function Prototype for PWR_GrpDestroy()

The PWR_GrpDestroy function is used to destroy (clean up) a group created by a user.

int PWR_GrpDestroy( PWR_Grp group );
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Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting on»
Return Code(s) Description
PUR_Grp Upon SUCCESS (duplicated group)
NULL Upon FAILURE

Function Prototype for PWR (GrpUnion()

‘The first of the two groups used in the union

e second'o! (TSRS

The PWR_GrpIntersection function s used to create a group that is the Intersection () of two

PWR_Grp PWR_GrpIntersection( PWR_Grp group, PWR_Grp group);
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Argument(s) Input Description
and/or
Output

PVR_Grp group Tnput The first of the two groups used in the Inter-
section (") operation.

PWRZGID group The second of the two groups used in the in-
tersection (M) operation.

Return Code(s) Description

PWR_Grp

NULL

The PHR_GrpDifference function is used to create a group that is the Difference (\) of two

specified groupsy

BWRZGED group
BWRZGED group

ference (\) operation.
The second of the two groups used in the

NULL Upon FAILURE

Function Prototype for PWR_GrpGetNumObjs()

The PWR_GrpGetNum0Objs function is used to get the number of objects contained in the specified
group.

int PWR_GrpGetNumObjs( PWR_Grp group );
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Argument(s) Input Description
and/or
Output

PWR_Grp group Input The group that the user is acting one

Return Code(s) Description

int Upon SUCCESS,; the number of objects contained in the
specified groups

PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_GrpGetObjByIndx()

The PWR_GrpGetObjByIndx is used to get the object from the specified group at the specified
index.

PWR_0Obj PWR_GrpGetObjByIndx( PWR_Grp group,
int index );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting one
int index Input The index within the specified group of the
desired (Object.

Return Code(s) Description

PWR_0Obj Upon SUCCESS,; the object at the index within the specified
group.

NULL Upon FAILURE

Function Prototype for PWR_GrpAddObj()

The PWR_GrpAddQbj function is used to add a specified object to a specified group.

int PWR_GrpAddObj( PWR_Grp group,
| PWR_Obj object );
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and/or
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PWR_Grp group Input The group that the user is acting on»
PWR_Obj object Input The object to be added to the specified groupy
ESETNICUIEE)
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon SUCCESS

Function Prototype for PWR_GrpRemoveObj()

The PWR_GrpRemove0bj function is used to remove a specified object from a specified group.

int PWR_GrpRemoveObj( PWR_Grp group, |
PWR_Obj objecﬁk);

Tput | (Deseription
and/or

Output

Input | The group that the user is acting on»

Input The object to be removed from the specified

Function Prototype for PWR_CntxtGetGrpByName()

The PWR_CntxtGetGrpByName function returns the object given the context and unique group

name. This function is included to allow the user to make use of groups that are provided with the

PWR_Grp PWR_CntxtGetGrpByName( PWR_Cntxt context,
const char* name );
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Argument(s) Input Description
and/or
Output
PWR_Cntxt context Input The context containing the group that the
user wishes to retrieve given its unique name.
const char * name Input The unique name of the group that the user
wishes to retrieve.
Return Code(s) Description
PWR_Grp Upon SUCCESS, the group associated with the unique
specified names
NULL Upon FAILURE

4.4 Attribute Functions

The Attribute functions make up the foundation of the Power API specification, providing measure-
ment (get) and control (set) interfaces for a wide range of power and energy related functionality.
Get and set interfaces are provided for single attribute/single object, multiple attribute/single ob-
ject, single attribute/multiple objects (group) and multiple attributes/multiple objects (group). In
each case the user specifies the attribute or attributes to get or set. The valid attribute names are
defined in the PWR_AttrName structure (see page 26). A complete list of all the valid attributes
and their meanings can be found in table 4.1, section 4.8. The {timestamp is a critical part of the
get (measurement) interface for power and energy related information. It is very important that
the (fimestamp returned (PWR_Time) be an accurate representation of when the value returned was
measured to the best possible temporal accuracy, not when the function was called. It is required
by the specification that the value returned is the value that was measured as close as possible to
when the get function was called. The quality of the measurement and fimestamp) are device and
implementation dependent. Information about each attribute can be obtained through the metadata
interface, described in section 4.5.

Function Prototype for PWR _ObjAttrGetValue()

The PWR_0ObjAttrGetValue function is provided to get the value of a single specified attribute
(PWR_AttrName attr) from a single specified (Object (PWR_Obj object). The timestamp re-
turned (PWR_Time *ts) should accurately represent when the value was measured.

int PWR_ObjAttrGetValue( PWR_Obj object,
PWR_AttrName attr,
void* @alue)
PWR_Time* &S5
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Argument(s) Input Description
and/or
Output
PWR_Obj object Input The target object.
PUR_AttrName attr, | Input The target attribute. See section 3.5 for a list
of available attributes.
void+ walue Output  Pointer to caller-allocated storage, of 8
‘bytes, to hold the value read from the at-
tribute.
PWR_Time* ts Output (Pointertocaller=allocated storage to hold the
‘timestamp of when the value was read from
the attribute. Pass in NULL if the timestamp
is not needed. . .
Return Code(s)
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWRERETENOTSIMPLEMENTED | The requested attribute is not supported for the fafgetobject)

Function Prototype for PWR_ObjAttrSetValue()

The PWR_0bjAttrSetValue function is provided to set the value of a single specified attribute

(PWR_AttrName attr) of a single specified (@bject (PWR_0bj object).

int PWR_ObjAttrSetValue( PWR_Obj object,
PWR_AttrName attr,
comst void* walue ) ;

Argument(s) Input Description
and/or
Output
PWR_0Obj object Input The target object.
PWR_AttrName attm Input The target attribute. See section 3.5 for a list
A of available attributes.
const void* walue Input (Paifiter to the 8 byte yalue 6" Write'to the at-
tribute.
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Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWR_RET_NOT_IMPLEMENTED | herequested attribute is not supported for{the target object.
PWR_RET_BAD_VALUE The value was not appropriate for the target attribute.
PWR_RET_QUT_OF _RANGE The value was out of range for the target attribute.

Function Prototype for PWR StatusCreate()

The PWR_StatusCreate function is provided to create the PWR_Status structure that will be
used in functions that perform multiple operations and potentially return individual statuses for
each operation. It is up to the implementation to create the appropriate amount of storage for
the PWR_Status structure based on the implementation and the number of statuses that will be
held. For example see PWR_ObjAttrGetValues on page 500 Note, PWR_Status is an opaque
handle, its backing definition is determined by the implementor (see 3.1). It is intended that the
implementation only allocate space for failed operations. Errors are read from the PWR_Status by
popping them off the structure which requires the structure to only be as large as the number of
error returns require.

PWR_Status PWR_StatusCreate( );

Return Code(s) Description
PWR_Status Upon SUCCESS
NULL Upon FAILURE

Function Prototype for PWR _StatusDestroy()

The PWR_StatusDestroy function is provided to destroy the PWR_Status structure created using
PWR_StatusCreate (see page 48. Note, PWR_Status is an opaque handle, its backing definition
is determined by the implementor (see 3.1).

int PWR_StatusDestroy( PWR_Status status );

Argument(s) Input Description
and/or
Output
PWR_Status status Input The PWR_Status structure the user wishes to
destroy.
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Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR StatusPopError()

The PWR_StatusPopError function is provided to iterate through the PWR_Status structure cre-
ated using PWR_StatusCreate (see page@8) and populated using any of the function calls that
leverage this structure. Using this method allows the PWR_Status structure to only grow as large as
necessary storing only error returns. Note, PWR_Status is an opaque handle, its backing definition

is determined by the implementor (see 3.1).

int PWR_StatusPopError( PWR_Status status,
PWR_AttrAccessError* error );

Argument(s) Input Description
and/or
Output
PWR_Status status Input The PWR_Status structure the user wishes to
examine (iterate over).
PWR_AttrAccessErrorx Output Pointer to a PWR_AttrAccessError struc-
error ture (see page (27) to hold the status that is
popped from the PWR_Status structure.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
| PWR_RET_EMPTY Returned when all errors have been popped |
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _StatusClear()

The PWR_StatusClear function is provided to clear a previously used PWR_Status structure cre-
ated using PWRzStatusCreate) (see page @48) basically allowing reuse of the same structure if
multiple calls are executed and examined in sequence. Note, PWR_Status is an opaque handle, its

backing definition is determined by the implementor (see 3.1).

int PWR_StatusClear( PWR_Status @tatusm
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Argument(s) Input Description
and/or
Output
PWR_Status status Input The PWR_Status structure the user wishes to
clear (reuse).

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_ObjAttrGetValues()

The PWR_ObjAttrGetValues function is provided to get the value of multiple specified attributes
listed in the PWR_AttrName attrs[] array from a single specified object — get multiple attribute
values from a single object. The timestamps returned in the PWR_Time ts[] array should accu-
rately represent, and correspond sequentially, with the time each value returned was measured. If
the function fails for one or more attributes, the PWR_Status swasws structure FEfifneéd can be
examined for additional information regarding the failure using PWR_StatusPopError (see page

49).

int PWR_ObjAttrGetValues( PWR_0bj object,

int count,

const PWR_AttrName attrsl[],
void* values,

PWR_Time ts[],

PWR_Status status );
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Argument(s)

PWR_Obj object

int count

Input | The inumber Jof €lements in the @ttzsiEly |

comsty PWR_AttrName

Mhe array of (target attributes to Feady See

void* &ralues

Output | of values read, one value for each

PWR_Time ts[] Output

PWR_Status status Output
information @bout each failure'that'occurred.
Pass in NULL if failure information is not
needed.

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS, all operations succeeded.

PWR_RET_FAILURE

Upon FAILURE, one or more operations failed. Exam-
ine PUR_Status status to determine the operations that
failed. Al other operations succeeded. .

Function Prototype for PWR_ObjAttrSetValues()

The PWR_0bjAttrSetValues function is provided to set the value of multiple specified attributes
in the (PWR_AttrName attrs[]) array of a specified object — set multiple attribute values
of a single object. If the function fails for one or more attributes, the PWR_Status status
structure #efliffied can be examined for additional information regarding the failure using PWRz=

(StatusPopError (see page@9)}
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int PWR_ObjAttrSetValues( PWR_Obj object,

int count,
eonsty PWR_AttrName attrs[],
const void* values,
PWR_Status status );
Argument(s Toput | Description
PWR_0bj object Input  The target object.
int count Input The number of €léments in the @EEESIINaHd
G
const PVR_Attriane |(@pW) | (PHe array of (argelaibutes o wiite) See

attrs([] N section 3.5 for a list of available attributes.
comst void* walues Input | ‘The array of values to write, one value for

cach target attribute. The value to write
® atribute @EtES LIS Tocated aAddTEss

Upon PHR_RET_FATLURE, status contains
information @bout each failure'that'occurred.

Pass in NULL if failure information is not
needed.

Return Code(s) Description

PUR_RET_SUCCESS Upon SUCCESS, all operations succeeded.
PWR_RET_FAILURE Upon FAILURE, one or more operations failed. Exan-
ine PUR_Status status to determine the operations that
failed. Al other operations succeeded. .

Function Prototype for PWR _ObjAttrIsValid()

The PWR_ObjAttrIsValid function is used to determine if a specified attribute (PWR_AttrName
attr) is valid for the specified object.

int PWR_ObjAttrIsValid( PWR_Obj object,
PWR_AttrName attr );
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Description

The object that the user is acting on»

The attribute the user wishes to confirm is
valid for the specified object. See the PWR_-
AttrName type definition in section 3:5%

Function Prototype for PWR_GrpAttrGetValue()

The PWR_GrpAttrGetValue function is provided to get the value of a single specified attribute
(PWR_AttrName attr) from all the objects in a specified group (PWR_Grp group) — get a single
attribute value from multiple objects. The fimestamps returned in the PWR_Time ts[] array
should accurately represent, and correspond sequentially, with the time each value returned was
measured. If the function fails for one or more attributes, the PWR_Status status structure re-
f@rned can be examined for additional information regarding the failure using PWR_StatusPopError
(see page 49). PWR_GrpAttrGetValue will continue to attempt to gather values for the entire
group, even if an error occurs for a subset of the members of that group.

int PWR_GrpAttrGetValue( PWR_Grp group,
PWR_AttrName attr,
void* waluesy
PWR_Time ts[],
PWR_Status status );
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Argument(s) Input Description
and/or
Output
PWR_Grp group Input | The {target groupy
PWR_AttrName attr Input The (targep attribute fOVTEtFieve (get) from
each object in the (afget group. (See'section
3.5 for a list of available attributes.
void* walues The (atray of attribute Valués retrieved, one
Walue for each object in the (@fged group.
‘This should point to caller-allocated :stor-
age of at least (PUR_GrpGetliunObjs () *
for
PWR_Time ts[] Output |
PWR_Status status Output
Return Code(s) Description

PUR_RET_SUCCESS | Upon SUCCESS, all operations succeeded.
PUR_RET_FAILURE Upon FAILURE, one or more operations failed. Exam-

iné PWR_Status

Function Prototype for PWR_GrpAttrSetValue()

The PWR_GrpAttrSetValue function is provided to set the value of a single specified attribute
(PWR_AttrName attr) of each object in a specified group — set a single attribute value on mul-

tiple objects. IFfliefinctionTails for Gielormore attributesy the PHRISEAEHS status Structurere-

(see page 49). PWR_GrpAttrSetvalue will continue to attempt to set values for the entire group,
even i an error oceurs for a subset of the members of that group.
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int PWR_GrpAttrSetValue( PWR_Grp group,
PWR_AttrName attr,
const voidx waluen
PWR_Status status );

Argument(s) | | Input Description

and/or
Output
PWR_Grp group Input The {target group,
PWR_AttrName attr Input The (gaiges attribute o set for €ach object in | |
the target group. See section 3.5 for a list of
available attributes.

const void+ value nput ‘The pointer (0 a single 8 byte attribute value |
{to'setfor each object in the argetrgroups

PWR_Status status Output ‘Upon PWR_RET_FAILURE, status contains

i . | information about each failure that occurred.
(PassVin"NULLVif*failureé information is"not
needed.

Return Code(s) Description

PUR_RET_SUCCESS Upon SUCCESS, all operations succeeded.
PWR_RET_FATLURE Upon FAILURE, one or more operations failed. Exam-
iiie PWR_Status | status (o determine the operations that
failed. Al other operations succeeded.

Function Prototype for PWR_GrpAttrGetValues()

The PWR_GrpAttrGetValues function is provided to get the value of multiple specified attributes
listed in the PWR_AttrName attrs[] array from each object in a specified group — get multiple
attribute values from multiple objects. The {fimestamps returned in the PWR_Time ts[] array
should accurately represent, and correspond sequentially, with the time each value returned was
measured. If the function fails for one or more attributes, the PWR_Status statuws structure ve-
{@rned can be examined for additional information regarding the failure using PWR_StatusPopError
(see page 49). PUR_GrpAttrGetValues will continue to attempt to gather values for the entire
group, even if an error occurs for a subset of the members or attributes requested in the object

EIEuD
int PWR_GrpAttrGetValues( PWR_Grp group,
int count,
const PWR_AttrName attrs([],
void* values,
PWR_Time ts[],

PWR_Status status );
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PWR_Grp group N
int count

The target group.
Al The number of €lements in the @strsEyar |
a

Mhe array (Specifying the Set of targetyat-
)| tributes to ¥ead for each object in the (arget

group. See section 3.5 for a list of available
attributes.

The array of attribute values retrieved. This
(Shouldypoifit) to Caller=allocated storage of
at least (PWR_GrpGetNumObjs () xcount+8)
bytes. Upon success, the value read for at-
tribute attrs[i] for the object at index j
Within the group Will be located at’address
(values+(jxcount*8)+(i*8)).

The array of timestamps, one timestamp for

h

comsty PWR_AttrName
attrs[] N

—
=1
o]
=
—

PWR_Time ts[] Output

each value retrieved. This should point to
caller-allocated storage of at least (PWR_-
GrpGetNumObjs () *count*sizeof (PWR_—
Time)). Upon success, the timestamp of the

value retrieved for attribute attrs[i] for
the object at index j within the group will
be Tocated at ts[j¥count)+i]. Pass in NULL if

Upon PWR_RET_FATLURE, status contains
information @bout each failure'that'occurred.

Pass in NULL if failure information is not
needed.

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS, all operations succeeded.
PR_RET_FAILURE Upon FAILURE, one or more operations failed. Exam-
ine PiR_Status status to determine the operations that
failed. Al other operations succeeded. .

Function Prototype for PWR_GrpAttrSetValues()

The PWR_GrpAttrSetValues function is provided to set the value of multiple specified attributes
(istéd in the (PWR_AttrName attrs[]) array of each object in a specified group — set multiple
attribute values on multiple objects. If the function fails for one or more attributes, the PWR_-
Status status structure Eetlfned can be examined for additional information regarding the fail-
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are using PVR_StatusPopExror (see page A9)NPHRIGHPAEEFSEEVATHES WilllContinue foatieimpt
10 set values for the entire group and requested attributes, even if an error occurs for a subset of the
‘members or attributes of that object group.

int PWR_GrpAttrSetValues( PWR_Grp group,
int count,
const PWR_AttrName attrs[],

‘Argument(s) Input Description

and/or
Output |
PWR_Grp group Input The arget groups
int count Input The number of €léments in the @ttrs ] and
valuesiarrays,
const PWR_AttrName Input Mhe array (Specifying the set of arget at-
attrs[] tributes to set for each object in the d
group.

(Thevarray of attfibute values, to set for each
object in the jgroup. The'value'to"write'to
attribute attrs[i] of each object is located
at address (values+(i*8)).

Upon PR_RET_FATLURE, status contains
information @bout each failure'that'occurred.

Pass in NULL if failure information is not
needed.

PVR_RET_SUCCESS 'Upon SUCCESS, all operations succeeded.
PWR_RET_FATLURE Upon FAILURE, one or more operations failed. Exam-
iii® PUR_Status  status (0 determine the operations thay

4.5 Metadata Functions

The metadata functions provide an interface for getting more descriptive information about an
object or attribute, such as estimated measurement accuracy op the list of valid values for a given
attribute. This information is often useful for getting a better understanding of the meaning of
objects and attributes and how to interpret the values read from attributes. While most metadata
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is read-only information, some metadata is potentially configurable, such as the underlying power
sampling rate used to calculate PWNR_ATTR_ENERGY values.

Table 4.2 on page 30 lists the available types of metadata. Not all of the metadata items listed
will be available for every object and attribute pair. The exact set is dependent on the capabilities
of the underlying hardware and Power API implementation. If a requested metadata item is not
available a PWNR_RET_NO_ATTRIB error is returned at runtime.

The majority of metadata items will require that both an object instance and attribute name
pair be specified, but a few may be defined for object instances alone. For example, the metadata
strings PWR_MD_NAME, PWR_MD_DESC, and PWR_MD_VENDOR_INFO may be available for individual
object instances, with no associated attribute name specified. In these cases, the attribute name
requested should be set to PWR_ATTR_NOT_SPECIFIED. One important use case for these infor-
mational strings, especially the PWR_MD_VENDOR_INFO string, is for a Power API user to capture
these strings with each run to record configuration and provenance information. For example, a
user may chose to log the PWR_MD_VENDOR_INFO string for the top-level platform object in the
output of each run.

The metadata interface consists of three functions. The PWR_ObjAttrGetMeta and PWR_-
ObjAttrSetMeta functions allow metadata values to be retrieved and set, respectively. The third
function, PWR_MetaValueAtIndex, provides a way to enumerate through an attribute’s list of
available values. This is useful for attributes that have a small, well-defined set of discrete values
(e.g., PWR_ATTR_PSTATE). It is expected that where a set of discrete values can be described in
a logical order that the index ordering is from smallest (lowest) to largest (highest) value. The
remainder of this section describes the metadata functions in more detail.

Function Prototype for PWR_ObjAttrGetMeta()

The PWR_ObjAttrGetMeta function returns the requested metadata item for the specified object
or object and attribute name pair. The caller must allocate enough storage to hold the returned
metadata value and pass a pointer to the storage in the value argument. The required size can
be determined by consulting the type column of Table 4.2. In the case of string metadata items
(i.e., type char ), the required string length can be determined by getting the appropriate length
metadata item, which is the original metadata name with the _LEN suffix added. For example, the
required string length for the PWR_MD_VENDOR_INFO string can be determined by retrieving the
PWR_MD_VENDOR_INFO_LEN metadata item.

int PWR_ObjAttrGetMeta( PWR_Obj obj,
PWR_AttrName attr,
PWR_MetaName meta,
void* value );
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Argument(s) Input Description

and/or
Output
PWR_Obj obj Input The target object.
PWR_AttrName attr Input The target attribute. See the PWR_AttrName

type definition in Section 3.5 for the list of
possible attributes. If object-only metadata
is being requested, this argument should be
set to PWR_ATTR_NOT_SPECIFIED. |
PWR_MetaName meta Input The target metadata item to get. See the
PWR _MetaName type definition in Section
3.6 for the list of possible metadata items,
with detailed descriptions provided in Ta-
ble 4.2. 4

void* value Output Pointer to the caller allocated storage to hold
the value of the requested metadata item. See
Table 4.2 for type information.

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWR_RET_NO_ATTRIB The attribute specified is not implemented.
PWR_RET_NO_META The metadata specified is not implemented.

Function Prototype for PWR_ObjAttrSetMeta()

The PWR_ObjAttrSetMeta function sets the specified metadata item for the target object or object
and attribute name pair. The caller must pass a pointer to the new value for the specified metadata
item in the value argument. The required type for the value can be determined by consulting the
type column of Table 4.2. In the case of string metadata items (i.e., type char *), the maximum
string length can be determined by getting the appropriate length metadata item, which is the
original metadata name with the _LEN suffix added. For example, the maximum string length for
the PWR_MD_VENDOR_INFO string can be determined by retrieving the PWR_MD_VENDOR_INFO_LEN
metadata item.

int PWR_ObjAttrSetMeta( PWR_Obj obj,
PWR_AttrName attr,
PWR_MetaName meta,
const void* value );
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Argument(s) Input Description

and/or
Output

PWR_Obj obj Input The target object.

PWR_AttrName attr Input The target attribute. See the PWR_AttrName
type definition in Section 3.5 for the list of
possible attributes. If object-only metadata
is being set, this argument should be set to
PWR_ATTR_NOT_SPECIFIED.

PWR_MetaName meta Input The target metadata item to set. See the
PWR _MetaName type definition in Section
3.6 for the list of possible metadata items,
with detailed descriptions provided in Ta-
ble 4.2.

const void* value Input Pointer to the new value for the metadata
item. See Table 4.2 for type information.

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWR_RET_NO_ATTRIB The attribute specified is not implemented.

PWR_RET_NO_META The metadata specified is not implemented.

PWR_RET_READ_ONLY The metadata specified is not settable.

PWR_RET_BAD_VALUE The value specified is not valid.

Function Prototype for PWR _MetaValueAtIndex()

The PWR_MetaValueAtIndex function allows the available values for a given attribute to be
enumerated. It is assumed that the set of valid values is static and has size equal to the value
returned by the PWR_MD_NUM metadata item. Once the value of PWR_MD_NUM is known, PWR_-
MetaValueAtIndex () can be called repeatedly with index from O to PWR_MD_NUM - 1 to retrieve
the list of valid values for the target attribute. Each call will return the value at the specified index

as well as a human-readable string representing the value in human readable format.

If an attribute is not enumerable, then PWR_MD_NUM will return 0. In general any attribute that
does not have a small set of discrete valid values will return 0 when PWR_MD _NUM is requested,

to indicate that the attribute is not enumerable.

int PWR_MetaValueAtIndex( PWR_Obj obj,
PWR_AttrName attr,

unsigned int index,

void* value,

char* value_str );
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Argument(s)

Input
and/or
Output

Description

PWR_Obj obj

Input

The target object.

PWR_AttrName attr

Input

The target attribute. See the PWR_AttrName
type definition in Section 3.5 for the list of
possible attributes.

unsigned int index

Input

The index of the metadata item value to look
upy The PWR_MD_NUM metadata item returns
the number of possible values, indexed from
0 to PWR_MD_NUM - 1.

void* value

Output

Pointer to the caller allocated storage to hold
the value of the requested metadata item
value. See Table 4.2 for type information.
The storage must be sized appropriately for
the metadata value type. If the value is
not required, this argument should be set to
NULL.

char* value_str

Output

Pointer to the caller allocated storage to
hold the human-readable C-style NULL-
terminated ASCII string representing the
metadata item value. The storage passed in
must have size in bytes of at least the value
returned by the PWR_MD_VALUE_LEN meta-
data item. If the string representation is
not required this argument should be set to
NULL.

Return Code(s)

Description

PWR_RET_SUCCESS

Upon SUCCESS

PWR_RET_FAILURE

Upon FAILURE

PWR_RET_NO_ATTRIB

The attribute specified is not implemented. |

PWR_RET_BAD_INDEX

The index specified is not valid.

4.6 Statistics Functions

The statistics functions provide an interface to generate statistics related to specific attributes of
an object or group. The interface allows for generating statistics somewhat real-time or mining
historic statistics, assuming that the necessary data is retained. The PWR_0ObjCreateStat and
PWR_GrpCreateStat functions are used to create a PWR_Stat pointer. In the case of either an
object or group, a statistic is directly related to the attribute specified in the create call. Basically, a
tuple of information is provided, an object or group, the attribute (PWR_ATTR_POWER for example,
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see page 26) that the user would like the statistic for and the statistic (PWR_ATTR_STAT_AVG for
example, see page(30).

If the statistics pointer is used in conjunction with the PWR_StatStart and the PWR_StatStop
calls to start and stop the collection of information that will be used to generate the statistic, the
start member of the PWRzTimePeriod structure must be initialized to PWR_TIME_UNINIT. This
allows the underlying implementation to immediately, and quickly, determine which mode the
interface is being used in, real-time or mining. Using this interface in the real-time mode assumes
either hardware device support or lower layer software support for retaining the information over
the window of time delineated by the start and stop calls. The user can collect statistics after
calling start, and before calling stop by using PWR_StatGetValue when the statistic pointer was
created with PWR_ObjCreateStat or PWR_StatGetValues when the statistic pointer was created
with PWR_GrpCreateStat, notice the plural walues in the group call. If stop has not been called
on the statistic pointer each time the user requests statistics, the start time, if pertinent, will be the
time start was called on the statistic pointer and the stop time, again if pertinent, will be when
the call was made to retrieve the statistic (see page 30 for details regarding the PWRzTimePeriod
structure). Once stop is called on the statistic pointer any call to retrieve the statistic will be over
the window defined by the start and stop calls.

If supported, collecting historic information is supported using the same interface but with-
out the use of PWR_StatStart or PWR_StatStop. To collect historic information, again assum-
ing it is retained, the user creates an object or group statistics pointer (PWR_ObjCreateStat or
PWR_GrpCreateStat) followed by using PWR_StatGetValue, for an object statistic, or PWR_-
StatGetValues for a group statistic. The important difference is that the PWRzTimePeriod struc-
ture is populated with the start and stop times delineating the historic window that the statistic
requested will be calculated over. Note that the times the user requests may not be available.
The interface is required to return the requested statistic calculated over as close to the requested
time window as possible. The interface is additionally required to return in the PWRzTimePeriod
structure the times that were actually used in calculating the statistic that was returned. If the
instant member of the PWRETimePeriod structure is not pertinent or available it should be set to
PWR_TIME_UNKNOWN.

Function Prototype for PWR_ObjCreateStat()

The PWR_ObjCreateStat function is used to create the statistics pointer that will be used for all
subsequent statistics gathering for a single object.

PWR_Stat PWR_0bjCreateStat( PWR_0Obj object,
PWR_AttrName name,
PWR_AttrStat statistioe );
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Argument(s) Input Description
and/or
Output
PWR_0Obj object Input The object to act on.
PWR_AttrName name Input The attribute to act on, see the PWR_-
AttrName type definition in section 3:5:
PWR_AttrStat statistie | Input The desired statistic for the specified at-
tribute, see PWR_AttrStat type definition in
section 3.9:
Return Code(s) Description
PWR_Stat Stat for that object, attribute statistic triple upon SUCCESS.
NULL Upon FAILURE

Function Prototype for PWR _GrpCreateStat()

The PWR_GrpCreateStat function is used to create the statistics pointer that will be used for all
subsequent statistics gathering for a group of objects.

PWR_Stat PWR_GrpCreateStat( PWR_Grp group,
PWR_AttrName name,
PWR_AttrStat statistic ) ;
Argument(s) Input Description
and/or
Output |
PWR_Grp group Input The group to act on.
PWR_AttrName name Input The attribute to act on, see the PWR_-
AttrName type definition in section 3:5:
PWR_AttrStat statistic |Input The desired statistic for the specified @t-
tribute, see PWR_AttrStat type definition in
section 3.9.
Return Code(s) Description
PWR_Stat Stat for that object, attribute statistic triple upon SUCCESS.
NULL Upon FAILURE

Function Prototype for PWR _StatStart()

The PWR_StatStart function is used to indicate to a device or software layer to start the window
of time that the statistic requested will be calculated over.
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Compare: Replace�
text
[Old text]: "3.4."
[New text]: "3.5."

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statistic"

Compare: Replace�
text
[Old text]: "3.8."
[New text]: "3.9."

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statistic"

Compare: Insert�
text
"Description"

Compare: Delete�
text
"Description"

Compare: Replace�
text
[Old text]: "3.4."
[New text]: "3.5."

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statisticInput"

Compare: Replace�
text
[Old text]: "at"
[New text]: "attribute,"

Compare: Delete�
text
"tribute,"

Compare: Replace�
text
[Old text]: "3.8."
[New text]: "3.9."


PWR_Stat PWR_StatStart( PWR_Stat @tat@bj) ) ;
Argument(s) Input Description
and/or
Output
PWR_Stat (statOby Input )| The (Statistics object o begin collecting the
A specified statistic for (specified in PWR_-
ObjCreateStat).
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _StatStop()

The PWR_StatStop function is used to indicate to a device or software layer to stop the window
of time that the statistic requested will be calculated over.

PWR_Stat PWR_StatStop( PWR_Stat (statObj) ) ;

Argument(s) Input Description
and/or
Output
PWR_Stat (statObj Input The (statistics object to stop collecting the
specified statistic for (specified in PWR_-
ObjCreateStat).
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon SUCCESS

Function Prototype for PWR _StatClear()

The PWR_StatClear function is used to indicate to a device or software layer to clear or reset the
window of time that the statistic requested will be calculated over. The clear effectively restarts
the window, se there is no need to(call PWR_StatStart again.

PWR_Stat PWR_StatClear( PWR_Stat @tatOby) ) ;
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Compare: Replace�
text
[Old text]: "stat"
[New text]: "statObj"

Compare: Insert�
text
"statObj"

Compare: Delete�
text
"stat"

Compare: Insert�
text
"statisticsobject"

Compare: Delete�
text
"stat"

Compare: Delete�
text
"spec"

Compare: Insert�
text
"speciﬁed"

Compare: Delete�
text
"iﬁed"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statObj"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statObj"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statisticsobject"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statObj"

Compare: Insert�
text
"so"

Compare: Replace�
text
[Old text]: "recallPWR_StatStart."
[New text]: "callPWR_StatStartagain."


Argument(s) Input Description
and/or
Output
PWR_Stat (statlby) Input The (Statistics object to clear (effectively re-
A (Sef)fon the specified statistic (specified in J
PWR_ObjCreateStat).
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR StatGetValue()

The PWR_StatGetValue function is used to retrieve the statistic and related time stamp informa-
tion from the statistics pointer created using PWR_ObjCreateStat. (Notethatthe PWRIStatGetValue

PWR_Stat PWR_StatGetValue( PWR_Stat (statObjs
double* value,
PWRaTimePeriod® statTimes ) ;
Argument(s) Input Description
and/or
Output
PWR_Stat (statObg) Input The(statistics object to collect the statistic for 4
((the object, attribute stat triple is specified in J
PWR_ObjCreateStat).
doublex value Output pointer to space (double) to store the statistic
PWR_TimePeriod* Input/Output | Time structure that contains the timestamps
statTimes pertinent to the specific statistic, see page 302
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE 4

Function Prototype for PWR _StatGetValues()

The PWR_StatGetValues function is used to retrieve the statistic and related time stamp informa-
tion from the statistics pointer created using PWR_GrpCreateStat.
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Compare: Insert�
text
"statObj"

Compare: Delete�
text
"stat"

Compare: Insert�
text
"statisticsobject"

Compare: Delete�
text
"stat"

Compare: Replace�
text
[Old text]: "reset)"
[New text]: "re"

Compare: Delete�
text
"for"

Compare: Insert�
text
"set)for"

Compare: Delete�
text
"PWR_-"

Compare: Replace�
text
[Old text]: "ObjCreateStat)."
[New text]: "PWR_ObjCreateStat)."

Compare: Insert�
text
"NotethatthePWR_StatGetValuecalloperatesonsingleobjectsonly,notgroupsofobjects.Ifasinglevaluereturnisdesiredforagroupofobjects,thePWR_StatGetReducecallonpage66shouldbeused."

Compare: Replace�
text
[Old text]: "stat,"
[New text]: "statObj,"

Compare: Replace�
text
[Old text]: "PWR_StatTimes*"
[New text]: "PWR_TimePeriod*"

Compare: Insert�
text
"statObj"

Compare: Delete�
text
"stat"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statisticsobject"

Compare: Delete�
text
"(theob"

Compare: Replace�
text
[Old text]: "ject,"
[New text]: "(theobject,"

Compare: Delete�
text
"PWR_-"

Compare: Replace�
text
[Old text]: "ObjCreateStat)."
[New text]: "PWR_ObjCreateStat)."

Compare: Replace�
text
[Old text]: "PWR_StatTimes*"
[New text]: "PWR_TimePeriod*"

Compare: Replace�
text
[Old text]: "29."
[New text]: "30."

Compare: Delete�
text
"PWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILURE"


PWR_Stat PWR_StatGetValues( PWR_Stat tatObjm
double values[],
PWReTimePeriod statTimes[] );

Argument(s) Input Description
and/or
Output
PWR_Stat (gtatibj) Input The/statistics object to collect the statistic for
(the group, attribute stat triple is specified in J
PWR_GrpCreateStat).
double values[] Output Space allocated by user to hold array of val-
ues (statistics)
PWR_TimePeriod Input/Output | Space allocated by user to hold array of time
statTimes[] structures that contains the timestamps perti-
nent to each specific statistic, see page 30
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

N
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Compare: Replace�
text
[Old text]: "stat,"
[New text]: "statObj,"

Compare: Replace�
text
[Old text]: "PWR_StatTimes"
[New text]: "PWR_TimePeriod"

Compare: Insert�
text
"statObj"

Compare: Delete�
text
"stat"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statisticsobject"

Compare: Delete�
text
"PWR_-"

Compare: Replace�
text
[Old text]: "GrpCreateStat)."
[New text]: "PWR_GrpCreateStat)."

Compare: Replace�
text
[Old text]: "PWR_StatTimes"
[New text]: "PWR_TimePeriod"

Compare: Replace�
text
[Old text]: "29"
[New text]: "30"

Compare: Insert�
text
"FunctionPrototypeforPWRStatGetReduce()ThePWR_StatGetReducefunctionisusedtoretrievethestatisticandrelatedtimestampinformationfromthestatisticspointercreatedusingPWR_GrpCreateStatandperformareductionoperationontheresult.ThetypeofreductionperformedisdeterminedbythestatisticdictatedforthePWRStatwhenitwascreated.ThevaluereturnedfromacalltoPWR_StatGetReducewillbeequivalenttothestatisticthatwouldbecalculatedbycallingPWR_GrpAttrGetValueandperformingtheoperationonthereturnedsetofvalues(onepergroupmember)forthechosenattribute.PWR_StatGetReduceisprovidedsuchthatoptimizationsthatmaybepossiblewhencalculatingagivenstatisticcanbeutilized.Anexampleofsuchanoperationwouldbecalculatinganaverage,wheregatheringthevaluesisdonethroughatreetopologyoverlaynetwork,whereaveragescanbecalculatedateachparentofmultiplechildreninthetree.NotethattheimplementationofPWR_StatGetReducecanbedoneinitsmoresimplisticformbycallingPWRGrpAttrGetValueandperformingtherequiredoperationonthereturnedsetofvaluestoreturntherequestedreductionoperation.Forcertainreductionoperations,someelementsofthetimestamp(PWR_TimePeriod)maynotbevalidoutput.Forexample,inthecaseofaaveragingreduction,anassociated“instant”timestampisnotausefulvalue.ForMinandMaxoperations,the“instant”timestampisusefulandwillrepresentthetimeatwhichthemaximumorminimumwasobserved.InallcasesthestartandstoptimestampsinthePWR_TimePeriodwillrepresentthetimewindowoverwhichthethevaluewascalculated."


PVR_Stat PiRzStatGetReduce( PVR_Stat statObis
double* value,
PUR_TimePeriod+ statTimes);

Argument(s) I

=
=

=

=S

Description

PWR_Stat (staniby) I

=}
=]
[=1
—

Function Prototype for PWR _StatDestroy()

The PWR_StatDestroy function is used to destroy (clean up) the statistics pointer created using
PWR_ObjCreateStat or PWR_GrpCreateStat.

The (statistics object to destroy (clean up)

Return Code(s) Description

4.7 Version Functions

The PWR_GetMajorVersion and PWR_GetMinorVersion functions are used to get the major and
minor portions of the specification version supported by the implementation. Users can make
decisions regarding available functionality based on the version number supported.
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Compare: Replace�
text
[Old text]: "PWR_StatDestroy("
[New text]: "PWR_StatGetReduce("

Compare: Replace�
text
[Old text]: "stat);"
[New text]: "statObj,double*value,PWR_TimePeriod*statTimes);"

Compare: Insert�
text
"and/or"

Compare: Delete�
text
"and/or"

Compare: Insert�
text
"Output"

Compare: Replace�
text
[Old text]: "Output"
[New text]: "Input"

Compare: Insert�
text
"statObj"

Compare: Insert�
text
"Thestatisticsobjecttocollectthestatisticfor"

Compare: Insert�
text
"(theobjectgroup,attribute"

Compare: Insert�
text
"tripleisspec"

Compare: Insert�
text
"iﬁedinPWR_GrpCreateStat)."

Compare: Insert�
text
"double*value"

Compare: Insert�
text
"Output"

Compare: Insert�
text
"pointertospace(double)tostorethestatistic"

Compare: Insert�
text
"PWR_TimePeriod*"

Compare: Insert�
text
"Input/Output"

Compare: Insert�
text
"Timestructurethatcontainsthetimestamps"

Compare: Insert�
text
"statTimes"

Compare: Insert�
text
"pertinenttothespeciﬁcstatistic,seepage30."

Compare: Insert�
text
"ReturnCode(s)"

Compare: Insert�
text
"Description"

Compare: Insert�
text
"PWR_RET_SUCCESS"

Compare: Insert�
text
"UponSUCCESS"

Compare: Insert�
text
"PWR_RET_FAILURE"

Compare: Insert�
text
"UponFAILURE"

Compare: Insert�
text
"PWR_StatPWR_StatDestroy(PWR_StatstatObj);Argument(s)"

Compare: Insert�
text
"Descriptionand/orOutputPWR_StatstatObjInput"

Compare: Replace�
text
[Old text]: "stat"
[New text]: "statisticsobject"

Compare: Insert�
text
"PWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILURE"


Function Prototype for PWR _GetMajor Version()

The PWR_GetMajorVersion function is used to get the major version number portion of the ver-
sion number of the specification supported by the implementation.

int PWR_GetMajorVersion( );

Return Code(s) Description

int Upon SUCCESS, integer representation of major portion of
version number

PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _GetMinor Version()

The PWR_GetMinorVersion function is used to get the minor version portion of the version num-
ber of the specification supported by the implementation.

int PWR_GetMinorVersion( );

Return Code(s) Description

int Upon SUCCESS, integer representation of minor portion of
version number

PWR_RET_FAILURE Upon FAILURE

4.8 Big List of Attributes

The following is the master list of Attributes available to the user. The attributes valid for specific
interfaces are listed in the appropriate section in Chapter 6.
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Compare: Replace�
text
[Old text]: "5."
[New text]: "6."

Compare: Insert�
text
"68"


Table 4.1:

Complete List of All Supported Attributes

Attribute

Set
and/or
Get

Type

Description

PWR_ATTR_PSTATE

Set/Get

uint64_t

The current P-state for the object speci-
fied (typically processors but for use with
other component types when applicable).

PWR_ATTR_CSTATE

Set/Get

uint64_t

The current C-state for the object speci-
fied (typically processors but for use with
other component types when applicable).

PWR_ATTR_CSTATE_LIMIT

Set/Get

uint64_t

The lowest C-state allowed for the object
specified (typically processors but for use
with other component types when appli-
cable).

PWR_ATTR_SSTATE

Set/Get

uint64_t

The current S-state for the object speci-
fied (typically processors but for use with
other component types when applicable),

Get

double

L Discrete current value in @mpsy The cur-
rent value should be the value measured
as close as possible to the time of the
function call. i

Get

double

Discrete voltage value in ¥6lts? The volt-
age value should be the value measured as
close as possible to the time of the func-
tion call.

Get

double

(Discrete power value i Watts: The power

value should be the value measured as
close as possible to the time of the func-
tion call.

Minimum power limit (floor, lower
bound) for the specified object in watts.

Set/Get

doubl& 4 4 4

L Maximum spower limit (ceiling, upper
bound) for the specified object (as in
power cap) in Wattsy

‘The current operating frequency yalue for
the specified object in Hz (cycles per sec-

ond). JVVN

Minimurn GperAAnE TRequUency it for
the specified object in{Hz (Cycles per see-
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Compare: Replace�
text
[Old text]: "PWR_ATTR_POWER"
[New text]: "PWR_ATTR_CURRENT"

Compare: Replace�
text
[Old text]: "PWR_ATTR_CURRENT"
[New text]: "PWR_ATTR_VOLTAGE"

Compare: Replace�
text
[Old text]: "PWR_ATTR_VOLTAGE"
[New text]: "PWR_ATTR_POWER"

Compare: Insert�
text
"PWR_ATTR_POWER_LIMIT_MIN"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"double"

Compare: Insert�
text
"PWR_ATTR_POWER_LIMIT_MAX"

Compare: Insert�
text
"double"

Compare: Insert�
text
"PWR_ATTR_FREQ"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"double"

Compare: Insert�
text
"PWR_ATTR_FREQ_LIMIT_MIN"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"double"

Compare: Delete�
text
"DiscretepowervalueinWatts."

Compare: Move�
text
This text was moved from page 63 of old document to page 69 of this document

Compare: Move�
text
This text was moved from page 63 of old document

Compare: Delete�
text
"Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy."

Compare: Replace�
text
[Old text]: "Amps."
[New text]: "amps."

Compare: Delete�
text
"Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy."

Compare: Replace�
text
[Old text]: "Volts."
[New text]: "volts."

Compare: Replace�
text
[Old text]: "Thetimestampassociatedwiththe"
[New text]: "Discretepower"

Compare: Replace�
text
[Old text]: "shouldrepresent"
[New text]: "inwatts."

Compare: Insert�
text
"Minimumpowerlimit(ﬂoor,lowerbound)for"

Compare: Replace�
text
[Old text]: "timethevaluewasmeasuredtothebestpossibletemporalaccuracy.Continuedonnextpage"
[New text]: "speciﬁedobjectinwatts."

Compare: Delete�
text
"AttributePWR_ATTR_MAX_POWERPWR_ATTR_MIN_POWERPWR_ATTR_FREQPWR_ATTR_ENERGYPWR_ATTR_TEMPTable4.1–continuedfrompreviouspage"

Compare: Delete�
text
"Set"

Compare: Delete�
text
"Type"

Compare: Delete�
text
"Description"

Compare: Delete�
text
"and/or"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Set/Get"

Compare: Delete�
text
"double"

Compare: Delete�
text
"instantaneous"

Compare: Replace�
text
[Old text]: "value"
[New text]: "limit"

Compare: Replace�
text
[Old text]: "Watts.When"
[New text]: "watts.Thecurrentoperatingfrequency"

Compare: Delete�
text
"returnedasareadingthetimestampasso"

Compare: Delete�
text
"ciatedwiththe"

Compare: Replace�
text
[Old text]: "shouldrepresent"
[New text]: "for"

Compare: Insert�
text
"speciﬁedobjectinHz(cyclespersecond)."

Compare: Delete�
text
"timethevaluewasreadtothebestpossi"

Compare: Delete�
text
"bletemporalaccuracy."

Compare: Delete�
text
"Set/Get"

Compare: Delete�
text
"double"

Compare: Replace�
text
[Old text]: "instantaneouspower(lower"
[New text]: "operatingfrequencylimit"

Compare: Delete�
text
"bound)"

Compare: Replace�
text
[Old text]: "Watts."
[New text]: "Hz(cyclespersecond).Continuedonnextpage"


Maximum operating frequency limit for
the specified object in Hz (cycles per see-

The Cumulative cnergy @sed by, the spec-
ified object in (joules. Note thaf,two
attribute get cally are typically required
to obtain (HENEHETEYNCONSUMEANDY) the
(Specified object) ; Subtracting the energy

value obtained from the first call from
the energy value obtained from the sec-
ond call produces the energy used for
the object from the timestamp of the first
value through the timestamp of the see-
©end value. 4 L

The current temperature value for the
specified object in(@€gF€€S) Celsius.

The operating system ID that corresponds
to the object. For example, a runtime sys-
tem may need to figure out which Power
API PWR_OBJ_CORE objects correspond
to the cores that it is controlling. This at-
tribute provides a linkage between Power
API objects and operating system IDs.

The cumulative time in nanoseconds that |

the specified object’s performance was
purposefully slowed in order to meet
some constraint, such as a power cap.

‘The cumulative count of the number of

times that the specified object’s perfor-
mance was purposefully slowed in order
(o meet some constraint, such as a power

Attribute Set  Type
and/or
Get
PWR_ATTR_FREQ_LIMIT_MAX  Set/Get| double
ond).
PWR_ATTR_ENERGY Get | double
PWR_ATTR_TEMP Get double
PWR_ATTR_0S_ID Get uint64 _t
PWR_ATTR_THROTTLED_TIME | Get uint64 _t
PWR_ATTR_THROTTLED_COUNT Get | uint64t
cap.

4.9 Big List of Metadata
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Compare: Insert�
text
"Table4.1–continuedfrompreviouspageAttributeSetTypeand/orGetPWR_ATTR_FREQ_LIMIT_MAX"

Compare: Delete�
text
"Whenreturnedasareadingthetimestamp"

Compare: Delete�
text
"associatedwiththevalueshouldrepresent"

Compare: Delete�
text
"thetimethevaluewasreadtothebest"

Compare: Delete�
text
"possibletemporalaccuracy."

Compare: Insert�
text
"doublePWR_ATTR_ENERGYGetdoublePWR_ATTR_TEMPGet"

Compare: Insert�
text
"PWR_ATTR_OS_IDGetuint64tPWR_ATTR_THROTTLED_TIMEGetuint64tPWR_ATTR_THROTTLED_COUNTGetuint64t"

Compare: Insert�
text
"DescriptionMaximum"

Compare: Delete�
text
"Thecurrent"

Compare: Replace�
text
[Old text]: "value"
[New text]: "limit"

Compare: Replace�
text
[Old text]: "sec"
[New text]: "second)."

Compare: Delete�
text
"ond)."

Compare: Replace�
text
[Old text]: "timestampassociatedwiththe"
[New text]: "cumulative"

Compare: Delete�
text
"valueshouldrepresentthetimethevalue"

Compare: Delete�
text
"wasmeasuredtothebestpossibletempo"

Compare: Delete�
text
"ralaccuracy."

Compare: Delete�
text
"Get"

Compare: Delete�
text
"double"

Compare: Delete�
text
"Theaccumulated"

Compare: Replace�
text
[Old text]: "valuefor"
[New text]: "usedby"

Compare: Replace�
text
[Old text]: "Joules.Thetimeas"
[New text]: "joules.Notethat"

Compare: Delete�
text
"sociatedwiththevalueshouldrepresent"

Compare: Delete�
text
"thetimethevaluewasmeasuredtothe"

Compare: Delete�
text
"bestpossibletemporalaccuracy.Note,"

Compare: Insert�
text
"attributeget"

Compare: Insert�
text
"aretypicallyrequired"

Compare: Insert�
text
"theenergyconsumedby"

Compare: Replace�
text
[Old text]: "accumulateden"
[New text]: "speciﬁedobject."

Compare: Delete�
text
"ergyvaluearerequired."

Compare: Replace�
text
[Old text]: "sec"
[New text]: "second"

Compare: Delete�
text
"ond"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"double"

Compare: Insert�
text
"degrees"

Compare: Move�
text
This text was moved from page 65 of old document

Compare: Move�
text
This text was moved from page 65 of old document

Compare: Move�
text
This text was moved from page 65 of old document

Compare: Replace�
text
[Old text]: "times-"
[New text]: "cumulativetimeinnanosecondsthat"

Compare: Delete�
text
"tampassociatedwith"

Compare: Replace�
text
[Old text]: "valueshould"
[New text]: "speciﬁedobject’sperformancewaspurposefullyslowedinordertomeetsomeconstraint,suchasapowercap.Thecumulativecountof"

Compare: Delete�
text
"represent"

Compare: Replace�
text
[Old text]: "time"
[New text]: "numberoftimesthat"

Compare: Replace�
text
[Old text]: "value"
[New text]: "speciﬁedobject’sperformance"

Compare: Replace�
text
[Old text]: "measured"
[New text]: "purposefullyslowedinorder"

Compare: Replace�
text
[Old text]: "thebestpossibletemporalaccuracy."
[New text]: "meetsomeconstraint,suchasapowercap."


Table 4.2: Complete List of All Metadata Names

Metadata Set -
(@and/or) | (SaA = Same J

Description

L | Get | as Attribute)
PWR_MD_NUM Get uint64 t Number of values supported. This is
7N only relevant for attributes with a discrete
set of values (e.g., PWR_ATTR_PSTATE).
Other attributes return 0.

PWR_MD_MIN Get SaA | Minimum value supported.

PWR_MD_MAX Get SaA L Maximum value supported.

PWR_MD_PRECISION Get uint64_t Number of significant digits in values.

PWR_MD_ACCURACY Get double | Estimated percent error +/- of measured
vs. actual values.

PWR_MD_UPDATE_RATE (Seét/Get | double 4 Rate values become visible to user, in up-
dates per second. Getting or setting a
value at a rate higher than this is not use-
ful.

PWR_MD_SAMPLE_RATE (Sét/Get | double Rate of underlying sampling, in samples

per second. This is only relevant for val-
ues derived over time (e.g., PWR_ATTR_-
ENERGY).

The time window used to calculate the
value returned or relevant to an attribute.
For example, the “instantaneous” PWR_-
ATTR_POWER values reported may actu-
ally be averaged over a short time win-
dow. Power caps are also enforced with
respect to a target time window.

Estimated accuracy of returned times-
tamps, represented as +/- the PWR_Time
value returned.

Continued on next page
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Compare: Move�
text
This text was moved from page 65 of old document to page 70 of this document

Compare: Move�
text
This text was moved from page 65 of old document to page 70 of this document

Compare: Move�
text
This text was moved from page 65 of old document to page 70 of this document

Compare: Insert�
text
"and/or"

Compare: Delete�
text
"Continuedonnextpage"

Compare: Delete�
text
"Table4.1–continuedfrompreviouspage"

Compare: Delete�
text
"Attribute"

Compare: Delete�
text
"Setand/or"

Compare: Replace�
text
[Old text]: "Type"
[New text]: "PWR_MD_NUM"
The following text attributes were changed: 
   font

Compare: Delete�
text
"PWR_ATTR_OS_ID"

Compare: Delete�
text
"uint64tDescription"

Compare: Delete�
text
"PWR_MD_NUM"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"PWR_MD_TIME_WINDOW"

Compare: Insert�
text
"Set/Get"

Compare: Replace�
text
[Old text]: "Set"
[New text]: "PWR_MD_TS_LATENCY"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "Type"
[New text]: "Get"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "and/or"
[New text]: "PWR_MD_TS_ACCURACY"
The following text attributes were changed: 
   font

Compare: Insert�
text
"GetType"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Get"

Compare: Delete�
text
"Set/Get"

Compare: Delete�
text
"Set/Get"

Compare: Insert�
text
"PWR_TimePWR_TimePWR_Time"

Compare: Insert�
text
"Estimateofthetimerequiredtogetorsetanattribute.Thisisusefultoestimatecompletiontimeforanoperationapriori.Avalueofzeroshouldbereturnedwhentheget/setisinstantaneous."

Compare: Move�
text
This text was moved from page 66 of old document

Compare: Move�
text
This text was moved from page 66 of old document
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text
This text was moved from page 66 of old document
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This text was moved from page 66 of old document


Table 4.2 — continued from previous page | |

Metadata

Set
and/or
Get

Type
(SaA = Same

as Attribute) |

Description

PWR_MD_MAX_LEN

Get

uint64_t

The maximum string length that will be
returned by the metadata interface. All
other string lengths (metadata items end-
ing in “_LEN”) will be less than or equal
to this value. Thevalue of PWRZMDuMAX S~
LEN will be'less than or equal to PWRz—
MAX_STRING_LEN.

PWR_MD_NAME_LEN

Get

uint64_t

Length of the attribute name string, in
bytes. This is the buffer length needed to
store the string returned when PWR_MD_-
NAME is requested.

PWR_MD_NAME

Get

char *

Attribute name string. This is a C-style
NULL-terminated ASCII string. This
provides a human readable name for the
attribute. The string length is given by
PWR_MD_NAME_LEN.

PWR_MD_DESC_LEN

Get

uint64 _t

Length of the attribute description string,
in bytes. This is the buffer length needed
to store the string returned when PWR_-
MD_DESC is requested.

PWR_MD_DESC

Get )

char *

Attribute description string. This is a
C-style NULL-terminated ASCII string.
This provides a human readable descrip-
tion of the attribute that is more descrip-
tive than the attribute’s name alone. The
string length is given by PWR_MD_DESC_-
LEN.

PWR_MD_VALUE_LEN

Get |

uint64_t

I Maximum length of the value strings re-
turned by PWR_MetaValueAtIndex. This
can be used to discover the buffer
size that needs to be passed to PWR_-
MetaValueAtIndex via the value_str
argument.

PWR_MD_VENDOR_INFO_LEN

Get

uint64_t

|-

| Length of the vendor information string,
in bytes. This is the buffer length needed
to store the string returned when PWR_-
MD_VENDOR_INFQ is requested.

Continued on next page
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Table 4.2 — continued from previous page

Metadata Set Type Description
and/or | (SaA = Same
Get as Attribute)

PWR_MD_VENDOR_INFO Get char * Vendor provided information string. This
is a C-style NULL-terminated ASCII
string. This may be used to convey
part numbers, configuration, or other non-
standard information. The string length is
given by PWR_MD_VENDOR_INFO_LEN.

PWR_MD_MEASURE_METHOD | Get uint64_t
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"ReportFunctionsReportfunctionsareintendedtoprovideanumberofRole/Systempairswiththeabilitytoproducearangeofreports.Theseparticularfunctionstargethistoricdata,typicallydatathathasbeenrecordedinlogsorsometypeofdatabase.ThesefunctionsareconsideredHigh-LevelandabstracttheobjectandgroupconceptsfoundintheCorefunctions.Informationisrequestedbasedonhigherlevelconceptssuchasjob,applicationoruserID.Thesefunctionsrequiretheusertoprovideacontextwhichisusedfordeterminingwhetherthecallingusercanaccesstherequesteddata.FunctionPrototypePWRGetReportByID()ThePWR_GetReportByIDfunctionisprovidedtoallowthecollectionofstatisticsinformationbasedontheIDtypesdeﬁnedinPWR_IDinSection3.9.APWR_IDtypemustbesuppliedwithchar*pointerpointingtoavalidIDforthespeciﬁedtype.ThePWR_AttrName,PWR_AttrStatpairdeterminesthestatisticthatwillbereported.Forexample,theuserofthisfunctionmightdesirethemaximumpowerusedoveraperiodoftimeoneweekpriortothecurrenttime.Theuserwouldspecifytheid,id_type,PWR_ATTR_POWERfortheattributeandPWR_STAT_MAXforthestatisticandpopulatethestartandstopmembersofthePWR_TimePeriodstructureappropriately.Thetimesspeciﬁedmustbepriortothetimewhenthefunctioniscalled.Thefunctionreturnstheactualstartandstoptimesiftheydifferfromthetimestheuserinputs.Theimplementationshouldreturnthetimeavailabletimeperiodthatmostcloselymatchestherequestedtimeperiod.Theimplementationdeterminesthesupportedattributecombinations.Thecontextofthecallinguserwilldetermineiftheuserhasthenecessaryprivilegetoaccessthisinformation.Thisfunctionalityassumesthesystemhasadataretentioncapabilityexposedtotheuser."
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Description

Return Code(s)
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_Interfaces

This chapter includes the specifications for all of the (ROI€/Systém pair interfaces depicted in fig-
ure 1.1 on page 15. Each interface section first outlines the purpose the interface serves. Core
functionality for each interface is exposed through the attribute functions (see section 4.4). Each
interface section includes a table of the supported attributes for that interface. The table contains
the suggested attributes that the implementation should support for each interface. The implemen-
tation can choose to implement additional, some subset, or none of the attributes listed for that
interface. As previously mentioned, the implementation must implement all attribute functions
whether individual attributes are supported or not. If a particular attribute is not supported for that
interface the implementation should return PWR_RET_NOT_IMPLEMENTED.

In addition to the attribute functions, other(€ore (Common) functions are included in this spec-
ification. Each individual interface section will enumerate the (Core (Common) functions that the
specification suggests are applicable for that {interface (see chapter 4 for details regarding Core
((Common) functions). Again, the implementation must implement these functions but may choose
not to support them for a particular interface.

(Finally, individual interface sections may) also contain interface specific functions. Theseare

functions (that; af the fife of theifaddifiGh™o the [Specification, are Specific to (one Role/System)
pai. This does not indicate that the function cannot be supported by an implementation for other
Role/System pairs, only that the authors did not recognize a use for other interfaces at the time of
addition to the specification.

6.1 Operating System, Hardware Interface

The Operating system/Hardware Interface is intended to be a low level interface that exposes power
and energy relevant architecture features of the underlying hardware, such as the ability to measure
and control power and energy characteristics of underlying components. In some cases this infor-
mation will be abstracted for presentation to the application through the Application/Operating
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System API interface (section(6.3) or the resource manager through the Resource Manager/Oper-
ating System API (section(6.5). While we have chosen the term Operating system as part of this
interface name, we are not strictly implying that all interfaces described in this section should be
limited to the domain of the operating system. Additionally, we are not implying that this interface
requires specific privileges, although many low level operations require elevated privileges. Por-
tions of the system software stack, like a runtime system, may use many of the interfaces described
in this section.

6.1.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attribute functions in conjunction with the following attributes (Table(6.1) expose
numerous measurement (get) and control (set) capabilities to the operating system.

Table 6.1 Operating System, Hardware - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get uint64_t | The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get uint64t | The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get uint64t | The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
PWR_ATTR_SSTATE Set/Get uint64_t | The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CURRENT Get double | Discrete current value in @mpsy The
current value should be the value
measured as close as possible to the
time of the function call.

Continued on next page
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Discrete (Voltage value in ¥6lts? The
(voltage) value should be the value
measured as close as possible to the
time of the function call. |

Discrete powen value in Watts? The
power value should be the value
measured as close as possible to the
time of the function call.

Minimum power limit (floor, Tower
bound) for the specified object in
‘watts.

Maximum jpower limit (ceiling, up-
per bound) for the specified object
(as in power cap) in Watts?

value o the pecified objectin Hz

Minimu Operating requency Jimit
for the specified object inHZ(Cycles
per second).

(Maximum operating frequency lifii
for the specified object in Hz (cycles
per second).

The Cumulative energy sed by the

specified object in (joules. Note that)
two (@UBUEREED calls EEMypICay)
(f€quired to obtain the jenergy con-

sumed by the specified object. Sub-

tracting the energy value obtained
from the first call from the energy
value obtained from the second call
produces the energy used for the ob-
ject from the timestamp) of the first
value through the timestamp of the
second value.

Get

| The current temperature value for the

specified object in (@EgT€€S) Celsius.
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6.1:2 Supported Core (Common) Functions

Hierarchy Navigation Functions - section 4.2
- ALL
Group Functions - section 4.3
- ALL
Attribute Functions - section 4.4
- ALL
Metadata Functions - section 4.5
- ALL
Statistics Functions - section 4.6
— ALL - for real time queries only

6.1.3  Supported High-Level (Common) Functions
6.1.4 Interface Specific Functions
Function Prototype PWR StateTransitDelay()

The PWR_StateTransitDelay function returns the expected latency to transition between two
valid states in nanoseconds, It is up to the vendor to provide accurate estimates for hardware. For
example, P-state transitions could be given a single latency, even though some transitions might
take less time ((€:g:, high voltage to lower voltage wersus low to high). The desired state must be
expressed using a PWR_OperState structure described in section 3:10 on page 312 This transition
time may be a worst case latency time, and may be supplied by the hardware manufacturer (through
the BIOS or other reporting mechanism). Iffis'éxXpected that this delay is an estimate of the time
required to transition between states, not an estimate of the time that the core is unavailable for use
(which may be a shorter interval than the time for the changes to take effect).

int PWR_StateTransitDelay( PWR_0bj obj,
PWR_OperState start_state,
PWR_OperState end_state,
PWR_Time *latency ) ;
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Argument(s) Input | Description
and/or
Output
PWR_Ob obj Input The object that the state transition
would be applied to.
PWR_OperState start_state Input L The state at the beginning of the tran-
sition.
PWR_OperState end_state Input L The state at the end of the transition.
PWR_Time *latency | Pointer to a double that will contain the
ftransition latency in nanoseconds upon
return.
[LEL SRR
PWR_RET_SUCCESS
PWR_RET_FAILURE
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6.2 Monitor and Control, Hardware Interface

The Monitor and Control/Hardware interface is targeted to support a critical function on HPC plat-
forms (systems monitoring and (management) often embodied in Reliability Availability and Ser-
viceability (RAS) systems. RAS systems must evolve to measure and control power and energy
relevant aspects of the system and serve this information and capability to administrators (Adminis-
trator/Monitor and Control Interface - section(6.7), resource managers (Resource Manager/Monitor
and Control Interface - section6.6), accounting (Accounting/Monitor and Control Interface - sec-
tion 6.9) and users (User/Monitor and Control Interface - section 6.10). The Monitor and Control
Interface serves more other roles than any other system in this specification. The base level func-
tionality that is exposed through this interface is very similar to the Operating System/Hardware
Interface (section 6.1) but the functional responsibilities of the role differ considerably. Some of
the interfaces described in this specification imply data retention, or database, functionality. The
monitor and control software (RAS system) is a prime candidate to serve this purpose. Low level
power and energy data can be mined through the interfaces documented in this section and stored
in raw or processed form in a database and made available for historic queries by other roles.

6.2.1 Supported Attributes

As in the Operating System/Hardware interface (section(6.1) a significant amount of functionality
for this interface is exposed through the attribute functions (section 4.4). The attribute functions
in conjunction with the following attributes (Table 6.2) expose numerous measurement (get) and
control (set) capabilities to the monitor and control system.

Table 6:22 Monitor and Control, Hardware - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get uint64-t | The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get uint64t | The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get uint64_t | The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).

Continued on next page
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Table 6:2 — continued from previous page

Attribute

Set

and/or A
Get

L. The current S-state for the object
specified (typically processors but
for use with other component types
when applicable). |

Get

Discrete current value in @mpsy The
current value should be the value
measured as close as possible to the
time of the function call. |

Discrete voltage value in ¥0lts? The
voltage value should be the value
measured as close as possible to the
time of the function call.

PWR_ATTR_POWER

Get

[DisGiete power valuc Gwatts? The

power value should be the value
measured as close as possible to the
time of the function call.

Minimum power limit (floor, lower
bound) for the specified object in
‘watts.

Maximum jpower limit (ceiling, up-
per bound) for the specified object
(as in power cap) in Watts»

value ¢ the (pecified-objectin Hz

[ Minimum operating frequency limi

for the specified object inHz (Cycles
per second).

Maximum operating frequency limit
for the specified object in Hz (cycles
per second).
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sumed by the specified object. Sub-

tracting the energy value obtained
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ject from the timestamp) of the first
value through the timestamp of the
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double | The current temperature value for the

specified object in (@€gT€e€S) Celsius.

6.2.3 | Supported High-Level (Common) Functions

6.2.4 Interface Specific Functions
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6.3 Application, Operating System Interface

The Application/Operating System Interface is intended to expose the appropriate level of infor-
mation (measurement) and control to the application user or application library. This interface
may also provide functionality appropriate for other levels of system software, such as a runtime
system. The capabilities included in this interface concentrate on providing abstractions that al-
low an application or library to provide information that can be used to make intelligent decisions
regarding performance, power and energy efficiency.

An important aspect of this interface is accommodating portable application (or library) code.
Generalized concepts such as performance and sleep states that hardware can operate in are used
rather than architecture specific concepts such as hardware P-States. The operating SyStém; orf
privileged layer, is responsible for appropriately translating the abstracted information provided
by the application layer into the hardware specific details necessary for accomplishing the desired
functionality (or not). In essence the operating (System, or privileged layer, acts as the hardware
translator for the application.

6.3.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attributes funetions in conjunction with the following attributes (Table 6.3)
expose numerous measurement and control capabilities to the application, application libraries or
possibly portions of runtime systems.

Table 6.32 Application, Operating System - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_POWER Get double | Discrete power value in Watts? The

power value should be the value
measured as close as possible to the
time of the function call.
PWR_ATTR_POWER_LIMIT_MIN | Set/Get double | Minimum power limit (floor, lower
bound) for the specified object in
watts.
PWR_ATTR_POWER_LIMIT_MAX | Set/Get double | Maximum power limit (ceiling, up-
per bound) for the specified object
(as in power cap) in Watts:
PWR_ATTR_FREQ Set/Get double | The current operating frequency
value for the (Specified object in Hz
(cycles per second).

Continued on next page
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Minimum (operating frequency Jimit
for the specified object inHz (cycles
per second).

Set/Get

(Maximum operating frequency limif
for the specified object in Hz (cycles
per second).

PWR_ATTR_ENERGY

| LGet

The cumulative energy sed by the
specified object in (joules. Note that)
two (@iFBUIENEE calls @Nypically

(féquiréd to obtain the jenergy con-

(factifig) the energy value obtained
from the first call from the energy

value obtained from the second call
produces the energy used for the ©6b-
(€8t from the (fimestamp) of the first
value through the timestamp of the
second value.

| PWR_ATTR_TEMP

Get

The current temperature value for the
specified object in(d€grees) Celsius.

6.3:2 Supported Core (Common) Functions

e Hierarchy Navigation Functions - section 4.2

- ALL

- ALL

- ALL

- ALL

Group Functions - section 4.3
Attribute Functions - section 4.4
Metadata Functions - section 4.5

Statistics Functions - section 4.6
— ALL - for real time queries only
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6.3.3 Supported High-Level (Common) Functions

6.3.4 Interface Specific Functions
Function Prototype PWR_AppTuningHint()

The PWR_AppTuningHint function is intended to be used by an application, or application library,
to supply power relevant hints to the operating system (or a runtime layer). It is intentional that
many of these hints do not directly imply that a power or energy adjustment will be made. The
PWR_RegionHint hints are intended to be used by the application layer to indicate that it is enter-
ing a SERTAL, PARALLEL, COMPUTE (computation intensive) or COMMUNICATE, I/0 or MEM_-
BOUND (communication intensive, I/O intensive or memory bound) region. The PWR_RegionHint
type is described in section 3:11 on page 310 It is intended that these hints may be leveraged to
provide some performance or power benefit, for example, a hint may indicate that an intensely par-
allel region is about to happen, this may motivate the proactive migration of tasks to an accelerator
or(preemptively speed up cooling fans to proactively deal with the thermal load.

PWR_RegionIntensity, described in section 3.1 on page 32 can be used for finer-grained
hints than are possible with PWR_RegionHint. It is intended to allow for more explicit hints as to
the intensity of the described region behavior. For example, it can be used to describe the intensity
of a memory bound region, which can be utilized by the runtime or operating system in deciding
what resources to allocate for a given power budget.

It is expected that the implementation will use these hints whenever possible to increase ap-
plication performance while honoring energy/power targets or increase energy efficiency without
incurring significant performance penalties. PWR_RegionIntensity may be set to PWR_REGION_-
INT_NONE if it is desirable for the operating system or a runtime to determine the intensity of
resource usage dependent on the given hint. PWR_REGION_INT_NONE can also be used when the
intensity of the described behavior is not known. This parameter may be ignored by the OS.

int PWR_AppTuningHint( PWR_Obj obj,
PWR_RegionHint hint,
PWR_RegionIntensity level );

Argument(s) Input Description
and/or
Output
PWR_0Obj (@bj Input The object that the hint applies to.
PWR_RegionHint himeE Input The hint corresponding to the code j
(behavioral) region being entered.
PWR_RegionIntensity Qewel Input An abstraction of the intensity of the
region.
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Return Code(s) Description

PWR_ERR_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWR_RET_NOT_IMPLEMENTED | Object does not support the requested operation

Function Prototype PWR _SetSleepStateLimit()

PWR_SetSleepStateLimit allows the application to request that, when possible, the OS restrict
the deepest sleep state (e.g. C-state) that the hardware can enter. It is important to note that
this function does not place the object in a sleep state, it only suggests to the Operating System {(Of
privileged layer) that it limit the deepest possible sleep state that the object can enter. The operating
system or hardware are responsible for determining when hardware should be put to sleep. This
is not required to be honored by the OS or HW, but serves as a hint to the OS as to the latency
that can be tolerated when transitioning between sleep and active states. As the application cannot
typically control the entry of hardware into sleep states this function is meant to provide a method
for an application to express its latency tolerance in an environment where resources may be put
into sleep states without the application’s knowledge. |

|, Applications calling PWR_SetSleepStateLimit are expected to make use of the PWRzWakeUpLatency
call on page 88 to provide information needed to determine the desired sleep state level. Sleep
states must conform to the PWR_SleepState type in section 3:11 on page 32:

int PWR_SetSleepStateLimit ( PWRZObjmobjs
PWR_SleepState state );

Argument(s) Input Description
and/or
Output
PWR_0Obj (@bj Input The object to set the sleep state on.
PWR_SleepState state Input The sleep state to set as the maximum deep-
est sleep allowed.

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

PWR_RET_NOT_IMPLEMENTED | Object does not support the requested operation

Function Prototype for PWR_WakeUpLatency()

The PWR_WakeUpLatency function returns a value in nanoseconds that corresponds to the time
required to resume normal operation when transitioning out of a given sleep state. If the supplied

88


Compare: Insert�
text
"PWR_RET_NOT_IMPLEMENTEDObjectdoesnotsupporttherequestedoperation"

Compare: Delete�
text
"81"

Compare: Insert�
text
"(orprivilegedlayer)"

Compare: Delete�
text
"CallingthisonanobjectthatdoesnotprovidesleepstateswillreturnanerrorPWR_RET_FAILURE."

Compare: Replace�
text
[Old text]: "3.10"
[New text]: "3.11"

Compare: Replace�
text
[Old text]: "30."
[New text]: "32."

Compare: Replace�
text
[Old text]: "PWR_Obj,"
[New text]: "PWR_Objobj,"

Compare: Insert�
text
"obj"

Compare: Insert�
text
"state"

Compare: Insert�
text
"PWR_RET_NOT_IMPLEMENTEDObjectdoesnotsupporttherequestedoperation"

Compare: Replace�
text
[Old text]: "PWR_-WakeUpLatency"
[New text]: "PWR_WakeUpLatency"

Compare: Replace�
text
[Old text]: "82"
[New text]: "88"


PWR_Obj does not support sleeping or the requested sleep state is not available then the function
may return PWR_RET_FAILURE.

int PWR_WakeUpLatency( PWR_Obj obj,
PWR_SleepState state
PWR_Time* latency );

Argument(s) Input Description

and/or

Output
PWR_0bj (©bj Input The object to query for latency.
PWR_SleepState state Input The sleep state to transition out of.
PWiRaTime® latency Output The latency of the transition in nanoseconds.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED | Object does not support the requested operation

Advice to users: This function is useful when determining what sleep states can be exploited
when knowledge of the length of time that certain operations (most likely remote ones) can be
expected to take. Use of this function is intended to be paired with the SetSleepStateLimit
function. Although users cannot use this function to place hardware into a sleep state, when
used in conjunction with SetSleepStateLimit it can be used to suggest to an actor placing the
hardware in a sleep state which state may be the most desirable. End of Advice to users.

Function Prototype PWR_RecommendSleepState()

This is a convenience function for cases in which an application’s maximum tolerable latency is
known for a given region and a deepest possible sleep state for use with the SetSleepStateLimit
function is desired. Calling RecommendSleepState with the known latency will return the sleep
state that has the closest latency to the desired value without exceeding it. Returned sleep states
from this function conform to the PWR_SleepState type in section 3.1 on page 32.

int PWR_RecommendSleepState( PWR_0bj,
PWR_Time latency
PWR_SleepStatex state );
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Argument(s) Input | Description
and/or
Output |
PWR_0bj obj Input The object to set the sleep state on.
PiiRaTime latency Input | The amount of latency tolerable to the @ppli+
cation in nanoseconds.
PWR_SleepState* state Output The deepest sleep state recommended to be
used as a limit.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED | Object does not support the requested operation

Function Prototype for PWR _SetPerfState()

The PWR_SetPerfState function is used to request that an object change its performance level.
The operating system is responsible for translating the abstracted PWR_PerfState value into an
appropriate hardware-specific performance level (e.g. a CPU P-State). Setting the performance
state of an object is not guaranteed to result in the requested change. The operating system may
choose to ignore it or the hardware may not honor the request. The user should not expect that
once a performance state has been set that it will not change in the future. Multiple actors may also
set the performance state, including in some cases, remote actors.

int PWR_SetPerfState( PWR_Obj obj,
PWR_PerfState state);

Argument(s) Input Description
and/or
Output
PWR_0bj (@bj Input The object to set the performance state on.
PWR_PerfState state Input The performance state to set the object to.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED | Object does not support the requested operation
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Function Prototype for PWR_GetPerfState()

The PWR_GetPerfState function returns the performance state for any given object. The value
that is returned is an abstracted value based on the real hardware state of the object that is mapped
to the closest PWR_PerfState value. Objects must return PWR_RET_FAILURE if they do not support
operating in different states.

int PWR_GetPerfState( PWR_Obj obj,
PWR_PerfState*x state);

Argument(s) Input | Description

and/or

Output
PWR_0bj obj | Input The object to get the current performance

state of.

PWR_PerfStatex state Output The performance state of the object.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED @ Object does not support the requested operation

Function Prototype for PWR_GetSleepState()

The PWR_GetSleepState function returns the current sleep state for any given object. |

int PWR_GetSleepState( PWR_Obj obj,
PWR_SleepStatex state);

Argument(s) Input Description

and/or

Output |
PWR_Obj @by Input The object to get the current sleep state of.
PWR_PerfStatex state Output The sleep state of the object.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED | Object does not support the requested operation
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6.4 User, Resource Manager Interface

The User/Resource Manger Interface is intended to support access to power and energy related
information, specifically pertaining to jobs, relevant to an HPC user. This interface is similar to
the User/Monitor and Control Interface (section (6.10) but in this case assumes that the Resource
Manager has a data retention capability (database) available to query energy and statistics infor-
mation based on job or user Id. The availability of this information is implementation dependent.
Alternatively, if the Resource Manager does not have a database capability, the same interfaces
are available to the user role through the User/Monitor and Control System Interface (section 6.10
which may provide this functionality.

6.4.1 Supported Attributes

The Power API specification does not currently recommend that any of the attributes be exposed
to the user role. The implementation is free to expose any attribute they determine is useful to the
user role without violating the specification.

6.4.2 Supported/Core (Common) Functions

e Hierarchy Navigation Functions - section 4.2
- ALL
e Group Functions - section 4.3
- ALL
e Metadata Functions - section 4.5
- ALL
e Statistics Functions - section 4.6
— ALL - for historic queries only

6.4.3 Supported High-Level (Common) Functions
e Report Functions - section 5.1

- ALL

6.4.4 Interface Specific Functions
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6.5 Resource Manager, Operating System Interface

The Resource Manager/Operating System Interface is intended to access both low level and ab-

stracted information from the operating system. (Sifiiilaf6radditichallinformation may beavailable)

from the monitor and control system (section 6.6) depending on the implementation. The resource
‘manager is in a somewhat unique position of providing a range of functionality depending on the

specific implementation. The resource manager role includes functionality such as batch sched-
ulers and allocators as well s potential portions of tightly integrated runtime and launch systems.
The resource manager may require fairly low level measurement information to make decisions
and potentially store historic information for consumption by, the user role (for example). The
resource manager may also play a very large role in controlling power and energy pertinent func-

tionally on both a application and platform basis in response to facility restrictions (power capping,

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attribute functions in conjunction with the following attributes (Table 6.4) expose
‘numerous measurement (get) and control (set) capabilities to the resource manager.

Attribute Set ‘Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get | uint64_t
PWR_ATTR_CSTATE Set/Get
PWR_ATTR_CSTATE_LIMIT Set/Get
Al

PWR_ATTR_SSTATE Set/Get
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PWR_ATTR_POWER_LIMIT_MIN | Set/Get | double
PWR_ATTR_POWER_LIMIT_MAX | Set/Get | double
PWR_ATTR_FREQ Set/Get | double
A
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A
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A h
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6.6 Resource Manager, Monitor and Control Interface

The Resource Manager/Monitor and Control Interface isintended, to access 'both low level and

(@bstractéd information from the monitor and control system (iffavailable); muchlike the'Resource
(Manager/Operating System Interface) (section 6.5). The resource manager is in a somewhat unique

position of providing a range of functionality depending on the specific implementation. The
resource manager role includes functionality such as batch schedulers and allocators as well as
potential portions of tightly integrated runtime and launch systems. The resource manager may
require fairly low level measurement information to make decisions and potentially store historic

information for consumption by the user role (for example). In‘contrasttothe’Resource Manager/-

from the Monitor and Control system in situations where the Resource Manager does not retain
(historic'datasitself? The resource manager may also play a very large role in controlling power

and energy pertinent functionally on both a application and platform basis in response to facility
restrictions (power capping or energy aware scheduling for example).

6.6.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attribute fiiéti6As in conjunction with the following attributes (Table6.5) expose
numerous measurement (get) and control (set) capabilities to the resource manager.

Table 6:5% Resource Manager, Monitorand' Control - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get | @int64t | The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get | @int64Zt | The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get | Gint64%t | The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
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6.7 Administrator, Monitor and Control Interface

The Administrator/Monitor and Control Interface is intended to expose administrator level mea-
surement and control capabilities to the administrator role for the HPC platform. This interface
assumes that the administrator role has elevated privileges. Additionally, the administrator is as-
sumed to have access to all user role functionality documented in sections 6.10 and 6.4. A full
complement of access to low level information is exposed through the attribute interface and other

core level functions.

6.7.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attribute functions in conjunction with the following attributes (Table(6.6) expose
numerous measurement (get) and control (set) capabilities to the @dministratortole:

Table 6.62 Monitor and (Control, Hardware - Supported Attributes

Attribute

Set
and/or
Get

Type

Description

PWR_ATTR_PSTATE

Set/Get

uint64_t

The current P-state for the object
specified (typically processors but
for use with other component types
when applicable).

PWR_ATTR_CSTATE

Set/Get

uint64_t

The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).

PWR_ATTR_CSTATE_LIMIT

Set/Get

uint64_t

The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).

L PWR_ATTR_SSTATE

Set/Get

uint64_t

The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).

PWR_ATTR_CURRENT

Get

double

Discrete @urrent value in @mpsy The
current value should be the value
measured as close as possible to the
time of the function call.

Continued on next page
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6.9 (Accounting, Monitor and Control Interface

The Accounting/Monitor and Control Interface is“intended to SUPpOIL aGCeess, o powen and en-i

lergy related information fegarding users, jobs and (platformi details ta the [a¢counting role. The
accounting role differs from the user role in part by the elevated permissions this role will typically
have. The accounting role includes interfaces to expose both a low-level interface via the attribute
interface and higher level energy and statistics information through interface specific functions.
The availability of historic information, critical to much of the accounting role, is dependent on
the availability of the information in the Monitor and Control System which is implementation
specific.

A 444690 | Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attribute functions in conjunction with the following attributes (Table(6.7) expose
numerous measurement (get) and control (set) capabilities to the@ccounting role.

Table(6.7: Accounting, Monitor and (Control System - Supported Attributes

Attribute Set Type | Description
and/or
Get
PWR_ATTR_PSTATE Set/Get uint64t | The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get uint64_t | The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get uint64_t | The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
PWR_ATTR_SSTATE Set/Get uint64_t | The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).
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[Old text]: "(section5.9.3).intPWR_GetStatByJob(constchar*jobId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "isintended"

Compare: Delete�
text
"Argument(s)constchar*jobId"

Compare: Delete�
text
"Inputand/orOutputInput"

Compare: Delete�
text
"DescriptionThejobIdthatthestatisticwillbecollectedfor,jobIdsareassumed"

Compare: Replace�
text
[Old text]: "beunique."
[New text]: "supportaccess"

Compare: Delete�
text
"PWR_AttrName"

Compare: Delete�
text
"name"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Thenameoftheattributethestatisticwillbebasedon."

Compare: Delete�
text
"PWR_AttrStat"

Compare: Delete�
text
"stat"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Thedesiredstatistic."

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointer"

Compare: Replace�
text
[Old text]: "statistic."
[New text]: "power"

Compare: Delete�
text
"a"

Compare: Delete�
text
"doublethatwillcontainthe"

Compare: Delete�
text
"PWR_StatTimes*statTimes"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowforthestatistic(start"

Compare: Delete�
text
"stoptimeswillbepopulatedrepresentingstartandstoptimesofthatjobID).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation."

Compare: Delete�
text
"FunctionPrototypePWRGetEnergyByUser()ThePWR_GetEnergyByUserfunctionisprovidedspeciﬁcallytocollectthe"

Compare: Replace�
text
[Old text]: "usedbasedonuserId.TheusermustspecifythestartandstopmembersofthePWR_StatTimesstructuretoestablishthewindowtheenergyvaluewillbebasedon.Thetimesspeciﬁedmustbepriortothetimewhenthefunctioniscalled.Thefunctionreturnstheactualstartandstoptimesiftheydifferfromthetimestheuserinputs.TheResourceManagerlikelyhaspermissionstousethisfunctionforanyvaliduserofthesystem(notmandatedbythisspeciﬁcation).ThisfunctionalityassumesthesystemhasadataretentioncapabilityexposedviatheMonitorandControlSystem,inthiscasetheResourceManagermaystorethis"
[New text]: "related"

Compare: Replace�
text
[Old text]: "internallyinwhichcasethisinterfacemaynotbenecessary.ThisfunctionisalsovalidfortheUser,Monitor"
[New text]: "regardingusers,jobs"

Compare: Replace�
text
[Old text]: "ControlInterface(section5.10.3),theUser/ResourceManagerInterface(section5.4.3)andtheAccounting/MonitorandControlInterface(section5.9.3).intPWR_GetEnergyByUser(constchar*userId,double*valuePWR_StatTimes*statTimes);"
[New text]: "platformdetails"

Compare: Delete�
text
"Argument(s)"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"and/or"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"const"

Compare: Delete�
text
"char*userId"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"TheuserIdthattheenergyvaluewillbecol"

Compare: Delete�
text
"lectedfor."

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointer"

Compare: Delete�
text
"adoublethatwillcontain"

Compare: Replace�
text
[Old text]: "en"
[New text]: "accountingrole."

Compare: Insert�
text
"6.9.1"

Compare: Move�
text
This text was moved from page 107 of old document

Compare: Move�
text
This text was moved from page 107 of old document

Compare: Move�
text
This text was moved from page 107 of old document

Compare: Delete�
text
"ergyvalue."

Compare: Delete�
text
"PWR_StatTimes*"

Compare: Delete�
text
"Input/Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowfortheenergy"

Compare: Delete�
text
"statTimes"

Compare: Delete�
text
"value(startandstoptimesmustbespeci"

Compare: Delete�
text
"ﬁed).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototypePWRGetEnergyByJob()ThePWR_GetEnergyByJobfunctionisprovidedspeciﬁcallytocollecttheenergyusedbasedonjobId.TheAccountingManagerlikelyhaspermissionstousethisfunctionforanyvalidjobId(notmandatedbythisspeciﬁcation).ThisfunctionalityassumesthesystemhasadataretentioncapabilityexposedviatheMonitorandControlSystem,inthiscasetheResourceManagermay"

Compare: Delete�
text
"storethisinformationinternallyinwhichcasethisinterfacemaynotbenecessary.PWR_StatTimeswillbepopulatedwiththestartandstoptimesofthejobIdrequested.ThisfunctionisalsovalidfortheUser,MonitorandControlInterface(section5.10.3),theUser/ResourceManagerInterface(section5.4.3)andtheAccounting/MonitorandControlInterface(section5.9.3).intPWR_GetEnergyByJob(constchar*jobId,double*valuePWR_StatTimes*statTimes);"

Compare: Delete�
text
"Argument(s)"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"and/or"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"const"

Compare: Delete�
text
"char*jobId"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"ThejobIdthatthestatisticwillbecollected"

Compare: Delete�
text
"for,jobIdsareassumedtobeunique."

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointerto"

Compare: Delete�
text
"a"

Compare: Delete�
text
"doublethatwillcontainthe"

Compare: Delete�
text
"statistic."

Compare: Delete�
text
"PWR_StatTimes*"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowforthestatistic"

Compare: Delete�
text
"statTimes"

Compare: Delete�
text
"(startandstoptimeswillbepopulatedrepre"

Compare: Delete�
text
"sentingstartandstoptimesofthatjobID).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation."

Compare: Delete�
text
"5.7Administrator,MonitorandControlInterface5.7.1"

Compare: Delete�
text
"interface"

Compare: Replace�
text
[Old text]: "interface"
[New text]: "functions"

Compare: Replace�
text
[Old text]: "5.6)"
[New text]: "6.7)"

Compare: Replace�
text
[Old text]: "administrator"
[New text]: "accounting"

Compare: Replace�
text
[Old text]: "5.6:"
[New text]: "6.7:Accounting,"

Compare: Replace�
text
[Old text]: "Control,Hardware"
[New text]: "ControlSystem"

Compare: Delete�
text
"Description"

Compare: Replace�
text
[Old text]: "Int"
[New text]: "uint64t"

Compare: Replace�
text
[Old text]: "Int"
[New text]: "uint64t"

Compare: Replace�
text
[Old text]: "Int"
[New text]: "uint64t"

Compare: Replace�
text
[Old text]: "Int"
[New text]: "uint64t"


Table 6.7 — continued from previous page

Attribute

Set
and/or
Get

Type

Discrete current value in @mpsy The
current value should be the value
measured as close as possible to the
time of the function call. |

Get

Discrete (Voltage value in Wolts) The
(Voltage value should be the value
measured as close as possible to the
time of the function call. |

PWR_ATTR_POWER

Get

Discrete powen value in Watts? The
power value should be the value
measured as close as possible to the
time of the function call.

Minimum power limit (floor, Tower
bound) for the specified object in
‘watts.

Set/Get

Maximum jpower limit (ceiling, up-
per bound) for the specified object
(as in power cap) in Wattsh

value for the pecified objectin Hz

Minimum (Operating frequency Timi
for the specified object inHz (cycles
per second).

(Maximum operating frequency limif
for the specified object in Hz (cycles
per second).

The Cumulative energy @SEATBY the
specified object in joules. Note that)
two (@FBUENED calls @rENypically
(féquired to obtain the jenergy com-
sumed by the specified object. Sub-

tracting the energy value obtained
from the first call from the energy
value obtained from the second call
produces the energy used for the ob-
ject from the timestamp) of the first
value through the timestamp of the
second value.

Continued on next page



Compare: Replace�
text
[Old text]: "5.6"
[New text]: "6.7"

Compare: Replace�
text
[Old text]: "Descriptionand/or"
[New text]: "PWR_ATTR_CURRENT"
The following text attributes were changed: 
   font

Compare: Insert�
text
"PWR_ATTR_VOLTAGE"

Compare: Insert�
text
"double"

Compare: Insert�
text
"Get"

Compare: Insert�
text
"double"

Compare: Replace�
text
[Old text]: "Float"
[New text]: "double"

Compare: Insert�
text
"doubleDescription"

Compare: Insert�
text
"Get"

Compare: Insert�
text
"PWR_ATTR_ENERGY"

Compare: Insert�
text
"double"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"PWR_ATTR_FREQ_LIMIT_MAX"

Compare: Insert�
text
"double"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"PWR_ATTR_FREQ_LIMIT_MIN"

Compare: Insert�
text
"double"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"PWR_ATTR_FREQ"

Compare: Insert�
text
"double"

Compare: Insert�
text
"PWR_ATTR_POWER_LIMIT_MAX"

Compare: Insert�
text
"double"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"PWR_ATTR_POWER_LIMIT_MIN"

Compare: Replace�
text
[Old text]: "power"
[New text]: "current"

Compare: Replace�
text
[Old text]: "Watts."
[New text]: "amps."

Compare: Replace�
text
[Old text]: "power"
[New text]: "current"

Compare: Delete�
text
"Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_CURRENTGetFloat"

Compare: Replace�
text
[Old text]: "current"
[New text]: "voltage"

Compare: Replace�
text
[Old text]: "Amps."
[New text]: "volts."

Compare: Replace�
text
[Old text]: "current"
[New text]: "voltage"

Compare: Delete�
text
"Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_VOLTAGEGetFloat"

Compare: Replace�
text
[Old text]: "voltage"
[New text]: "power"

Compare: Replace�
text
[Old text]: "Volts."
[New text]: "watts."

Compare: Replace�
text
[Old text]: "voltage"
[New text]: "power"

Compare: Replace�
text
[Old text]: "Thetimestampassociatedwith"
[New text]: "Minimumpowerlimit(ﬂoor,lowerbound)for"

Compare: Replace�
text
[Old text]: "valueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_MAX_POWERSet/GetFloat"
[New text]: "speciﬁedobjectinwatts."

Compare: Delete�
text
"instantaneous"

Compare: Replace�
text
[Old text]: "value"
[New text]: "limit"

Compare: Replace�
text
[Old text]: "Watts.Whenreturnedasareadingthetimestampassociatedwiththe"
[New text]: "watts.Thecurrentoperatingfrequency"

Compare: Replace�
text
[Old text]: "shouldrepresent"
[New text]: "for"

Compare: Replace�
text
[Old text]: "timethevaluewasreadtothebestpossibletemporalaccuracy.PWR_ATTR_MIN_POWERSet/GetFloat"
[New text]: "speciﬁedobjectinHz(cyclespersecond)."

Compare: Replace�
text
[Old text]: "instantaneouspower(lowerbound)"
[New text]: "operatingfrequencylimit"

Compare: Replace�
text
[Old text]: "Watts.Whenreturnedasareadingthetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasreadtothebestpossibletemporalaccuracy.Continuedonnextpage"
[New text]: "Hz(cyclespersecond).Maximum"

Compare: Delete�
text
"Table5.6–continuedfrompreviouspageAttributeSetTypeDescriptionand/orGetPWR_ATTR_FREQSet/GetFloatThecurrent"

Compare: Replace�
text
[Old text]: "value"
[New text]: "limit"

Compare: Replace�
text
[Old text]: "timestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_ENERGYGetFloatTheaccumulated"
[New text]: "cumulative"

Compare: Replace�
text
[Old text]: "valuefor"
[New text]: "usedby"

Compare: Replace�
text
[Old text]: "Joules.Thetimeassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.Note,"
[New text]: "joules.Notethat"

Compare: Insert�
text
"attributeget"

Compare: Insert�
text
"aretypicallyrequired"

Compare: Delete�
text
"accumulated"

Compare: Replace�
text
[Old text]: "valuearerequired."
[New text]: "consumedbythespeciﬁedobject."

Compare: Replace�
text
[Old text]: "times-tamp"
[New text]: "timestamp"

Compare: Move�
text
This text was moved from page 108 of old document


PWR_ATTR_TEMP Get The current temperature value for the

specified object in(d€grees) Celsius.

6.92 SupportedCore (Common) Functions

e Hierarchy Navigation Functions - section 4.2
— ALL
Group Functions - section 4.3
- ALL
Attribute Functions - section 4.4
— ALL
Metadata Functions - section 4.5
- ALL
Statistics Functions - section 4.6
— ALL

6.9.4 Interface Specific Functions
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Compare: Insert�
text
"Table6.7–continuedfrompreviouspageAttributeSetTypeDescriptionand/orGet"

Compare: Replace�
text
[Old text]: "Float"
[New text]: "double"

Compare: Insert�
text
"degrees"

Compare: Replace�
text
[Old text]: "Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.5.7.2"
[New text]: "6.9.2"
The following text attributes were changed: 
   font, size

Compare: Replace�
text
[Old text]: "Common(Core)"
[New text]: "Core(Common)"

Compare: Replace�
text
[Old text]: "5.7.3"
[New text]: "6.9.3SupportedHigh-Level(Common)Functions•ReportFunctions-section5.1–ALL6.9.4"


610 (UserVIoRifor ARAICoREro) Interface

The (User/Monitor and Control Interface is intended to SUPPOrtaceess to power and energy infors
‘mation relevant to an HPC user. This interface is similar to the User/Resource Manager Interface
(Section 6:4) bt exposes iore Tow level inforation o the user tfough the Monitor and Control
(System, assuming the user has permission to access thefinformation? The low level information

exposed to the user role through this interface is primarily to support fine grained application anal-
ysis when available. The ability to mine energy and other statistics information based on job Id
and user Id, included in this interface, assumes that a data retention capability is implemented in
the Monitor and Control system. This is of course implementation dependent. (Alt€fhativelyyifthe

Monitor and Control system does not have a database capability, the same interfaces are available
(0 the user role through the User/Resource Manager Interface (section 6.4 which may provide this

6.10:1 . Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute functions
(section 4.4). The attribute functions in conjunction with the following attributes (Table6:8) expose
numerous measurement (get) and control (set) capabilities to the msen role.

Table 6.8: User, Monitor and Control » Supported Attributes

Attribute | Set Type | Description
and/or
Get
PWR_ATTR_PSTATE (Set/Geét | wint64t | The current P-state for the object

specified (typically processors but
for use with other component types
when applicable), |

Set/Get | @int64%t | The current C-state for the object
specified (typically processors but
for use with other component types
when applicable), | |

The (Current"S=staté for the object
specified (typically processors but
for use with other component types
when applicable).

Get Discrete current value in amps, The

current Value"should“be the Walue

A Continued on next page |
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Compare: Move�
text
This text was moved from page 102 of old document to page 99 of this document

Compare: Move�
text
This text was moved from page 102 of old document to page 99 of this document

Compare: Move�
text
This text was moved from page 102 of old document to page 99 of this document

Compare: Move�
text
This text was moved from page 102 of old document to page 99 of this document

Compare: Move�
text
This text was moved from page 107 of old document to page 103 of this document

Compare: Move�
text
This text was moved from page 107 of old document to page 103 of this document

Compare: Move�
text
This text was moved from page 107 of old document to page 103 of this document

Compare: Replace�
text
[Old text]: "5.8HPCSManager,ResourceManager"
[New text]: "6.10User,MonitorandControl"

Compare: Replace�
text
[Old text]: "HPCSManager/ResourceManager"
[New text]: "User/MonitorandControl"

Compare: Replace�
text
[Old text]: "providethenecessaryfunctionalityfortheHPCSManager"
[New text]: "supportaccess"

Compare: Delete�
text
"implementpolicyviatheResourceManager.Policyinformationsuchas"

Compare: Delete�
text
"caps(minimumsormaximums),peruserenergylimits"

Compare: Delete�
text
"traditionalpolicieslikenodehoursandprioritieswillallplayarolein"

Compare: Replace�
text
[Old text]: "awareplatformscheduling.5.8.1SupportedAttributesThePowerAPIspeciﬁcationdoesnotcurrentlyrecommendthatanyoftheattributesbeexposed"
[New text]: "informationrelevanttoanHPCuser.Thisinterfaceissimilar"

Compare: Replace�
text
[Old text]: "HPCS"
[New text]: "User/Resource"

Compare: Replace�
text
[Old text]: "role.Theimplementationisfree"
[New text]: "Interface(section6.4)butexposesmorelowlevelinformation"

Compare: Delete�
text
"exposeanyattributetheydetermineisusefulto"

Compare: Replace�
text
[Old text]: "rolewithoutviolating"
[New text]: "through"

Compare: Delete�
text
"speciﬁcation.5.8.2SupportedCommon(Core)Functions5.8.3InterfaceSpeciﬁcFunctions"

Compare: Delete�
text
"5.9Accounting,"

Compare: Replace�
text
[Old text]: "InterfaceTheAccounting/MonitorandControlInterfaceisintended"
[New text]: "system,assumingtheuserhaspermission"
The following text attributes were changed: 
   font, size

Compare: Delete�
text
"support"

Compare: Replace�
text
[Old text]: "topower"
[New text]: "theinformation."

Compare: Insert�
text
"Alternatively,iftheMonitor"

Compare: Move�
text
This text was moved from page 114 of old document

Compare: Move�
text
This text was moved from page 114 of old document

Compare: Move�
text
This text was moved from page 114 of old document

Compare: Replace�
text
[Old text]: "energyrelatedinformationregardingusers,jobsandplatformdetails"
[New text]: "Controlsystemdoesnothaveadatabasecapability,thesameinterfacesareavailable"

Compare: Replace�
text
[Old text]: "accountingrole.5.9.1"
[New text]: "userrolethroughtheUser/ResourceManagerInterface(section6.4whichmayprovidethisfunctionality.6.10.1"

Compare: Delete�
text
"interface"

Compare: Replace�
text
[Old text]: "interface"
[New text]: "functions"

Compare: Replace�
text
[Old text]: "5.7)"
[New text]: "6.8)"

Compare: Replace�
text
[Old text]: "accounting"
[New text]: "user"

Compare: Replace�
text
[Old text]: "5.7:Accounting,"
[New text]: "6.8:User,"

Compare: Delete�
text
"System"

Compare: Delete�
text
"Set"

Compare: Delete�
text
"Description"

Compare: Insert�
text
"PWR_ATTR_CSTATEPWR_ATTR_SSTATEPWR_ATTR_CURRENT"

Compare: Insert�
text
"Set/Get"

Compare: Insert�
text
"Set/GetGet"

Compare: Replace�
text
[Old text]: "Int"
[New text]: "uint64tuint64tuint64tdouble"

Compare: Delete�
text
"PWR_ATTR_CSTATE"

Compare: Delete�
text
"Int"

Compare: Delete�
text
"PWR_ATTR_CSTATE_LIMIT"

Compare: Delete�
text
"Set/Get"

Compare: Delete�
text
"Int"

Compare: Replace�
text
[Old text]: "lowestC-stateallowed"
[New text]: "currentS-state"

Compare: Insert�
text
"Discretecurrentvalueinamps."

Compare: Delete�
text
"PWR_ATTR_SSTATE"

Compare: Delete�
text
"Set/Get"

Compare: Delete�
text
"Int"

Compare: Replace�
text
[Old text]: "S-statefor"
[New text]: "valueshouldbe"

Compare: Replace�
text
[Old text]: "object"
[New text]: "value"

Compare: Replace�
text
[Old text]: "speciﬁed(typicallyprocessors"
[New text]: "measuredascloseaspossibletothetimeofthefunctioncall."

Compare: Delete�
text
"but"

Compare: Delete�
text
"forusewithothercomponenttypes"

Compare: Delete�
text
"whenapplicable)."


Table 6:8 — continued from previous page

Attribute

Set |
and/or

Get

Discrete (Voltage value in ¥6lts? The
(voltage) value should be the value
measured as close as possible to the
time of the function call. |

Discrete powen value in Watts? The
power value should be the value
measured as close as possible to the
time of the function call.

bound) for the specified object in
‘watts.

Maximum jpower limit (ceiling, up-
per bound) for the specified object
(as in power cap) in Watts?

value o the pecified objectin Hz

Minimum Operating frequency limit
for the specified object inHz (Cycles
per second).

(Maximum operating frequency lifiit
for the specified object in Hz (cycles
per second).

The Cumulative energy sed by the
specified object in (joules. Note that)
two (@UBUEREED calls EEMypICay)
(f€quired to obtain the jenergy con-
sumed by the specified object. Sub-

tracting the energy value obtained
from the first call from the energy
value obtained from the second call
produces the energy used for the ob-
ject from the timestamp) of the first
value through the timestamp of the
second value.

Get

| The current temperature value for the

specified object in (@EgT€€S) Celsius.
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Compare: Move�
text
This text was moved from page 108 of old document to page 104 of this document

Compare: Replace�
text
[Old text]: "5.7"
[New text]: "6.8"

Compare: Insert�
text
"PWR_ATTR_VOLTAGEPWR_ATTR_POWERPWR_ATTR_POWER_LIMIT_MINPWR_ATTR_POWER_LIMIT_MAXPWR_ATTR_FREQPWR_ATTR_FREQ_LIMIT_MINPWR_ATTR_FREQ_LIMIT_MAXPWR_ATTR_ENERGYPWR_ATTR_TEMP"

Compare: Delete�
text
"TypeDescription"

Compare: Insert�
text
"Get"

Compare: Replace�
text
[Old text]: "PWR_ATTR_POWER"
[New text]: "GetSet/GetSet/GetSet/GetSet/GetSet/GetGet"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "Float"
[New text]: "TypedoubledoubledoubledoubledoubledoubledoubledoubledoubleDescription"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "power"
[New text]: "voltage"

Compare: Replace�
text
[Old text]: "Watts."
[New text]: "volts."

Compare: Replace�
text
[Old text]: "power"
[New text]: "voltage"

Compare: Delete�
text
"Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_CURRENTGetFloat"

Compare: Replace�
text
[Old text]: "current"
[New text]: "power"

Compare: Replace�
text
[Old text]: "Amps."
[New text]: "watts."

Compare: Replace�
text
[Old text]: "current"
[New text]: "power"

Compare: Replace�
text
[Old text]: "Thetimestampassociatedwith"
[New text]: "Minimumpowerlimit(ﬂoor,lowerbound)for"

Compare: Replace�
text
[Old text]: "valueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_VOLTAGEGetFloatDiscretevoltagevalue"
[New text]: "speciﬁedobject"

Compare: Replace�
text
[Old text]: "Volts.Thevoltagevalueshouldbethevaluemeasuredascloseaspossibletothetimeofthefunctioncall.Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_MAX_POWERSet/GetFloat"
[New text]: "watts."

Compare: Delete�
text
"instantaneous"

Compare: Replace�
text
[Old text]: "value"
[New text]: "limit"

Compare: Replace�
text
[Old text]: "Watts.Whenreturnedasareadingthetimestampassociatedwiththe"
[New text]: "watts.Thecurrentoperatingfrequency"

Compare: Replace�
text
[Old text]: "shouldrepresent"
[New text]: "for"

Compare: Replace�
text
[Old text]: "timethevaluewasreadtothebestpossibletemporalaccuracy.PWR_ATTR_MIN_POWERSet/GetFloat"
[New text]: "speciﬁedobjectinHz(cyclespersecond)."

Compare: Replace�
text
[Old text]: "instantaneouspower(lowerbound)"
[New text]: "operatingfrequencylimit"

Compare: Replace�
text
[Old text]: "Watts.Whenreturnedasareadingthetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasreadtothebestpossibletemporalaccuracy."
[New text]: "Hz(cyclespersecond).Maximum"

Compare: Delete�
text
"Table5.7–continuedfrompreviouspageAttributeSetTypeDescriptionand/orGetPWR_ATTR_FREQSet/GetFloatThecurrent"

Compare: Replace�
text
[Old text]: "value"
[New text]: "limit"

Compare: Replace�
text
[Old text]: "timestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.PWR_ATTR_ENERGYGetFloatTheaccumulated"
[New text]: "cumulative"

Compare: Replace�
text
[Old text]: "valuefor"
[New text]: "usedby"

Compare: Replace�
text
[Old text]: "Joules.Thetimeassociatedwiththevalueshouldrepresentthetimethevaluewasmeasuredtothebestpossibletemporalaccuracy.Note,"
[New text]: "joules.Notethat"

Compare: Insert�
text
"attributeget"

Compare: Insert�
text
"aretypicallyrequired"

Compare: Delete�
text
"accumulated"

Compare: Replace�
text
[Old text]: "valuearerequired."
[New text]: "consumedbythespeciﬁedobject."

Compare: Replace�
text
[Old text]: "times-tamp"
[New text]: "timestamp"

Compare: Delete�
text
"PWR_ATTR_TEMPGetFloat"

Compare: Insert�
text
"degrees"


6.10.2 Supported(Core (Common) Functions

e Hierarchy Navigation Functions - section 4.2
— ALL
Group Functions - section 4.3
- ALL
Attribute Functions - section 4.4
— ALL
Metadata Functions - section 4.5
— ALL
Statistics Functions - section 4.6
- ALL

6.10.4 Interface Specific Functions
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The case for an HPC-community-adopted power AP specification is compelling. The demand for
computational cycles continues to increase, as does the expense to power the cycles. Hardware
vendors are providing interfaces to power data and controls 5o that software can monitor usage and

Software products to code to a generic layer which can be translated by the individual hardware
vendors. With this need in mind, the Power API defined herein sets out to address the following

to
the hardware interfaces. The information from the hardware is the enabler for this APL However,

the information is needed at many levels, from many different viewpoints. In [9] we identified

a discrete set of unique actors (a.k.a. users, which can be software components) communicating
via the APL In turn, these actors have interfaces with one or more systems within the scope of the
APL The actor/system combinations represent the variety of viewpoints. For example, a batch job
scheduler is more likely concerned about overall system and/or node power information, not the
draw of a specific processor core or memory controller.

Portability for software calling the API By grouping the function calls by actor/system com-
bination, we attempted to strike a balance between 4 totally non-intuitive, but generic get/put
interface and one that is overly prescriptive by focusing on pre-identified and specific software
packages. In addition to the actor/system calls, there i a set of alls to build the system “diagram”
without having to rely on configuration files from a specific system type.

Flexibility for implementer of an API As this is a new area, the specification provides inter-
faces that are adaptable as hardware power technology evolves. The APl s not based on any ex-
isting software-specific APL We can envision ways that interfaces such as RAPL, DVES, NVML.,
BGQT/EMON. ACPL the PAPI power interface, OpenMPIs hwloc package, etc., ete. can become
implementations for certain actor/sysiem interfaces.

We strived to create a portable, implementable interface for power-aware computing. We wel-
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he following topics are either currently in active discussion o are planned to he addressed in
future versions of the specification. In some cases it will be necessary to solicit additional feedback
from the community to ensure we properly address the issue in future versions.

o Coexistence of Implementations - One of the driving questions for this future work is -
how does one implementation interface with another? It s possible, even likely that an
implementor will focus on implementing a portion or portions of the specification. This
begs the question of how does implementation A interact with implementation B? Further,
what role does the specification play in driving this interaction? We intend to work closely
with the community to sort out this issue and document the appropriate guidance in the next

Siersion of the pecification)

o Language Bindings - Some roles, system administrator for example, more commonly inter-
face with the platform through shells, shell scripting or other interpretive languages like Perl
or Python. W will investigate adding some or all of these capabilities, via specification and
possibly prototypes, in future versions of the standard.

= The next version of the specification will include a complete Python specification of all

o User Guide - The addition of a user guide could provide additional useful information 1o
both users and implementors, The addition of a users guide will be considered and if realized . . . . .
will accompany subsequent releases of the specification.
o Hypothetical System Example - We are considering creating a hypothetical system exam-
e oruse 0 dlisuss and Gty Concept i higher level use cases. This il likely be

« Reaquied veress Optonal or Quality of Tmplementaion - We pla o claity and do
ment more precisely what portions of the specification are required to be implemented, what

Dortons art ptinaland . deiniton o a qualy impleméntaion. This opic  compl:
cated by the fact that implementors are free to implement portions of the specification.

— Some progress has been made on this topic for version 1.1 but additional work is re-
quired.

o Policies - Security policies, priority of operations and privileges need to be further veted
and specified when appropriate. This topic has a large amount of intersection with the Coex-
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istence of Implementations topic and will be considered jointly.
o Unit Tests - Development of a unit test infrastructure is under consideration, possibly to
be associated with our prototype which will be released open source at a later date. Unit
tests might also be a way for the implementation community to assure interaction between

® Generation Counter=Weitend to Gonsider the addition'of a Zeneration/counten capability
to be used in conjunction with counters that have the potential for roll over. The generation

are fetuffied by PHRLStateTransitDelay: ltmay beeleanes o move this functionality to
‘generalized metadata interface. We will consider making this change in a future version of

the specification.

« Enhanced Supportfor ACPI 50 Collsotve Procsso Pctormanes Contolaxd Cos

tinuous Performance Control are currently not supported. Support will require new attributes ..
“nd Some oo el o llowfor e ENTDEEEHANSTS BOYIED 1 ACHISDspee

ification 10 allow expression of desired performance on a sliding, abstract unit-less scale.
ACPI 5.0 also supports gathering statistics about the delivery of given performance values
and the time spent in certain states, which we intend to address. We anticipate adding this
support alongside the P-state and C-state functionality already in the Power AP in a future
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The following list contains changes to version 1.1 of this specification.

© PWR GrpCreate() - Changed - This function no longer requires a user specified name pa-

rameter. The utiity of the user specifying a name for user created groups was determined (o
be of little value.

 PWR_GrpDuplicate() - Changed - This function no longer requires a user specified name.

The utility of the user specifying a name for user created groups was determined to be of
little value.

© PWR._GrpGetName() - Removed - This function is no longer necessary due to the changes
made to PWR GrpCreate() and PWR_GrpDuplicate().

« PWR_GrpUnion() - Added - New function to create a new group which is the union of two

o High Level (Common) Functions - Added - This chapter will contain any high level functions

o (REROI Functions EATded = THiS SECtion of chapter HighlLeve) Functions SilliContainny

» PWR GetStatByID() - Changed - This function has been changed to PWR_GetReportByID()
and added to the Report Functions section of the High Level (Common) Functions chapter.
It requires an additional parameter of the users context. The statTimes parameter has been

changed 1o ReportTimes and is now of type TimePeriod. The id_type parameter has been
changed to type PWR_ID.

© PWR GetStatByUser() - Removed - This function was considered an unnecessary abstrac-
tion of PWR_GetStatByID() which has been changed to PWR_GetReportByID().
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o PWR GetStatByJob() - Removed - This function was considered an unnecessary abstraction
of PWR_GetStatByID() which has been changed to PWR GetReportByID().

© PWR GetEnergyByID( - Removed - This function
{tion of 0

111 B.IWR.GetEnergyByUser() - Removed - This function was considered an unnecessary, ab-
straction of PWR GetStatByID() which has been changed to PWR GetReportByID(.

tion of PWR_GetStatByID() which has been changed to PWR_GetReportByID().

 PWR StatGetReduce() - Added - New functionality to preform a reduction (Min, Max, Ave.,
1) of @TEqUEEd statistic.

® PWRIRETD FAILURE SiClafified=NGted that a ailirefefifarean be a (pARAIAILGTEY not, |
necessarily, a total failure. This is useful for PWR_GrpSetValues and PWR_GrpGetValues.

' PWR StateTransitDelay() - Clarified - Removed a discussion on what expected valyes were . . . .
to be @sjifiwas not tyug for @ll platforms:

 PWR_OperState - Changed - Updated PWR_OperState 10 use uint64_t types instead of ints.
© PWR_MD_TS_LATENCY - Typo - Accidentally listed as PWR MD LATENCY in the big
list of attributes

* PWR CntxtGetEntryPoint() - Clarified - Corrected description of function, incorrect in ver-
sion 1.0

 PWR_StatlD - Changed - Typedef changed to more sencric PWR ID
 PWR StatTime - Changed - Typedef changed to more seneric PWR TimePeriod
 PWR StatGetValue() - Changed - statTimes parameter now is of time PWR TimePeriod
 PWR StatGetValues() - Changed - statTimes parameter now,is of time PWR TimePeriod .
© o PWR StatStart() - Changed - The stat parameter s now statObj, more descriptive
 PWR StatClear() - Changed - The stat parameter is now statObj, more descriptive
« PWR StatGetValues() - Changed - The stat parameter is now statObj, more descriptive
o Tnterfaces - Changed - Now called Role/System Interfaces, clarified description

© PWR_ATTR THROTTLED TIME - Added - New attribute to get the cumulative time throt-
tled in nanoseconds.

e PWR ATTR THROTTLED COUNT - Added - New attribute to get the cumulative count of
throttle events.

116


Compare: Insert�
text
"•PWRGetStatByJob()-Removed-This"

Compare: Replace�
text
[Old text]: "fortheirownuserId(notmandatedbythisspeciﬁcation).Thisfunctionalityassumesadataretentioncapabilityimplementedaspart"
[New text]: "wasconsideredanunnecessaryabstraction"

Compare: Replace�
text
[Old text]: "theMonitorandControlsystem.This"
[New text]: "PWRGetStatByID()whichhasbeenchangedtoPWRGetReportByID().•PWRGetEnergyByID()-Removed-This"

Compare: Replace�
text
[Old text]: "isalsovalidfortheAccounting,MonitorandControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetStatByUser(constchar*userId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "wasconsideredanunnecessaryabstraction"

Compare: Delete�
text
"Argument(s)"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Description"

Compare: Delete�
text
"and/or"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"const"

Compare: Delete�
text
"char*userId"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"TheuserIdthatthestatisticwillbecollected"

Compare: Delete�
text
"for."

Compare: Delete�
text
"PWR_AttrName"

Compare: Delete�
text
"name"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Thename"

Compare: Replace�
text
[Old text]: "theattributethestatisticwillbe"
[New text]: "PWRGetStatByID()whichhasbeenchanged"

Compare: Delete�
text
"basedon."

Compare: Delete�
text
"PWR_AttrStat"

Compare: Delete�
text
"stat"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Thedesiredstatistic."

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointer"

Compare: Insert�
text
"PWRGetReportByID().•"

Compare: Delete�
text
"a"

Compare: Delete�
text
"doublethatwillcontainthe"

Compare: Delete�
text
"statistic."

Compare: Delete�
text
"PWR_StatTimes*"

Compare: Delete�
text
"Input/Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowforthestatistic"

Compare: Delete�
text
"statTimes"

Compare: Delete�
text
"(startandstoptimesmustbespeciﬁed)."

Compare: Delete�
text
"ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototype"

Compare: Replace�
text
[Old text]: "GetStatByJob()ThePWR_GetStatByJob"
[New text]: "GetEnergyByUser()-Removed-This"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "isprovidedtoallowthecollection"
[New text]: "wasconsideredanunnecessaryabstraction"

Compare: Replace�
text
[Old text]: "statisticalinformationbasedonjobId.ThejobIdisassumed"
[New text]: "PWRGetStatByID()whichhasbeenchanged"

Compare: Replace�
text
[Old text]: "beunique.Theformat"
[New text]: "PWRGetReportByID().•PWRGetEnergyByJob()-Removed-Thisfunctionwasconsideredanunnecessaryabstraction"

Compare: Replace�
text
[Old text]: "thejobIdisdeterminedbytheimplementation.ThePWR_AttrName,PWR_AttrStatpairdeterminesthestatisticthatwillbegenerated.Forexample,theusercouldspecifythejobId,PWR_ATTR_POWERfortheattributeandPWR_STAT_AVGforthestatistic.Theimplementationdeterminesthesupportedattributecombinations.Theuserlikely"
[New text]: "PWRGetStatByID()which"

Compare: Replace�
text
[Old text]: "permissions"
[New text]: "beenchanged"

Compare: Replace�
text
[Old text]: "usethisfunctionONLYfortheirownjobIds(notmandatedbythisspeciﬁcation).This"
[New text]: "PWRGetReportByID().•PWRStatGetReduce()-Added-New"

Compare: Replace�
text
[Old text]: "assumes"
[New text]: "topreform"

Compare: Replace�
text
[Old text]: "dataretentioncapabilityimplementedaspart"
[New text]: "reduction(Min,Max,Avg,etc.)"

Compare: Replace�
text
[Old text]: "theMonitorandControlsystem.PWR_StatTimeswillbepopulatedwiththestartandstoptimesofthejobIdrequested.ThisfunctionisalsovalidfortheAccounting,MonitorandControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetStatByJob(constchar*jobId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "arequested"

Compare: Delete�
text
"Argument(s)constchar*jobId"

Compare: Delete�
text
"Inputand/orOutputInput"

Compare: Delete�
text
"DescriptionThejobIdthatthestatisticwillbecollectedfor,jobIdsareassumedtobeunique."

Compare: Delete�
text
"PWR_AttrName"

Compare: Delete�
text
"name"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Thenameoftheattributethestatisticwillbebasedon."

Compare: Delete�
text
"PWR_AttrStat"

Compare: Delete�
text
"stat"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Thedesired"

Compare: Insert�
text
"•PWRRET"

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointertostatistic."

Compare: Delete�
text
"a"

Compare: Delete�
text
"doublethatwillcontainthe"

Compare: Delete�
text
"PWR_StatTimes*statTimes"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowforthestatistic(startandstoptimeswillbepopulatedrepresentingstartandstoptimesofthatjobID)."

Compare: Delete�
text
"ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUpon"

Compare: Replace�
text
[Old text]: "PWR_RET_NOT_IMPLEMENTEDIndicates"
[New text]: "-Clariﬁed-Noted"
The following text attributes were changed: 
   font

Compare: Delete�
text
"theattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototypePWRGetEnergyByUser()ThePWR_GetEnergyByUserfunctionisprovidedspeciﬁcallytocollecttheenergyusedbasedonuserId.TheusermustspecifythestartandstopmembersofthePWR_StatTimesstructuretoestablishthewindowtheenergyvaluewillbebasedon.Thetimesspeciﬁedmustbepriortothetimewhenthefunctioniscalled.Thefunctionreturnstheactualstartandstoptimesiftheydifferfromthetimestheuserinputs.TheuserlikelyONLYhaspermissionstousethisfunctionfortheirownuserId(notmandatedbythisspeciﬁcation).Thisfunctionalityassumes"

Compare: Replace�
text
[Old text]: "dataretentioncapabilityimplementedaspartoftheMonitorandControlsystem.ThisfunctionisalsovalidfortheAccounting,MonitorandControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetEnergyByUser(constchar*userId,double*valuePWR_StatTimes*statTimes);"
[New text]: "failurereturncan"

Compare: Delete�
text
"Argument(s)"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Description"

Compare: Delete�
text
"and/or"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"const"

Compare: Delete�
text
"char*userId"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"TheuserIdthattheenergyvaluewill"

Compare: Delete�
text
"col"

Compare: Delete�
text
"lectedfor."

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointerto"

Compare: Replace�
text
[Old text]: "doublethatwillcontaintheen"
[New text]: "partialfailure,"

Compare: Delete�
text
"ergyvalue."

Compare: Delete�
text
"PWR_StatTimes*"

Compare: Delete�
text
"Input/Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowfortheenergy"

Compare: Delete�
text
"statTimes"

Compare: Delete�
text
"value(startandstoptimesmustbespeci"

Compare: Delete�
text
"ﬁed).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairis"

Compare: Replace�
text
[Old text]: "supportedbythisimplementation.119"
[New text]: "necessarily"

Compare: Delete�
text
"FunctionPrototypePWRGetEnergyByJob()ThePWR_GetEnergyByJobfunctionisprovidedspeciﬁcallytocollecttheenergyusedbasedonjobId.TheuserlikelyhaspermissionstousethisfunctionONLYfortheirownjobIds(notmandatedbythisspeciﬁcation).Thisfunctionalityassumes"

Compare: Replace�
text
[Old text]: "dataretentioncapabilityimplementedaspartoftheMonitorandControlsystem.PWR_StatTimeswillbepopulatedwiththestartandstoptimesofthejobIdrequested."
[New text]: "totalfailure."

Compare: Delete�
text
"function"

Compare: Replace�
text
[Old text]: "alsovalid"
[New text]: "useful"

Compare: Replace�
text
[Old text]: "theAccounting,Monitor"
[New text]: "PWRGrpSetValues"

Compare: Replace�
text
[Old text]: "ControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetEnergyByJob(constchar*jobId,double*valuePWR_StatTimes*statTimes);"
[New text]: "PWRGrpGetValues.•PWRStateTransitDelay()-Clariﬁed-Removedadiscussiononwhatexpectedvalueswere"

Compare: Delete�
text
"Argument(s)"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"Description"

Compare: Delete�
text
"and/or"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"const"

Compare: Delete�
text
"char*jobId"

Compare: Delete�
text
"Input"

Compare: Delete�
text
"ThejobIdthatthestatisticwillbecollected"

Compare: Delete�
text
"for,jobIdsareassumed"

Compare: Replace�
text
[Old text]: "unique."
[New text]: "asitwas"

Compare: Delete�
text
"double*value"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Pointerto"

Compare: Delete�
text
"a"

Compare: Delete�
text
"doublethatwillcontainthe"

Compare: Delete�
text
"statistic."

Compare: Delete�
text
"PWR_StatTimes*"

Compare: Delete�
text
"Output"

Compare: Delete�
text
"Theuserspeciﬁedwindowforthestatistic"

Compare: Delete�
text
"statTimes"

Compare: Delete�
text
"(startandstoptimeswillbepopulatedrepre"

Compare: Delete�
text
"sentingstartandstoptimesofthatjobID).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairis"

Compare: Replace�
text
[Old text]: "supportedbythisimplementation.120"
[New text]: "true"

Compare: Delete�
text
"Chapter6ConclusionThecase"

Compare: Replace�
text
[Old text]: "anHPC-community-adoptedpowerAPIspeciﬁcationiscompelling.Thedemandforcomputationalcyclescontinues"
[New text]: "allplatforms.•PWROperState-Changed-UpdatedPWROperState"

Compare: Replace�
text
[Old text]: "increase,"
[New text]: "useuint64ttypesinsteadofints.•PWRMDTSLATENCY-Typo-Accidentallylisted"

Compare: Replace�
text
[Old text]: "does"
[New text]: "PWRMDLATENCYin"

Compare: Replace�
text
[Old text]: "expensetopowerthecycles.Hardwarevendorsareprovidinginterfacestopowerdataandcontrolssothatsoftwarecanmonitorusageandevencontrolit.Tomaximizeutilization"
[New text]: "biglistofattributes•PWRCntxtGetEntryPoint()-Clariﬁed-Correcteddescription"

Compare: Replace�
text
[Old text]: "these”knobs”,aportableinterfacelayerallowsmultiplesoftwareproducts"
[New text]: "function,incorrectinversion1.0•PWRStatID-Changed-Typedefchanged"

Compare: Replace�
text
[Old text]: "codetoa"
[New text]: "more"

Compare: Replace�
text
[Old text]: "layerwhichcanbetranslatedbytheindividualhardwarevendors.Withthisneedinmind,thePowerAPIdeﬁnedhereinsetsout"
[New text]: "PWRID•PWRStatTime-Changed-Typedefchanged"

Compare: Delete�
text
"addressthefollowingtenets.VerywidescopefromfacilitytohardwarecomponentThisspeciﬁcationisnotjustlimitedtothehardwareinterfaces.TheinformationfromthehardwareistheenablerforthisAPI.However,theinformationisneededatmanylevels,frommanydifferentviewpoints.In[9]weidentiﬁedadiscretesetofuniqueactors(a.k.a.users,whichcanbesoftwarecomponents)communicatingviatheAPI.Inturn,theseactorshaveinterfaceswithoneor"

Compare: Delete�
text
"systemswithinthescopeoftheAPI.Theactor/systemcombinationsrepresentthevarietyofviewpoints.Forexample,abatchjobschedulerismorelikelyconcernedaboutoverallsystemand/ornodepowerinformation,notthedrawofaspeciﬁcprocessorcoreormemorycontroller.PortabilityforsoftwarecallingtheAPIBygroupingthefunctioncallsbyactor/systemcombination,weattemptedtostrikeabalancebetweenatotallynon-intuitive,but"

Compare: Replace�
text
[Old text]: "get/putinterfaceandonethatisoverlyprescriptivebyfocusingonpre-identiﬁedandspeciﬁcsoftwarepackages.Inadditiontotheactor/systemcalls,there"
[New text]: "PWRTimePeriod•PWRStatGetValue()-Changed-statTimesparameternow"

Compare: Delete�
text
"aset"

Compare: Replace�
text
[Old text]: "callstobuildthesystem”diagram”withouthavingtorelyonconﬁgurationﬁlesfromaspeciﬁcsystemtype.FlexibilityforimplementerofanAPIAsthisisanewarea,thespeciﬁcationprovidesinterfacesthatareadaptableashardwarepowertechnologyevolves.TheAPI"
[New text]: "timePWRTimePeriod•PWRStatGetValues()-Changed-statTimesparameternow"

Compare: Delete�
text
"notbasedonanyexistingsoftware-speciﬁcAPI.WecanenvisionwaysthatinterfacessuchasRAPL,DVFS,NVML,BGQT/EMON,ACPI,thePAPIpowerinterface,OpenMPI’shwlocpackage,etc.,etc.canbecomeimplementationsforcertainactor/systeminterfaces.Westrivedtocreateaportable,implementableinterfaceforpower-awarecomputing.Wewelcomeallsuggestionsandcomments.121"

Compare: Delete�
text
"122"

Compare: Delete�
text
"References[1]R.Bertran,Y.Sugawara,H.M.Jacobson,A.Buyuktosunoglu,andP.Bose.Application-levelpowerandperformancecharacterizationandoptimizationonIBMBlueGene/Qsystems.InIBMJournal"

Compare: Insert�
text
"timePWRTimePeriod"

Compare: Delete�
text
"ResearchandDevelopment,volume57,2013.[2]GradyBooch,IvarJacobson,andJamesRumbaugh.TheUniﬁedModelingLanguageReferenceManual.Addison-Wesley,1999.[3]M.Brocanelli,SenLi,XiaoruiWang,andWeiZhang.Jointmanagementofdatacentersandelectricvehiclesformaximizedregulationproﬁts.InGreenComputingConference(IGCC),2013International,pages1–10,June2013.[4]HaoChen,CanHankendi,MichaelC.Caramanis,andAyseK.Coskun.DynamicServerPowerCappingforEnablingDataCenterParticipationinPowerMarkets.InProceedingsoftheInternationalConferenceonComputer-AidedDesign,ICCAD’13,pages122–129,Piscataway,NJ,USA,2013.IEEEPress.[5]YuanChen,D.Gmach,C.Hyser,ZhikuiWang,C.Bash,C.Hoover,andS.Singhal.Integratedmanagementofapplicationperformance,powerandcoolingindatacenters.InNetworkOperationsandManagementSymposium(NOMS),2010IEEE,pages615–622,April2010.[6]YiannisGeorgiou.EnergyAccountingandControlonHPCclusters,November2013.http://perso.ens-lyon.fr/laurent.lefevre/greendayslille/greendayslille_Yiannis_Georgiou.pdf.[7]YiannisGeorgiou,ThomasCadeau,DavidGlesser,DannyAuble,MorrisJette,andMatthieuHautreux.EnergyAccountingandControlwithSLURMResourceandJobManagementSystem.InMainakChatterjee,Jian-NongCao,KishoreKothapalli,andSergioRajsbaum,editors,ICDCN,volume8314ofLectureNotesinComputerScience,pages96–118.Springer,2014.[8]IvarJacobson.ObjectOrientedSoftwareEngineering:AUseCaseDrivenApproach.Addison-Wesley,1992.[9]JamesHLaros,SuzanneMKelly,StevenHammond,RyanElmore,andKristinMunch.Power/EnergyUseCasesforHighPerformanceComputing.InternalSANDReportSAND2013-10789.https://cfwebprod.sandia.gov/cfdocs/CompResearch/docs/UseCase-powapi.pdf.[10]ZhenhuaLiu,YuanChen,CullenBash,AdamWierman,DanielGmach,ZhikuiWang,ManishMarwah,andChrisHyser.RenewableandCoolingAwareWorkloadManagementforSustainableDataCenters.SIGMETRICSPerform.Eval.Rev.,40(1):175–186,June2012.123"

Compare: Delete�
text
"[11]BryanMills,RyanE.Grant,KurtB.Ferreira,andRolfRiesen.EvaluatingEnergySavingsforCheckpoint/Restart.InProceedingsofthe1stInternationalWorkshoponEnergyEfﬁcientSupercomputing,E2SC’13,pages6:1–6:8,NewYork,NY,USA,2013.ACM.[12]D.K.Newsom,S.F.Azari,A.Anbar,andT.El-Ghazawi.Locality-awarepoweroptimizationandmeasurementmethodologyforPGASworkloadsonSMPclusters.InGreenComputingConference(IGCC),2013International,pages1–10,June2013.[13]J.U.Patel,S.J.Guercio,A.E.Bruno,M.D.Jones,andT.R.Furlani.Implementinggreentechnologiesandpracticesinahighperformancecomputingcenter.InGreenComputingConference(IGCC),2013International,pages1–8,June2013.[14]P.V.Ramakrishna,G.Kaushik,K.L.Sudhakar,G.Thiagarajan,andA.Sivasubramaniam.Onlinesystemforenergyassessmentinlargefacilities-Methodologyamp;Areal-worldcasestudy.InGreenComputingConference(IGCC),2013International,pages1–9,June2013.[15]GeriSchneiderandJasonWinters.ApplyUseCases:APracticalGuide,SecondEdition.Addison-Wesley,2001.[16]HaykShoukourian,TorstenWilde,AxelAuweter,andArndtBode.Monitoringpowerdata:Aﬁrststeptowardsauniﬁedenergyefﬁciencyevaluationtoolsetforhpcdatacenters.EnvironmentalModelingSoftware,2013.[17]TiffanyTrader.GreenPowerManagementDeepDive.GreenComputingReport,June2013.http://www.greencomputingreport.com/gcr/2013-06-05/green_power_management_deep_dive.html.[18]AbhinavVishnu,ShuaiwenSong,AndresMarquez,KevinBarker,DarrenKerbyson,KirkCameron,andPavanBalaji.Designingenergyefﬁcientcommunicationruntimesystems:aviewfromPGASmodels.TheJournalofSupercomputing,63(3):691–709,2013.[19]SeanWallace,VenkatramVishwanath,SusanCoghlan,JohnTramm,ZhilingLan,andMichaelE.Papka.ApplicationPowerProﬁlingonIBMBlueGene/Q.InProceedingsof2013InternationalConferenceonClusterComputing.IEEE,2013.[20]V.M.Weaver,M.Johnson,K.Kasichayanula,J.Ralph,P.Luszczek,D.Terpstra,andS.Moore.MeasuringEnergyandPowerwithPAPI.InParallelProcessingWorkshops(ICPPW),201241stInternationalConferenceon,pages262–268,Sept2012.[21]XuYang,ZhouZhou,SeanWallace,ZhilingLan,WeiTang,SusanCoghlan,andMichaelE.Papka.IntegratingDynamicPricingofElectricityintoEnergyAwareSchedulingforHPCSystems.InProceedingsofSC13:InternationalConferenceforHighPerformanceComputing,Networking,StorageandAnalysis,SC’13,pages60:1–60:11,NewYork,NY,USA,2013.ACM.124"

Compare: Delete�
text
"AppendixATopicsUnderConsiderationforFutureVersionsThefollowingtopicsareeithercurrentlyinactivediscussionorareplannedtobeaddressedinfutureversionsofthespeciﬁcation.Insomecasesitwillbenecessarytosolicitadditionalfeedbackfromthecommunitytoensureweproperlyaddresstheissueinfutureversions."

Compare: Replace�
text
[Old text]: "CoexistenceofImplementations-Oneofthedrivingquestionsforthisfuturework"
[New text]: "PWRStatStart()-Changed-Thestatparameter"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "howdoesoneimplementationinterfacewithanother?It"
[New text]: "nowstatObj,moredescriptive•PWRStatClear()-Changed-Thestatparameter"

Compare: Replace�
text
[Old text]: "possible,evenlikelythatanimplementorwillfocusonimplementingaportionorportionsofthespeciﬁcation.ThisbegsthequestionofhowdoesimplementationAinteractwithimplementationB?Further,whatroledoesthespeciﬁcationplayindrivingthisinteraction?Weintendtoworkcloselywiththecommunitytosortoutthisissueanddocumenttheappropriateguidanceinthenextversionofthespeciﬁcation."
[New text]: "nowstatObj,moredescriptive"

Compare: Replace�
text
[Old text]: "LanguageBindings-Someroles,systemadministratorforexample,"
[New text]: "PWRStatGetValues()-Changed-ThestatparameterisnowstatObj,"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "commonlyinterfacewith"
[New text]: "descriptive•Interfaces-Changed-NowcalledRole/SystemInterfaces,clariﬁeddescription•PWRATTRTHROTTLEDTIME-Added-Newattributetoget"

Compare: Replace�
text
[Old text]: "platformthroughshells,shellscriptingorotherinterpretivelanguageslikePerlorPython.Wewillinvestigateaddingsomeorallofthesecapabilities,viaspeciﬁcationandpossiblyprototypes,"
[New text]: "cumulativetimethrottled"

Compare: Replace�
text
[Old text]: "futureversionsofthestandard."
[New text]: "nanoseconds."

Compare: Replace�
text
[Old text]: "UserGuide-Theadditionofauserguidecouldprovideadditionalusefulinformation"
[New text]: "PWRATTRTHROTTLEDCOUNT-Added-Newattribute"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "bothusersandimplementors.Theaddition"
[New text]: "getthecumulativecount"

Compare: Replace�
text
[Old text]: "ausersguidewillbeconsideredandifrealizedwillaccompanysubsequentreleasesofthespeciﬁcation."
[New text]: "throttleevents."


« Atribute Get Functions - Changed - Allow NULL 10 be passed in for timestamp arguments
if no timestamp is required.

e Attribute Get and Set Functions - Clarified - Clarified where values arc stored at in input and
output void * arrays. Previously the offset that value 1 is stored at was unspecified.

» Argument Types - Changed - Changed all occurrences of 11t t0 uint64_t.
» Argument Types - Changed - Changed all occurrences of £10at to double.

 PWR Status - Clarified - Clarified that PWR_Status objects only contain the status of failed
operations. The status of successful operations is not included.

o @l functions fhaFFEtiim a PWRIStfIS = Clarified that a1l Operations Fequestediby) the caller

are attempted at least once (i.¢., the PowerAPI does not stop at the first error). Failed opera-
tions have their status returned in the PUR_Status object. All other operations succeeded.

o PWR_MAJOR_VERSION - Added - Added a compile time constant indicating the major
version of the Power API version supported by the implementation.

e PWR_MINOR_VERSION - Added - Added a compile time constant indicating the minor
version of the Power API version supported by the implementation.

» PWR RET WARN NOT OPTIMIZED - Added - New warning return code to indicate that .
the operation requested was not optimized.

« All Enumeration Types - Added - For each enumeration, added values for TNVALTD, NOT_-
(SPECIEIED) and the coumnt of Values'defined by the enumy

» PWR ATTR POWER MIN - Changed - Renamed PWR ATTR POWER MIN attribute to
PWR_ATTR POWER LIMIT MIN and clarified description.

» PWR ATTR POWER MAX - Changed - Renamed PWR_ATTR POWER MAX attribute t0
PWR_ATTR POWER LIMIT MAX and clarified description.

117


Compare: Replace�
text
[Old text]: "HypotheticalSystemExample-Weareconsideringcreatingahypotheticalsystemexample"
[New text]: "AttributeGetFunctions-Changed-AllowNULL"
The following text attributes were changed: 
   font

Compare: Delete�
text
"usetodiscussandclarifyconceptsandhigherlevelusecases.Thiswilllikely"

Compare: Replace�
text
[Old text]: "included"
[New text]: "passed"

Compare: Replace�
text
[Old text]: "theUserGuide."
[New text]: "fortimestampargumentsifnotimestampisrequired."

Compare: Replace�
text
[Old text]: "RequiredversusOptional,orQualityofImplementation-Weplantoclarify"
[New text]: "AttributeGet"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "documentmorepreciselywhatportionsofthespeciﬁcation"
[New text]: "SetFunctions-Clariﬁed-Clariﬁedwherevalues"

Compare: Replace�
text
[Old text]: "requiredtobeimplemented,whatportionsareoptional"
[New text]: "storedatininput"

Compare: Insert�
text
"outputvoid*arrays.Previously"

Compare: Replace�
text
[Old text]: "deﬁnitionofaqualityimplementation.Thistopic"
[New text]: "offsetthatvaluei"

Compare: Replace�
text
[Old text]: "complicatedbythefactthatimplementorsarefreetoimplementportionsofthespeciﬁcation."
[New text]: "storedatwasunspeciﬁed."

Compare: Replace�
text
[Old text]: "Policies-Securitypolicies,priority"
[New text]: "ArgumentTypes-Changed-Changedalloccurrences"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "operationsandprivilegesneed"
[New text]: "int"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "befurthervettedandspeciﬁedwhenappropriate.ThistopichasalargeamountofintersectionwiththeCoexistenceofImplementationstopicandwillbeconsideredjointly."
[New text]: "uint64_t."

Compare: Replace�
text
[Old text]: "UnitTests-Development"
[New text]: "ArgumentTypes-Changed-Changedalloccurrences"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "aunittestinfrastructureisunderconsideration,possibly"
[New text]: "float"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "beassociatedwithourprototypewhichwillbereleasedopensourceatalaterdate.Unittestsmightalsobeawayfor"
[New text]: "double.•PWRStatus-Clariﬁed-ClariﬁedthatPWR_Statusobjectsonlycontain"

Compare: Replace�
text
[Old text]: "implementationcommunitytoassureinteractionbetweenimplementations"
[New text]: "status"

Compare: Replace�
text
[Old text]: "portions"
[New text]: "failedoperations.Thestatus"

Compare: Replace�
text
[Old text]: "thespeciﬁcationthatwillberequiredtoworktogether.125"
[New text]: "successfuloperationsisnotincluded."

Compare: Replace�
text
[Old text]: "AdditionalGroupOperations-Weintendtoaddadditionalgroupoperations,forexample,"
[New text]: "All"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "tojoin,copy,andtaketheunionorintersectionofgroups.Producing"
[New text]: "thatreturn"

Compare: Replace�
text
[Old text]: "groupwhichcontains"
[New text]: "PWRStatus-Clariﬁedthat"

Compare: Replace�
text
[Old text]: "of"
[New text]: "operationsrequestedby"

Compare: Replace�
text
[Old text]: "objectsunderneathanobjectoragroupofobjectsofaparticulartype(like)nodebelowanobjectin"
[New text]: "callerareattemptedatleastonce(i.e.,"

Compare: Replace�
text
[Old text]: "hierarchymightalsobeuseful.Wewillalsoinvestigate"
[New text]: "PowerAPIdoesnotstopat"

Compare: Replace�
text
[Old text]: "utilityofhavingpre-packagedgroupsandthefunctionalityneeded"
[New text]: "ﬁrsterror).Failedoperationshavetheirstatusreturned"

Compare: Replace�
text
[Old text]: "speciﬁcationtosupportthis."
[New text]: "PWR_Statusobject.Allotheroperationssucceeded."
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "CumulativeStatistics-Weintendtoaddadditionalstaticsfunctionssuchasproducing"
[New text]: "PWRMAJORVERSION-Added-Added"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "cumulativestatistic,orasinglenumber,as"
[New text]: "compiletimeconstantindicating"

Compare: Replace�
text
[Old text]: "resultofastatisticaloperationoveralargenumberofobjects.Forexample,whatisthemaximum"
[New text]: "majorversion"

Compare: Delete�
text
"all"

Compare: Replace�
text
[Old text]: "maximafor"
[New text]: "PowerAPIversionsupportedby"

Compare: Replace�
text
[Old text]: "groupofobjectsrequested."
[New text]: "implementation."

Compare: Replace�
text
[Old text]: "UserSuppliedFunctions-Weintendtoinvestigateaddingtheabilityfor"
[New text]: "PWRMINORVERSION-Added-Added"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "usertosupplyafunctionfor"
[New text]: "compiletimeconstantindicating"

Compare: Replace�
text
[Old text]: "purposes"
[New text]: "minorversion"

Compare: Delete�
text
"generatingastatistic,forexample.•MultiplePlatformSupport-Currently"

Compare: Replace�
text
[Old text]: "speciﬁcationonlyconsidersoperationonasingleplatform.Thereisnothingpreventingsupportingmultipleplatformsandexposingmultipleplatformsinasinglecontextinfutureversions.Thiswillbeconsideredfor"
[New text]: "PowerAPIversionsupportedby"

Compare: Replace�
text
[Old text]: "nextreleaseinconjunctionwiththeCoexistenceofImplementationissue."
[New text]: "implementation."

Compare: Replace�
text
[Old text]: "GenerationCounter-Weintend"
[New text]: "PWRRETWARNNOTOPTIMIZED-Added-Newwarningreturncode"
The following text attributes were changed: 
   font

Compare: Replace�
text
[Old text]: "considertheadditionofagenerationcountercapabilitytobeusedinconjunctionwithcounters"
[New text]: "indicate"

Compare: Delete�
text
"have"

Compare: Replace�
text
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Abstract

Measuring and controlling the power and energy consumption of high performance computing
systems by various components in the software stack is an active research area [[13}13}15,110} 4,21,
19.116,17, 117,20, 18, 11} 1} 16, 14} 12]. Implementations in lower level software layers are beginning
to emerge in some production systems, which is very welcome. To be most effective, a portable
interface to measurement and control features would significantly facilitate participation by all
levels of the software stack. We present a proposal for a standard power Application Programming
Interface (API) that endeavors to cover the entire software space, from generic hardware interfaces
to the input from the computer facility manager.
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Chapter 1

Introduction

Achieving practical exascale supercomputing will require massive increases in energy efficiency.
The bulk of this improvement will likely be derived from hardware advances such as improved
semiconductor device technologies and tighter integration, hopefully resulting in more energy ef-
ficient computer architectures. Still, software will have an important role to play. With every
generation of new hardware, more power measurement and control capabilities are exposed. Many
of these features require software involvement to maximize feature benefits. This trend will allow
algorithm designers to add power and energy efficiency to their optimization criteria. Similarly,
at the system level, opportunities now exist for energy-aware scheduling to meet external utility
constraints such as time of day cost charging and power ramp rate limitations. Finally, future ar-
chitectures might not be able to operate all components at full capability for a range of reasons
including temperature considerations or power delivery limitations. Software will need to make
appropriate choices about how to allocate the available power budget given many, sometimes con-
flicting considerations.

For these reasons, we have developed a portable API for power measurement and control. This
Power API provides multiple levels of abstractions to satisty the requirements of multiple types of
users [9]. The remainder of this document describes the details of this Power API specification.

1.1 Background

We draw our inspiration from efforts such as the MPI forum’sﬂ process. We seek to develop a de
facto standard, led by a neutral national laboratory, which is funded by a neutral federal agency.
Community involvement is critical to the effort. The laboratory team has been garnering participa-
tion by making presentations at workshops and operational group meetings. We desire community
participation from university and other researchers, as well as HPC practitioners. Concurrent with
the specification development, the authors are creating a reference implementation comprising a
subset of the overall API functionality. This task is important to ensure that the specification is
usable. The ultimate goal, however, is that vendors of the hardware and software components
provide their own implementations. It is likely that some portion of these functions have already
been written by vendors, but with slightly different calling arguments. For portability sake, we are

Thttp://www.mpi-forum.org
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hopeful that the specific implementations can be melded to this proposed community API.

1.2 Motivation

The introductory paragraph above, offers a few examples where a Power API would be useful.
This document’s abstract provides references to a small subset of the current research activities
that would benefit from a community-adopted power API. Additional, more fleshed out examples
are described in the appendices of the Power/Energy Use Cases for High Performance Computing
document [9]. To provide the proper mindset for reading this document, we offer the following
list as well.

e A jobisentering a checkpoint phase. The application requests a reduced processor frequency
during the long 1/O period.

e A developer is trying to understand frequency sensitivity of an algorithm and starts a tool
that analyzes performance and power consumption while the job is running.

e Once an application’s power signature is analyzed, future job submissions give power hints
to the resource manager.

e A data center has a maximum of capacity of nn MW. One HPC system is down for extended
maintenance. Other systems can have a higher maximum power cap.

e For electric bills based on peak usage periods, determine a maximum HPC load that mini-
mizes loss of HPC use. Then direct the scheduler to enforce that peak usage.

1.3 Use Case Development

The Power/Energy Use Cases for High Performance Computing document [9] identifies the re-
quirements for the Power API. Rather than a list, the requirements are specified as formal use
cases employing the ISO/IEC 19501:2005 Unified Modeling Language (UML) standard, which is
described in the reference manual by Booch, et al. [2]. While the term use case has come to be
almost synonymous with scenario, the standard defines a use case model. The use case model does
include scenario-like requirement specifications, but it also clearly identifies the roles and scope
of the requirements. For this document, the key concepts from the use case model are actor and
system. Each identified actor plays a distinct role in using the power API. Actors can be persons,
other systems, or something else (e.g. cron, asynchronous event, etc.). For the Power API use
case model, an HPC computer is broken down into logical systems. By breaking down the re-
quirements into this use case model, we can clearly see the demarcation points requiring an API
between external actors and each system. And by subsequently viewing systems as actors to the
other systems, we obtain the complete set of necessary interfaces.
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Figure 1.1: Top Level Conceptual Diagram representing the culmination of all Use Case Diagrams
covered.

The specific actor/system pairs used for the power API are shown in Figure [I.1] The external
actors are shown on the left portion of the diagram. Systems are shown as rectangles. The four
systems conjoined with the actor symbol also serve as actors for some use cases. The ten sections
within Chapter [§] provide the'functions for the ten actor/system (pairs) The two missing interfaces
are Facility Manager to Facility Hardware and Facility Manager to HPCS manager. These were in-
cluded in the use case model to identify the boundaries of the specification and recognize important
points of information input.

15



Compare: Replace�

text

[Old text]: "Facility"
[New text]: "FacilityHPCS"
The following text attributes were changed: 
   fill color, size



Compare: Delete�

text

"HPCS"



Compare: Replace�

text

[Old text]: "5"
[New text]: "6"



Compare: Replace�

text

[Old text]: "thefunctions"
[New text]: "functionspeciﬁcations"



Compare: Replace�

text

[Old text]: "pairs."
[New text]: "pairs(Role/Systempairsinthespeciﬁcation)."





1.4 Security Model

The specification assumes traditional hardware (e.g. protection rings) and operating system sup-
port for access control. Implementations should only need traditional restrictions based on au-
thenticated individual identity and/or the groups to which the individual belongs. A super user is
likely needed as well. Depending on the implementation, the context structure (Section may
be sufficiently protected to allow for secure storage of access information. Future releases of the
specification will address security and policy considerations in more detail.
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Chapter 2

Theory of Operation

2.1 Overview

This section discusses many of the foundational concepts leveraged throughout the Power API
specification. It should be noted that many terms commonly used when discussing object oriented
languages are used in this section and the document as a whole. The use of these terms in no way
implies that the Power API specification must be implemented using an object oriented language.
We have attempted to achieve two goals, listed in order of priority: 1) programmer portability,
where the programmer is the user of the API, and 2) the latitude of the implementor who will often
become the user of the API benefitting from our first priority.

2.2 Power API Initialization

Using any of the Power API interfaces requires initialization. Initializaton returns a context. In
the specification, the context is defined as an opaque pointer. This approach was taken to allow
the maximum amount of flexibility to the implementor. The context returned will contain (act
as the entry point to) the system description that is exposed to the user, all policy and privilege
information, basically everything the user of the API requires to perform the functionality specified
by the API. The system description is not required to be changed or updated during the life of a
specific context. Initialization is accomplished by calling PWR_CntxtInit () (section{4.I).

2.3 Roles

The Power API specification leverages the concept of Roles. Roles represent the different types of
users that exist which include:

e Application The application or application library executing on the compute resource. May
also include run-time components running in user space.

e Monitor and Control Cluster management or Reliability Availability and Serviceability
(RAS) systems, for example.
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e Operating System Linux or specialized Light Weight Kernels which are found on HPC
platforms and potentially portions of run-time systems.

e User The user of the HPC platform.

e Resource Manager This can include work load managers, schedulers, allocators and even
portions of run-time systems.

e Administrator The system administrator or HPC platform manager.

e HPCS Manager The individual or individuals responsible for managing policy for the HPC
platform, for example.

e Accounting Individual or software that produces reports of metrics for the HPC platform.

These brief definitions are not meant to be exhaustive. Roles are analogous with the Actors dis-
cussed in section In some cases roles become the system that other roles interact with. [These
interactions'or interfaces are described in chapter[5p The user of the API is required to specify what
role they will assume when interacting with the system upon initialization of the API.

2.4 System Description

The system description is the view of the system exposed to the user upon initialization via the
context that is returned. Figure [2.1] depicts an example of a system description showing a hierar-
chical arrangement of objects. All object types listed in the specification must be defined by any
implementation, but do not have to be used in the system description. The implementation chooses
which objects will be employed in the system description and how they will be arranged. An ob-
ject can only have a single parent but may have multiple children. Currently, a system description
may only describe a single platform and have a single object of type Platform which represents
the top of the hierarchy. Later revisions of the specification may include the ability to combine
multiple platforms in the system description. This might be useful, for example, in representing an
entire datacenter. While figure [2.1|{depicts a homogeneous system description, homogeneity is not
a requirement. In practice a system description can be heterogeneous and unbalanced.

To summarize the requirements:

e The Platform object type must be defined by the implementation and must appear at the
top of the system description.

e All object types in this specification must be defined in any implementation. The use of the
object types, with the exception of the Platform object type, is optional.

e Objects can only have one parent but may have many children. Currently the Platform
object has no parent since it appears at the top of the system description. This will likely
change in future versions of the specification.

The following is a list of the object types currently included in the specification along with a
short description of each.

e Platform - Currently, the one and only Platform object is the top level object of the system
description exposed to the user of the API. The-Platform-object-is-intended-to-conceptually
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represent the entire Platform. For example, if the Platform object has a power or energy
measurement or control capability exposed through the Platform objects attributes the scope
of these attributes should be platform wide.

Cabinet - Objects of type Cabinet are intended to represent the cabinets or racks that act as
enclosures (or logical groupings) for the platform equipment. Beyond the utility of conve-
nient groups of lower level objects (equipment) Cabinets may have power or energy relevant
capabilities which can be exposed through attributes associated with each Cabinet object.
Chassis - Objects of type Chassis are intended to be used for finer grained organization of
objects within the higher level €abifiét object. Chassis, like €abinets may have power or
energy relevant capabilities that can be exposed to the user.

Board - Board objects offer another method of organization for underlying objects (equip-
ment). Boards may also have power and or energy relevant capabilities which can be exposed
through associated attributes. For example, a Board could contain the power supply and
the point of instrumentation for collecting power or energy samples for a N6de or multiple
Nodes.

Node - The Node type is probably one of the most universally important object types. Mea-
suring and controlling the power and or energy characteristics of a Node or multiple Nodes
(grouped into multiple Boards, Chassis or Cabinets) is important for a many reasons and pro-
vides a wide range of flexibility of configuration to the implementor. For example, on HPC
platforms a single application typically executes on many Nodes? Understanding the energy
use of an application run can be obtained by collecting the energy use (via the appropriate
Node attribute) for each node participating in that application execution. Node objects will
likely have many attributes exposing many power and energy relevant capabilities.

Socket - The Socket object is intended to represent the one or more processor sockets, or
other component types that can be thought of as sockets, that make up a Node. For example,
a single Node may be a dual Soecket (dual CPU) node. The implementor may choose to
enclose other component types (a NIC for example) within a Socket object, or add other
object types as they see fit to represent the architecture they are describing. They can also
decide to omit the use of this, or any other object type (currently other than Platform) in the
system description.

Power Plane - The Power Plane object is used to organize lower level objects (any types of
objects) within a power domain or single point of measurement and or control. For example,
a pair of cores may share a power plane within a socket. This configuration is depicted in
figure [2.1] This organization allows a pair of cores to be controlled from a single power
control point in the hierarchy for convenience. This object type allows these power and
energy relevant relationships to be expressed anywhere in the system description.

Core - Core objects are intended to represent the individual processor cores within multi=
core CPUs (or possibly GPUs). Modern architectures have an increasing number of cores
per CPU (or GPU). In the near future it is likely that an abstraction between Socket and core
would become useful as the number of cores increase. Physical and logical groupings of
cores already exist in current architectures.

Memory - The Memory object type is included to represent the growing range of memory
types that exist on HPC platforms. Individual cores, for example, have Memory in the form
of cache which the implementor may choose to organize differently from the main memory
of the Node or a tertiary level of memory such as NVRAM.
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e NIC - The NIC object is intended to represent the Network Interface €ard? As with many
other object types, the organization of a NIC in relation to Boards, Nodes or even Cores is
architecture dependent. The NIC object type is included in hopes that there are power and
energy relevant capabilities included in future NICs.

Additional object types may be defined by the implementor and placed anywhere in the hier-
archy as long as the previously stated rules are not violated. Ultimately, the object types defined
in this specification, and those added by the implementor, will be used to produce a system de-
scription describing the system presented to the user via the context returned upon initialization.
Objects are used as interfaces to underlying functionality. The specification does not assume state
is retained for objects. Additionally, the specification makes no guarantees with regards to race
conditions between processes or threads.

2.5 Attributes

Attributes are an important part of the Power API. A large amount of basic functionality is exposed
through the use of attributes. The term attribute is used somewhat conceptually since attributes
are sometimes implicit while others are explicitly defined as part of a required specification data
structure (page [26). Attributes are used for a number of reasons such as @avigation through the
system description, access to information or measurement (sensor information for example) and
control (setting a P-state for example). Global attributes are attributes that are present for every
object defined whether required by the specification or added by the implementor.

The following is the list of global attributes:

e name - Unique identifying (string) name of (©bject; s€e PWR_0b jGetName on page [36]

e entry point - The position in the hierarchy after{nitialization, sé€ PWR_CntxtGetEntryPoint
on page [35]

e type - The type of the @bject; €€ PWR_0bjGetType on page B5)

e parent - The parent of an object is the object that is above it in the hierarchy, see PWR_-
ObjGetParent on page[36P The only exception is the currently single platform object whose
parent is a pointer to NULL.

e children - Object or objects directly below an object in thehierarchy, séé PWR_0bjGetChild-

ren on page 37

Note, in the list above all the attributes listed are implicit. Explicit attributes are defined in
PWRmAttrName (page [26). The majority of the attributes defined in the specification, and likely
those added by an implémentation, are, and will be, explicit. The implicit attributes defined above
are primarily used for navigation and are accessed through attribute specific functions which can
befound in Section

Explicit attributes are either accessed through the generic attribute interface (Section or
attribute specific functions found in either the section describing the specific interface in which
they are used or in Chapter [d], Core (Common) Interface Functions.
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The attribute interface is intended to keep the specification from growing every time additional
functionality is either specified or added by an implementor. As long as the new functionality fits
within the defined attribute interfaces no additional API functions are required to be specified.

2.6 Metadata

Each object and object attribute pair can have additional descriptive metadata associated with it.
This information is often useful for getting a better understanding of the meaning of objects and
attributes and how to interpret the values read from attributes. Examples include a human readable
name and description strings, the list of values supported by an attribute, and measurement accu-
racy and precision. The metadata interface (see sectiond.5) returns information relevant to either a
specific object or a specific attribute of a specific object. A given attribute name may have different
metadata for different objects, even if the objects are of the same type (e.g., the voltage attribute of
two node objects may have different metadata accuracy values).

2.7 Thread Safety

Implementations of the Power API are not required to provide thread safety to multiple threads of
the same process. If necessary, users of the Power API must use locking or some other mechanism
to ensure that only one thread per process calls into the Power API at a time. This requirement only
applies to threads of the same process that may issue conflicting operations. Different processes
may make simultaneous Power API calls without any coordination. If thread concurrency within a
process is required, the PWR_CntxtInit function can be called multiple imeé to initialize multiple
Power API contexts. Multiple threads of the same process may then simultaneously call into the
Power API, so long as each thread operates on a different Power API context. For example, a
process with four threads may create four Power API contexts and associate one context with each
thread. The threads may then make Power API calls without any additional coordination, so long as
each thread operates only on its assigned context and the objects exposed by its assigned context.
Threads should not operate on objects exposed by another thread’s context without employing
locking or some other coordination mechanism.
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Chapter 3

Type Definitions

3.1 Opaque Types

The following type definitions are specified to be opaque pointers from the point of view of Power
APT users. Power API implementations will typically map these pointers to internal implementation-
specific state. The reason for using opaque pointers is to hide non-portable implementation details
from users and give implementors of the API maximum flexibility.

typedef void*x PWR_Cntxt;
typedef voidx PWR_Grp;
typedef void* PWR_0Obj;
typedef void* PWR_Status;
typedef voidx PWR_Stat;

3.2. Context Relevant Type Definitions

The PWR_CntxtType and PWR_Role types are required to be defined by all implementations of the
Power API. When a new Power API context is created, one value from each of these types is used
to determine the kind of context created (see section {.1). For PWR_CntxtType, the only required
value that an implementation must define is PWR_CNTXT_DEFAULT. This indicates that the new
context will only contain Power API functionality that is explicitly defined in the specification, with
no implementation-specific extentions present. Implementors may extend PWR_CntxtType with
additional values, such as PWR_CNTXT_VENDOR, to provide contexts with additional functionality.

We anticipate that most implementations of the Power API will define additional PWR_Cntxt-
Type values that provide additional functionality, such as vendor, platform, or model specific ex-
tentions. If an implementation extends the specification, the extensions should only be visible to
the user when they use a context that was created with an implementation-specific PWR_CntxtType
value. If the implementation-specific extensions are not available to the user, initialization using
an implementation-specific PWR_CntxtType value should result in failure. The user must always
be able to initialize a context using PWR_CNTXT_DEFAULT to to get a context containing only the
standard specification features.
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Differentiation between context types is the mechanism used by the Power API to enable ex-
tended vendor, platform or model specific capabilities while, at the same time, allowing portability
for applications or tools that only leverage standard specification features. For example, a tool
that leverages only the object and attribute types defined in the standard specification can initialize
a Power API context using PWR_CNTXT_DEFAULT and not have to worry about dealing with any
implementation-specific functionality. The context it receives will only provide functionality that
is explicitly defined by the Power API specification.

PWR_Role is used to specify the role that the user is acting in when they initialize a new context.
Additional roles may not be added by the implementor. Notice that there is a role defined for every
actor in Chapter S|="Interfaces? We intend that the user’s role will serve many purposes, such as
determining the view of the system that is provided within the context when combined with the
system the user is acting on. Roles can also be used to help determine the privilege of the user’s
context for purposes such as resolving the precedence of conflicting operations.

PWR _CntxtType

typedef Eenumpf
PWR_CNTXT_DEFAULT,
/%) PWR_CNTXT_VENDOR
} PWR_CntxtType;

PWR _Role

typedef enum {
PWREROLEWAPPy /* Application */
PWR_ROLE_MC, /* Monitor and Control */
PWR_ROLE_0S, /* Operating System */
PWR_ROLE_USER, /* User */
PWR_ROLE_RM, /* Resource Manager */
PWR_ROLE_ADMIN, /* Administrator */
PWR_ROLE_MGR, /* HPCS Manager */
PWREROLE®ACE /* Accounting */

} PWR_Role;

3.3 | Object Relevant Type Definitions

The PWR_ObjType type is required to be defined by all implementations of the Power API spec-
ification. Objects with types defined by PWR_0ObjType are used by the implementor to create the
system description (see section that is exposed to the user upon initialization. An implemen-
tation may extend this type by adding new object fypemames) which must be added immediately
prior to PWRZOBJZINVALID: The added implementation-specific object types will only be used by
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implementation-specific contexts (see section|3.2)3 Contexts that were initialized using the default
context, PWR_CNTXT_DEFAULT, will only expose objects types defined in the list below.

PWR _ObjType

typedef enum {
PWR_OBJ_PLATFORM,
PWR_OBJ_CABINET,
PWR_0OBJ_CHASSIS,
PWR_0OBJ_BOARD,
PWR_OBJ_NODE,
PWR_OBJ_SOCKET,
PWR_OBJ_CORE,
PWR_OBJ_POWER_PLANE,
PWR_0BJ_MEM,
PWR_0OBJ_NIC,
PWR_OBJ_INVALID

} PWR_0bjType;

3.4 . Attribute Relevant Type Definitions

The PWR_AttrName and PWR_AttrDataType types are required to be implemented. Both may
be extended by the implementor and exposed using an implementation specified context type (see
section [3:2)) If new PWR_AttrName entries are added it is required that the attribute name is
specified and commented as shown in the PWR_AttrName structure. Likewise, new types must
be added to the PWR_AttrDataType structure. IS important to note that the attribute interface
currently supports only numeric types. Attributes should only be added to this definition if they
can be meaningfully supported by the attribute interface (sectiond.4). Additional attributes must be
added prior to PWREATTRENUMSATTRS) The Attributes in PWR_AttrName expose what we consider
foundational measurement and control interfaces. Additional capabilities are and can be added
using additional ©@peration and often interface specific functions.

The PWR_AttrAccessError type is used to hold the error returns that are popped from the
PWR_Status handle (see section [3.1)) using the PWR_StatusPopError function (see page @3):
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PWR_AttrName

typedef enum {
PWR_ATTR_PSTATE = 0, /* uint64_t */
PWR_ATTR_CSTATE, /* uint64_t */
PWR_ATTR_CSTATE_LIMIT, /* uint64_t */
PWR_ATTR_SSTATE, /* uint64_t */
PWR_ATTR_POWER, /* double, iatts */
PWREATTRECURRENT® /* double, @mps */
PWREZATTREVOLTAGES /* double, joltage */
PWREATTREMAXSPOWERY /* double, Watts */
PWRZATTRzMINZPOWER® /* double, Watts */
PWREATTROFREQp /* double, Hz */
PWR_ATTR_ENERGY, /* double, doules */
PWR_ATTR_TEMP, /* double, Celsius */
PWR_ATTR_0S_ID, |/* uint64_t */
PWR_ATTR_NUM_ATTRS,
PWR_ATTR_INVALID = PWREATTRuNUMSATIRSS

} PWR_AttrName;

PWR_AttrDataType

typedef enum {
PWR_ATTR_DATA_DOUBLE,
PWR_ATTR_DATA_UINT64,
PWR_ATTR_DATA_INVALID,
} PWR_AttrDataType;

PWR_AttrAccessError

typedef struct {
PWR_Obj obj;
PWR_AttrName name;
int error;

} PWR_AttrAccessError;

3.5 1. Metadata Relevant Type Definitions

The PWR_MetaName type is required to be implemented. The type may be extended by the imple-
mentor and the additional capabilities may be exposed using an implementation specified context
type (see section[3:2)) If new PWR_MetaName items are @dded it is required that the metadata name
is specified and commented as shown in the PWR_MetaName definition. Additional metadata items
must be added prior to PWRzMDuNUMsMETAS:
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PWR_MetaName

typedef enum {
PWR_MD_NUM = 0, /#* uint64_t */
PWR_MD_MIN, /* either uint64_t or double, depending on attribute type */
PWR_MD_MAX, /* either uint64_t or double, depending on attribute type */
PWR_MD_PRECISION, /* uint64_t */
PWR_MD_ACCURACY, /* double */
PWR_MD_UPDATE_RATE, /* double */
PWR_MD_SAMPLE_RATE, /* double */
PWR_MD_TS_LATENCY, /* PWR_Time */
PWR_MD_TS_ACCURACY, |/* double */
PWR_MD_NAME_LEN, /* uint64_t, max strlen of PWR_MD_NAME x/
PWR_MD_NAME, /* char *, C-style NULL-terminated ASCII string */
PWR_MD_DESC_LEN, /* uint64_t, max strlen of PWR_MD_DESC */
PWR_MD_DESC, /* char *, C-style NULL-terminated ASCII string */
PWR_MD_VALUE_LEN, /* uint64_t, max strlen returned by PWR_MetaValueAtIndex */
PWR_MD_VENDOR_INFO_LEN, /* uint64_t, max strlen of PWR_MD_VENDOR_INFO */
PWR_MD_VENDOR_INFO, /* char *, C-style NULL-terminated ASCII string */
PWR_MD_NUM_METAS

} PWR_MetaName;

3.6 Error Return Definitions

The following required definitions are the available error returns for the functions described in this
specification. IS is anticipated that this list will grow. The implementor is also free to add error
returns to express conditions not currently covered in the specification and expose them using an
implementation specified context type (see section[3:2)3 The range -127 through 128 are reserved
for use by the Power API specification. Positive numbers greater than zero are to be used for
warnings.

#define |PWR_RET_SUCCESS 0O
#define PWR_RET_FAILURE -1
#define PWR_RET_NOT_IMPLEMENTED -2
#define PWR_RET_EMPTY -3
#define PWR_RET_INVALID -4
#define PWR_RET_LENGTH -5
#define PWR_RET_NO_ATTRIB -6
#define PWR_RET_NO_META -7
#define PWR_RET_READ_ONLY -8
#define PWR_RET_BAD_VALUE -9
#define PWR_RET_BAD_INDEX -10
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3.7 Time Related Definitions

PWR_Time is defined as a 64'bit value used to holdtimeé=stamps in nanoseconds for a wide range of
functionality. For those ié=stamps) that are to be used in relation to an epoch, midnight January
Ist, 1970 will be considered the beginning of the epoch. This will provide for hundreds of years to
be expressed from the epoch point, which is sufficient for the purposes of the Power API. PWR_-
Time is also used for other structures designed to record time values (PWRZStatTimes; page [29) for
example). PWR_TIME_UNINIT is used as an indicator that the time value has not been initialized.
This is intended to allow the implementation to make decisions on how a function is being used
based on whether a time value has been specified or not (for example, the Statistics functions in
section [4.6). PWR_TIME_UNKNOWN is an output, which indicates that the time of an event was not
recorded. For example, a maximum value for an attribute could be known for a given time period,
but the instant at which the maximum occurred is unknown. ,Defining PWR_Time, PWR_TIME_-
UNINIT, and PWReTIMEsUNKNOWN as specified is required.

typedef @mt64uty PWR_Time;
#define PWR_TIME_UNINIT O
#define PWR_TIME_UNKNOWN O

3.8 i Statistics Relevant Type Definitions

The PWR_AttrStat type includes the list of currently defined statistics potentially available to the
user of (this Specification: Potentially, because this feature requires either direct device or software
implementation support. Statistics are generated on a per-attribute basis (see PWR_AttrName on
page[20)). The PWR_StatTimes type allows for three time-stamps, start, stop-and instant. Instant is
available to indicate when a statistically significant event occurred within the window delineated by
start and stop. For example, if the user requests the PWR_ATTR_STAT _MAX statistic for PWR_ATTR_-
POWER, the start and stop times will indicate the window of time over which the maximum value
was calculated. The instant would.indicate the instant in time.the maximum value occurred. The
statistics type definitions are required to be implemented and are used with the statistics functions

(see section [4.6)).

PWR_AttrStat

typedef enum {
PWR_ATTR_STAT_MIN,
PWR_ATTR_STAT_MAX,
PWR_ATTR_STAT_AVG,
PWR_ATTR_STAT_STDEV,
PWR_ATTR_STAT_CV,
PWR_ATTR_STAT_ETC

} PWR_AttrStat;
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PWR StatTimes

typedef struct {
PWR_Time start;
PWR_Time stop;
PWR_Time instant;
} PWR_StatTimes;

3.9 . OS Hardware Interface Type Definitions

The following definitions are used in the Operating system to Hardware interface described in sec-
tion [5-1P Each definition will be described below along with its specification. All of the definitions
in this section are required, even if the corresponding OS/HW functions are not implemented.

PWR OperState

The PWR_OperState type is used to describe the state being requested by OS to Hardware interface
functions that require power/performance state information such as [P=State; C-State information.
Both c_state_num and p_state_num must be provided.

typedef struct {
int c_state_num;
int p_state_num;
} PWR_OperState;

3.10 Application OS Interface Type Definitions

The following definitions are primarily used in the Application to Operating system interface de-
scribed in section [5:33)) Each definition will be described below along with its specification. All
of the definitions in this section are required, even if the corresponding App/OS functions are not
implemented.

PWR _RegionHint

The PWR_RegionHint type is an abstraction intended to allow the application to communicate
power and performance significant information to the operating system. It is used in conjunction
with PWR_RegionIntensity to describe the type and extent of the behavior described for a given
execution region. This information can then be used to fune components, with the intent being a
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more power/performance efficient use of the components results. For example, if an application is
going into a serial region, the performance of the application may benefit from the core running the
serial portion of the code at a higher frequency, thereby completing that serial portion faster. Since
the application is in a serial portion, the implementation may determine that the remaining cores
may be put into a more power efficient state (a sleep state for example), thus possibly resulting in
both a performance increase and a decrease in the amount of power/energy the application uses.
Regions may be specified as PWR_REGION_DEFAULT to indicate that the application is no longer
providing a hint as to the region characteristics of currently executing code.

typedef enum {
PWR_REGION_DEFAULT,
PWR_REGION_SERIAL,
PWR_REGION_PARALLEL,
PWR_REGION_COMPUTE,
PWR_REGION_COMMUNICATE,
PWR_REGION_IO,
PWR_REGION_MEM_BOUND

} PWR_RegionHint;

PWR _RegionIntensity

The PWR_RegionIntensity type is an abstraction of a given level of intensity for a PWR _Region-
Hint. It provides five levels of intensity as well as PWR_Region_INT_NONE, which can be used in
the case where the intensity is not known, is not applicable, or in cases where the operating system
or runtime may be better equipped to determine the intensity of a given code region.

typedef enum {
PWR_REGION_INT_HIGHEST,
PWR_REGION_INT_HIGH,
PWR_REGION_INT_MEDIUM,
PWR_REGION_INT_LOW,
PWR_REGION_INT_LOWEST,
PWR_REGION_INT_NONE

} PWR_RegionIntensity;

PWR SleepState

The PWR_SleepState type is a high level abstraction of the different sleep state levels that may
be provided on a given system. The sleep levels are translated into the appropriate hardware level
constructs by lower layers of the PowerAPI.
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typedef enum {
PWR_SLEEP_NO,
PWR_SLEEP_SHALLOW,
PWR_SLEEP_MEDIUM,
PWR_SLEEP_DEEP,
PWR_SLEEP_DEEPEST
} PWR_SleepState;

PWR _PerfState

The PWR_PerfState type is an abstraction meant to describe the different possible performance
states in which hardware may be placed.

typedef enum {
PWR_PERF_FASTEST,
PWR_PERF_FAST,
PWR_PERF_MEDIUM,
PWR_PERF_SLOW,
PWR_PERF_SLOWEST
} PWR_PerfState;
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Chapter 4

Core (Common) Interface Functions

Core, or so called Common, interface functions are functions that can be used, at least in par,
by most of the interfaces described in the Power API specification. Core functions include the
following areas:

o Initialization, required to use any of the functionality described in this specification,

e Navigation functions allow the user to traverse the system description and discover infor-
mation about the underlying platform,

e Group functions, primarily a convenience abstraction,

o Attribute functions expose measurement and control functionality,

e Metadata functions allow the user to access additional information about objects and at-
tributes (often device or instrumentation specific information),

e Statistics functions are used to generate statistical information based on fundamental at-
tribute information (measurements),

and other functionality that is common across a number of interfaces.

4.1 Initialization

Initialization using PWR_CntxtInit is required to use any of the functionality documented in this
specification. The user supplies the type of the context requested and their role. Currently, the
specification’s only required context type is PWR_CNTXT_DEFAULT. The context type is intended
to be one way in which the implementor can distinguish their implementation from the standard
specification and other implementations (see section3.2)3 The user must also supply their role (see
page [24] for the PWR_Role definition). One purpose of specifying the role is to convey what type
of user they intend to be, and therefore, how they would like to interact or how the underlying im-
plementation manages the privileges granted to the user/role combination. A system administrator
(PWR_ROLE_ADMIN) will desire and require different capabilities, privileges and level of abstrac-
tion than the application user (PWR_ROLE_APP), for example. The user also has the opportunity to
specify a name that will be associated with the context. This feature is anticipated to be useful in
supporting advanced functionality. Initialization returns a context to the user. The context contains
the user’s view of the system, dependent on what type of context was requested, the user’s role
and implementation specifics. The system description that the user is exposed to must conform to
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the rules outlined in the specification (see sections [2.2] and [2.4). The context should be destroyed
(cleaned up) by using the PWR_CntxtDestroy function when no longer needed.

Function Prototype PWR_CntxtInit()

The PWR_CntxtInit function is ised to [nitializ€ prior o) using any function'listedin'the Power
API specification.

PWR_Cntxt PWR_CntxtInit( PWR_CntxtType type,
PWR_Role role,
const char* name );

Argument(s) Input Description
and/or
Output
PWR_CntxtType type Input The requested context type (see page @
PWR_Role role Input The role of the user (see page 24)p
const char* name Input User specified string name to be associated
with the context.

Return Code(s) Description
PWR_Cntxt A valid context is returned upon SUCCESS
NULL A null pointer is returned upon FAILURE

Function Prototype for PWR_CntxtDestroy()

The PWR_CntxtDestroy function is used to destroy (clean up) the context obtained with PWR_-
CntxtInit.

int PWR_CntxtDestroy( PWR_Cntxt context );

Argument(s) Input Description
and/or
Output
PWR_Cntxt context Input The context obtained using PWR_CntxtInit
the user wishes to destroy.

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
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4.2 Hierarchy Navigation Functions

Hierarchy navigation (also called discovery) is accomplished using attributes (EntryPoint, Type,
Parent and Children) that are implicit to every object in the system description whether defined in
the specification or added by the implementor. Navigation is accomplished using these attributes,
through the associated function calls, within the context made available to the user upon initializa-
tion. After initialization the first call will generally be PWR_CntxtGetEntryPoint to determine
the user’s current position in the system hierarchy provided within the user’s context. Depending
on the user, the interface and the role, the context could contain a view of the entire system descrip-
tion or a subset of the system description. Navigating through the hierarchy is accomplished with
PWR_ObjGetParent to navigate up and PWR_0bjGetChildren to navigate down. To understand
what kind of object was returned with either of these calls the user can utilize PWR_0ObjGetType
call. The name of the object can be discovered using the PWR_0b jGetName function and if the user
has a name, the associated object can be discovered using the PWR_CntxtGet0ObjByName function.

Function Prototype for PWR_CntxtGetEntryPoint()

The PWR_CntxtGetEntryPoint call is typically used immediately following initialization. Given
the context obtained with PWR_CntxtInit, PWR_CntxtGetEntryPoint returns the users current
location, the object the user is currently pointing to in the system description contained in the
context.

PWR_0Obj PWR_CntxtGetEntryPoint( PWR_Cntxt context );

Argument(s) Input Description
and/or
Output

PWR_Cntxt context Input The user’s context.

Return Code(s) Description

PWR_0bj Returns the object representing the user’s current position
in the system hierarchy upon SUCCESS.

NULL A null pointer is returned upon FAILURE

Function Prototype for PWR_ObjGetType()

The PWR_0bjGetType function returns the type of the object specified. See page[25|for valid object
types.
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PWR_ObjType PWR_ObjGetType( PWR_Obj object );
Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user wishes to determine
the type of.
Return Code(s) Description
PWR_0ObjType Type of the specified object upon SUCCESS
PWR_OBJ_INVALID Upon FAILURE

Function Prototype for PWR_ObjGetName()

The PWR_0bjGetName function returns the name of the object specified. See page 37| to get the
object based on the unique name using PWR_CntxtGet0ObjByName.

const char* PWR_ObjGetName( PWR_Obj object );
Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user wishes to determine
the name of.
Return Code(s) Description
const charx Name of the specified object upon SUCCESS
NULL Upon FAILURE

Function Prototype for PWR_ObjGetParent()

The PWR_0bjGetParent function returns the object immediately above the specified object in the
system description available to the user through the current context.

PWR_Obj PWR_ObjGetParent( PWR_Obj object );
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Argument(s) Input Description
and/or
Output
PWR_0Obj object Input The object that the user wishes to determine
the parent of.
Return Code(s) Description
PWR_0bj The parent object of the specified object upon SUCCESS
NULL Upon FAILURE

Function Prototype for PWR_ObjGetChildren()

The PWR_0bjGetChildren function returns the child or children of the specified object. A group
(PWR_Grp) is returned regardless of whether the object has one or many children. Children are
immediate siblings of the specified object. The user is responsible for destroying the group when
no longer needed (see PWR_GrpDestroy B9):

PWR_Grp PWR_ObjGetChildren( PWR_Obj object );

Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user wishes to determine
the children of.

Return Code(s) Description

PWR_Grp Group of objects (possibly a group of one object) ©f the
children of the specified object upon SUCCESS

NULL Upon FAILURE

Function Prototype for PWR_CntxtGetObjByName()

The PWR_CntxtGetObjByName function returns the object given the context and unique object
name. See page [36|to get the name of a specified object using PWR_ObjGetName.

PWR_Obj PWR_CntxtGetObjByName( PWR_Cntxt context,
const char* name );
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Argument(s) Input Description
and/or
Output
PWR_Cntxt context Input The context containing the object that the
user wishes to retrieve given its unique name.
Note, the object may be present in the system
but not available to the user through the cur=
rent context.

const char * name Input The unique name of the object that the user
wishes to retrieve.

Return Code(s) Description

PWR_0Obj The object associated Withe the unique specified name upon
SUCCESS

NULL Upon FAILURE

4.3 Group Functions

Group functions are provided as a convenience in situations, for example, where an operation, or
operations are required to be executed on multiple objects. Rather than executing the same oper-
ation multiple times, once for each object, some operations provide a group variant to streamline
this type of functionality. Groups can be dynamically created (PWR_GrpCreate) when needed and
can exist for short periods of time and destroyed with PWR_GrpDestroy, or exist for the duration
of the users context.

Function Prototype for PWR _GrpCreate()

The PWR_GrpCreate function is used to create a new group which will be associated with and
unique to the users context.

PWR_Grp PWR_GrpCreate( PWR_Cntxt contexts
const char* name );

Argument(s) Input Description
and/or
Output
PWR_Cntxt context Input The users context that the group, when cre-
ated, will exist-and be ¥iSiblelin:
const charx name Input The mame of the group, assigned by the user
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Return Code(s) Description
PWR_Grp Upon SUCCESS (empty group)
NULL Upon FAILURE

Function Prototype for PWR _GrpDestroy()

The PWR_GrpDestroy function is used to destroy (clean up) a group created by a user.

int PWR_GrpDestroy( PWR_Grp group );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting on
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR (GrpGeétName()

The PWRuGrpGetName function is used to @et the name of the Specified group. See page 42} to get
a group given the unique name of the group using PWR_CntxtGetGrpByName.

const char* PWR_GrpGetName( PWR_Grp group );

Argument(s) Input Description
and/or
Output

PWR_Grp group Input The group that the Usér'is acting on

Return Code(s) Description

const charx The mame of the specified group tipon SUCCESS. This
pointer is only valid while the ,group is‘valid."When jthe
group is destroyed the pointer becomes invalid.

NULL Upon FAILURE
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Function Prototype for PWR_GrpGetNumObjs()

The PWR_GrpGetNum0Objs function is used to get the number of objects contained in the specified
group.

int PWR_GrpGetNumObjs( PWR_Grp group );

Argument(s) Input Description
and/or
Output

PWR_Grp group Input The group that the user is acting on

Return Code(s) Description

int The number of objects contained in the specified group
upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_GrpGetObjByIndx()

The PWR_GrpGetObjByIndx is used to get the object from the specified group at the specified
index.

PWR_Obj PWR_GrpGetObjByIndx( PWR_Grp group,
int index );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting on
int index Input index within the specified group of the de-
sired (Object

Return Code(s) Description

PWR_0bj The object at the index within the specified groupsupon
SUCCESS

NULL Upon FAILURE
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Function Prototype for PWR_GrpAddObj()

The PWR_GrpAddObj function is used to add a specified object to a specified group.

int PWR_GrpAddObj( PWR_Grp group,
PWR_Obj object );

Argument(s) Input Description

and/or

Output
PWR_Grp group Input The group that the user is acting on
PWR_0Obj object Input The object to be added to the specified group
Return Code(s) Description
PWR-_RET_-_SUCCESS Upon SUCCESS
PWR-_RET-_FAILURE Upon SUCCESS

Function Prototype for PWR_GrpRemoveObj()

The PWR_GrpRemove0bj function is used to remove a specified object from a specified group.

int PWR_GrpRemoveObj( PWR_Grp group,
PWR_Obj object );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting on
PWR_Obj object Input The object to be removed from the specified
group
Return Code(s) Description
PWR_RET_SUCCESS UponSUCCESS
PWR_RET_FAILURE Upon FAILURE
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Function Prototype for PWR_CntxtGetGrpByName()

The PWR_CntxtGetGrpByName function returns the object given the context and unique group
name.

PWR_Grp PWR_CntxtGetGrpByName( PWR_Cntxt context,
const char* name );

Argument(s) Input Description
and/or
Output
PWR_Cntxt context Input The context containing the group that the
user wishes to retrieve given its unique name.
const char * name Input The unique name of the group that the user
wishes to retrieve.

Return Code(s) Description

PWR_Grp The group associated Withe the unique specified nameupon
SUCCESS

NULL Upon FAILURE

4.4 Attribute Functions

The Attribute functions make up the foundation of the Power API specification, providing measure-
ment (get) and control (set) interfaces for a wide range of power and energy related functionality.
Get and set interfaces are provided for single attribute/single object, multiple attribute/single ob-
ject, single attribute/multiple objects (group) and multiple attributes/multiple objects (group). In
each case the user specifies the attribute or attributes to get or set. The valid attribute names are
defined in the PWR_AttrName structure (see page [26). A complete list of all the valid attributes
and their meanings can be found in table section The {time=stamp is a critical part of the
get (measurement) interface for power and energy related information. It is very important that
the time-stamp returned (PWR_Time) be an accurate representation of when the value returned was
measured; not when the function was called. It is required by the specification that the value re-
turned is the value that was measured as close as possible to when the get function was called. The
quality of the measurement and fimé=stamp) are device and implementation dependent. Information
about each attribute can be obtained through the metadata interface, described in section
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Function Prototype for PWR_ObjAttrGetValue()

The PWR_0ObjAttrGetValue function is provided to get the value of a single specified attribute
(PWR_AttrName attr)from asingle specified©bjéct: The time=stamp returned (PWRITime) should
accurately represent when the value was measured.

int PWR_ObjAttrGetValue( PWR_Obj object,
PWR_AttrName attr,
voidx (bufy
PWR_Time* &s)5

Argument(s) Input Description

and/or

Output
PWR_Obj object Input The object that the user is acting on
PWR_AttrName attr Input The attribute the user wishes to access (get),

see the PWR_AttrName type definitionin sec-
tion 3.4}

void* buf Output The @user provided void pointer to jthe jstor-
age (buf)-allocated to hold the ¥alue of the
attribute requested

PWR_Time* ts Output The user provided pointer to the storage al-
located for a PWR_Time structure, see section
The-function—call-populates the strue-

ture:
Return Code(s) Description
PWR-RET-SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

PWR_RET_NOT_IMPLEMENTED | Returned'when'the requested attribute is not supported for
the object or object instance.

Function Prototype for PWR_ObjAttrSetValue()

The PWR_0bjAttrSetValue function is provided to set the value of a single specified attribute
(PWR_AttrName attr) of a single specified Object:

int PWR_ObjAttrSetValue( PWR_Obj object,
PWR_AttrName attr,
void* bub );
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Argument(s) Input Description
and/or
Output
PWR_Obj object Input The object that the user is acting on
PWR_AttrName name Input The attribute the user wishes to access (set),
see the PWR_AttrName type definition in sec-
tion[3.4]
void* buf Input The user provided void pointer to the stor-
age allocated which holds the value of the
attribute to be set
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

PWR_RET_NOT_IMPLEMENTED

Returned when the requested attribute is not supported for
the object or object instance.

Function Prototype for PWR _StatusCreate()

The PWR_StatusCreate function is provided to create the PWR_Status structure that will be
used in functions that perform multiple operations and potentially return individual statuses for
each operation. It is up to the implementation to create the appropriate amount of storage for
the PWR_Status structure based on the implementation and the number of statuses that will be
held. For example see PWR_ObjAttrGetValues on page @6} Note, PWR_Status is an opaque
handle, its backing definition is determined by the implementor (see [3.1)). It is intended that the
implementation only allocate space for failed operations. Errors are read from the PWR_Status by
popping them off the structure which requires the structure to only be as large as the number of

error returns require.

PWR_Status PWR_StatusCreate( );

Return Code(s) Description
PWR_Status Upon SUCCESS
NULL Upon FAILURE

Function Prototype for PWR _StatusDestroy/()

The PWR_StatusDestroy function is provided to destroy the PWR_Status structure created using
PWR_StatusCreate (see page @] Note, PWR_Status is an opaque handle, its backing definition

is determined by the implementor (see [3.1)).
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int PWR_StatusDestroy( PWR_Status status );

Argument(s) Input Description
and/or
Output
PWR_Status status Input The PWR_Status structure the user wishes to
destroy.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _StatusPopError()

The PWR_StatusPopError function is provided to iterate through the PWR_Status structure cre-
ated using PWR_StatusCreate (see page @) and populated using any of the function calls that
leverage this structure. Using this method allows the PWR_Status structure to only grow as large as
necessary storing only error returns. Note, PWR_Status is an opaque handle, its backing definition

is determined by the implementor (see [3.1).

int PWR_StatusPopError( PWR_Status status,
PWR_AttrAccessError* error );

Argument(s) Input Description
and/or
Output
PWR_Status status Input The PWR_Status structure the user wishes to
examine (iterate over).
PWR_AttrAccessError* Output Pointer to a PWR_AttrAccessError struc-
error ture (see page [26)) to hold the status that is
popped from the PWR_Status structure.

Return Code(s) Description

PWR_RET_SUCCESS UpoenSUCCESS

PWR_RET_EMPTY Returned when all errors have been popped
PWR_RET_FAILURE Upon FAILURE
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Function Prototype for PWR StatusClear()

The PWR_StatusClear function is provided to clear a previously used PWR_Status structure cre-
ated using PWRuStatusCreate (see page [@#4)) basically allowing reuse of the same structure if
multiple calls are executed and examined in sequence. Note, PWR_Status is an opaque handle, its
backing definition is determined by the implementor (see [3.1)).

int PWR_StatusClear( PWR_Status @tatus)

Argument(s) Input Description
and/or
Output
PWR_Status status Input The PWR_Status structure the user wishes to
clear (reuse).

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_ObjAttrGetValues()

The PWR_0ObjAttrGetValues function is provided to get the value of multiple specified attributes
listed in the PWR_AttrName attrs[] array from a single specified object — get multiple attribute
values from a single object. The ime=stamps returned in the PWR_Time ts[] array should ac-
curately represent, and correspond sequentially, with the time each value returned was measured.
If the function fails for one or more attributes, the PWR_Status ;structure ,can be examined for
additional information regarding the failure using PWR_StatusPopError (see page @3):

int PWR_ObjAttrGetValues( PWR_0bj object,
int count,
PWR_AttrName attrs[],
void * buf,
PWR_Time ts[],
PWR_Status status );
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Argument(s) | Input Description

and/or
Output
PWR_Obj object Input The object that the user is acting on
int count Input The number (count) of @EmMbErs in the
PWR_AttrName array and PWR_Time param-
eter. The buf must be of Sufficient'size to
hold count values of the specified attribute
name.
PWR_AttrName attrsl] Input Array of attributes the user wishes to access
from the specified object.
void* buf Output Space allocated by the UiSersufficienttohold

count number of attribute values returned
from operation.

PWR_Time ts[] Output User provides storage for output array of in-
dividual timestamps (of type PWR_Time) as-
sociated with each individual value returned
(in buf).

PWR_Status status Output Opaque handle. References the return sta-
tus information #6¢ each individual attribute.
if overall return status is PWR_RET_FAILURE

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon (FAILURE (examine PWR_Status for'individual'sta-
tus returns for each attribute operation).

Function Prototype for PWR_ObjAttrSetValues()

The PWR_0bjAttrSetValues function is provided to set the value of multiple specified attributes
in the (PWR_AttrName attrs[]) array of a specified object — set multiple attribute values of a
single object. If the function fails for one or more attributes, the PWR_Status structure can be
examined for additional information regarding the failure using PWRzStatusPopError (see page

[3)).

int PWR_ObjAttrSetValues( PWR_0bj object,
int count,
PWR_AttrName attrsl[],
void * buf,
PWR_Status status );
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Argument(s) | Input Description

and/or
Output
PWR_0Obj object Input The-object that the-user-is-acting on
int count Input The number (count) of @EmMbErs in the
PWR_AttrName array and the number of at-
tribute values stored in buf.
PWR_AttrName attrs[] Input Array of attributes the user wishes to access
from the specified object.
void* buf Input Space allocated by the user containing the

values'(count) for each attribute thatwill'be
set by this operation.

PWR_Status status Output Opaque handle. References the return sta-
tus information f6f each individual attribute.
if overall return status is PWR_RET_FAILURE

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon (FAILURE (examine PWR_Status for'individual sta-

tus returns for each attribute operation).

Function Prototype for PWR_ObjAttrIsValid()

The PWR_ObjAttrIsValid function is used to determine if a specified attribute (PWR_AttrName
attr) is valid for @ specified object.

int PWR_ObjAttrIsValid( PWR_Obj object,
PWR_AttrName attr );

Argument(s) Input Description
and/or -
Output
PWR_Obj object Input The object that the user is acting on
PWR_AttrName attr Input The attribute the user wishes to confirm is
valid for the specified object. See the PWR_-
AttrName type definition in section 3.4}

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR-_RET-_FAILURE Upon FAILURE
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Function Prototype for PWR_GrpAttrGetValue()

The PWR_GrpAttrGetValue function is provided to get the value of a single specified attribute
(PWR_AttrName attr) from all the objects in a specified group (PWRZGEP) = get a single attribute
value from multiple objects. The timeé=stamps returned in the PWR_Time ts[] array should ac-
curately represent, and correspond sequentially, with the time each value returned was measured.
If the function fails for one or more attributes, the PWR_Status ;structure; can be examined for

additional information regarding the failure using PWR_StatusPopError (see page @3):

int PWR_GrpAttrGetValue( PWR_Grp group,

PWR_AttrName attr,
voidx (bufy

PWR_Time ts[],
PWR_Status status );

Argument(s) Input Description

and/or

Output
PWR_Grp group Input The group that the user is acting on
PWR_AttrName attr Input The attribute thatWwill'betetrieved (get) from

each object in the Specified group. The Val-
ues will be stored in buf.

void* buf

Output Pointer-to-storage-containing-the-value re-
trieved from-each-object for-the-specified at-
tribute. The [Storage must be sized to hold
an attribute ;for each object in the jgroup.
See PWR_GrpGetNum0Objs to determine how
many-objects-are-in-a-spectfied-group-

PWR-_Time ts]

Output User-provides storage for @utput array of ifi-
dividual timestamps (of type PWR_Time) as-
sociated with each individual value feturned
(in buf).

PWR_Status status

Output Opaque handle. References the return sta-
tus information f6f each individual attribute.
if overall return status is PWR_RET_FAILURE

Return Code(s)

Description

PWR_RET_SUCCESS

Upon SUCCESS

PWR_RET_FAILURE

Upon (FAILURE (examine PWR_Statug for individual sta-
tus returns for each attribute operation).
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Function Prototype for PWR_GrpAttrSetValue()

The PWR_GrpAttrSetValue function is provided to set the value of a single specified attribute
(PWR_AttrName attr) of each object in a specified group — set a single attribute value on mul-
tiple objects.

int PWR_GrpAttrSetValue( PWR_Grp group,
PWR_AttrName attr,
voidx (bufy
PWR_Status status );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting on
PWR_AttrName attr Input The attribute Will'be set with the value stored
in buf for(@ll'objects in the Specified group
void* buf Input Pointer to Storage containing the value to set
the“attribute’of each object in the @roupito:
PWRzStatus status Output Opaque handle. References the return sta-
tus information for'each'individual attribute
if overall return status is PWR_RET_FAILURE

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon (FAILURE (examine PWR_Status forindividual sta-
tus returns for each attribute operation).

Function Prototype for PWR_GrpAttrGetValues()

The PWR_GrpAttrGetValues function is provided to get the value of multiple specified attributes
listed in the PWR_AttrName attrs[] array from each object in a specified group — get multi-
ple attribute values from multiple objects. The time-stamps returned in the PWR_Time ts[]
array should accurately represent, and correspond sequentially, with the time each value returned
was measured. If the function fails for one or more attributes, the PWR_Status structure, can be
examined for additional information regarding the failure using PWR_StatusPopError (see page

i3).
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int PWR_GrpAttrGetValues( PWR_Grp group,

int count,
PWR_AttrName attrs[], |
‘void* buf, )
PWR_Time ts[],
PWR_Status status );
Argument(s) Input Deseription
and/or
Output
PWR_Grp group, Input The group that the user is acting on
int count Input The number (count) of Members in the | |

PWR_AttrName | array (parameter @fid the
number of attribute values the buf stores.

PUR_AttrName attrs(] | Input ‘Array of attributes the user wishes o get for
each object in the Specified group.
void*x buf Output Pointer to storage (©ontaining the values re-

trieved from each object it ithe group for
the specified attributes. The storage must be

sized to hold count attributes for each ob-
Ject in the group. See PWR_GrpGetNumObjs |
to determine how many objects are in a spec-
ified group.

PWR_Time ts[] Output | _storage—gf in-
dividual timestamps (of type PWR_Time) as-
sociated with each individual value returned

(in buf).
PWR_Status status Output ‘Opaque handle. References the return sta-
tus information 61 each

if overall return status is PWNR_RET_FAILURE

A

Return Code(s) L | Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon (FAILCURE (examine PWR_Status forindividual'sta-

Function Prototype for PWR_GrpAttrSetValues()

The PWR_GrpAttrSetValues function is provided to set the value of a multiple specified attributes
,in the (PWR_AttrName attrs[]) array of each object in a specified group — set multiple attribute

values on multiple objects. If the function fails for one or more attributes, the PWR_Status struc-

ture can be examined for additional information regarding the failure using PWR_StatusPopErro

(see page @5y
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int PWR_GrpAttrSetValues( PWR_Grp group,
int count,
PWR_AttrName attrs[],
void* buf,
PWR_Status status );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group that the user is acting on
int count Input The number (count) of members in the

PWR_AttrName | array (parameter and the
number of attribute values the buf stores.

PWR_AttrName attrs[] Input Array of attributes the user wishes to set for
each object in the Specified group.
void* buf Input Pointer to storage containing the values

corresponding to each attribute name in
names{}-that-will-be set for each object in
the speeified group.

PWR_Status status Output Opaque handle. References the return sta-
tus information fof each individual attribute.
if overall'return'status is PWR_RET_FAILURE

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE (examine PWR_Status for individual sta-

tus returns for each attribute operation).

4.5 Metadata Functions

The metadata functions provide an interface for getting more descriptive information about an
object or attribute, such as estimated measurement accuracy @nd the list of valid values for a given
attribute. This information is often useful for getting a better understanding of the meaning of
objects and attributes and how to interpret the values read from attributes. While most metadata
is read-only information, some metadata is potentially configurable, such as the underlying power
sampling rate used to calculate PWR_ATTR_ENERGY values.

Table 4.2] on page [28| lists the available types of metadata. Not all of the metadata items listed
will be available for every object and attribute pair. The exact set is dependent on the capabilities
of the underlying hardware and PowerAPI implementation. If a requested metadata item is not
available a PWR_RET_NO_ATTRIB error is returned at runtime.
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The majority of metadata items will require that both an object instance and attribute name
pair be specified, but a few may be defined for object instances alone. For example, the metadata
strings PWR_MD_NAME, PWR_MD_DESC, and PWR_MD_VENDOR_INFQ may be available for individual
object instances, with no associated attribute name specified. In these cases, the attribute name
requested should be set to PWR_ATTR_NOT_SPECIFIED. One important use case for these informa-
tional strings, especially the PWR_MD_VENDOR_INFO string, is for a PowerAPI user to capture these
strings with each run to record configuration and provenance information. For example, a user
may chose to log the PWR_MD_VENDOR_INFO string for the top-level platform object in the output
of each run.

The metadata interface consists of three functions. The PWR_ObjAttrGetMeta and PWR_-
ObjAttrSetMeta functions allow metadata values to be retrieved and set, respectively. The third
function, PWR_MetaValueAtIndex, provides a way to enumerate through an attribute’s list of
available values. This is useful for attributes that have a small, well-defined set of discrete values
(e.g., PWR_ATTR_PSTATE). It is expected that where a set of discrete values can be described in
a logical order that the index ordering is from smallest (lowest) to largest (highest) value. The
remainder of this section describes the metadata functions in more detail.

Function Prototype for PWR_ObjAttrGetMeta()

The PWR_ObjAttrGetMeta function returns the requested metadata item for the specified object
or object and attribute name pair. The caller must allocate enough storage to hold the returned
metadata value and pass a pointer to the storage in the value argument. The required size can
be determined by consulting the type column of Table In the case of string metadata items
(i.e., type char ), the required string length can be determined by getting the appropriate length
metadata item, which is the original metadata name with the _LEN suffix added. For example, the
required string length for the PWR_MD_VENDOR_INFO string can be determined by retrieving the
PWR_MD_VENDOR_INFO_LEN metadata item.

int PWR_ObjAttrGetMeta( PWR_Obj obj,
PWR_AttrName attr,
PWR_MetaName meta,
void* value );
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Argument(s) Input Description
and/or
Output
PWR_Obj obj Input The target object.
PWR_AttrName attr Input The target attribute. See the PWR_AttrName
. type definition in Section (34 for the list of

possible attributes. If object-only metadata
is being requested, this argument should be
set to PWR_ATTR_NOT_SPECIFIED.

PWR_MetaName meta Input The target metadata item to get. See the
PWR _MetaName type definition in Section
|3§| for the list of possible metadata items,
with detailed descriptions provided in Ta-
ble .2}

void* value Output Pointer to the caller allocated storage to hold
the value of the requested metadata item. See
Table [#.2] for type information.

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWR_RET_NO_ATTRIB

The attribute specified is not implemented.

PWR_RET_NO_META

The metadata specified is not implemented.

Function Prototype for PWR_ObjAttrSetMeta()

The PWR_ObjAttrSetMeta function sets the specified metadata item for the target object or object
and attribute name pair. The caller must pass a pointer to the new value for the specified metadata
item in the value argument. The required type for the value can be determined by consulting the
type column of Table d.2] In the case of string metadata items (i.e., type char *), the maximum
string length can be determined by getting the appropriate length metadata item, which is the
original metadata name with the _LEN suffix added. For example, the maximum string length for
the PWR_MD_VENDOR_INFO string can be determined by retrieving the PWR_MD_VENDOR_INFO_LEN

metadata item.

int PWR_ObjAttrSetMeta( PWR_Obj obj,

PWR_AttrName attr,
PWR_MetaName meta,
const void* value )

>
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Argument(s) Input Description

and/or
Output

PWR_Obj obj Input The target object.

PWR_AttrName attr Input The target attribute. See the PWR_AttrName
type definition in Section (34 for the list of
possible attributes. If object-only metadata
is being set, this argument should be set to
PWR_ATTR_NOT_SPECIFIED.

PWR_MetaName meta Input The target metadata item to set. See the
PWR _MetaName type definition in Section
|3§| for the list of possible metadata items,
with detailed descriptions provided in Ta-
ble .2}

const void* value Input Pointer to the new value for the metadata
item. See Table [4.2]for type information.

Return Code(s) Description

PWR_RET_SUCCESS Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWR_RET_NO_ATTRIB The attribute specified is not implemented.

PWR_RET_NO_META The metadata specified is not implemented.

PWR_RET_READ_ONLY The metadata specified is not settable.

PWR_RET_BAD_VALUE The value specified is not valid.

Function Prototype for PWR _MetaValueAtIndex()

The PWR_MetaValueAtIndex function allows the available values for a given attribute to be
enumerated. It is assumed that the set of valid values is static and has size equal to the value
returned by the PWR_MD_NUM metadata item. Once the value of PWR_MD_NUM is known, PWR_-
MetaValueAtIndex () can be called repeatedly with index from O to PWR_MD_NUM - 1 to retrieve
the list of valid values for the target attribute. Each call will return the value at the specified index

as well as a human-readable string representing the value in human readable format.

If an attribute is not enumerable, then PWR_MD_NUM will return 0. In general any attribute that
does not have a small set of discrete valid values will return 0 when PWR_MD _NUM is requested,

to indicate that the attribute is not enumerable.

int PWR_MetaValueAtIndex( PWR_Obj obj,

PWR_AttrName attr,
unsigned int index,

void* value,

char* value_str );
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Argument(s) Input Description

and/or
Output
PWR_Obj obj Input The target object,
PWR_AttrName attr Input The target attribute. See the PWR_AttrName

type definition in Section (34 for the list of
possible attributes.

unsigned int index Input The index of the metadata item value to
lookup: The PWR_MD_NUM metadata item re-
turns the number of possible values, indexed
from O to PWR_MD_NUM - 1.

void* value Output Pointer to the caller allocated storage to hold
the value of the requested metadata item
value. See Table for type information.
The storage must be sized appropriately for
the metadata value type. If the value is
not required, this argument should be set to
NULL.

char* value_str Output Pointer to the caller allocated storage to
hold the human-readable C-style NULL-
terminated ASCII string representing the
metadata item value. The storage passed in
must have size in bytes of at least the value
returned by the PWR_MD_VALUE_LEN meta-
data item. If the string representation is
not required this argument should be set to

NULL.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NO_ATTRIB The attribute specified is not implemented.
PWR_RET_NO_META The metadata specified is not implemented.
PWR_RET_BAD_INDEX The index specified is not valid.

4.6 Statistics Functions

The statistics functions provide an interface to generate statistics related to specific attributes of
an object or group. The interface allows for generating statistics somewhat real-time or mining
historic statistics, assuming that the necessary data is retained. The PWR_0ObjCreateStat and
PWR_GrpCreateStat functions are used to create a PWR_Stat pointer. In the case of either an
object or group, a statistic is directly related to the attribute specified in the create call. Basically, a
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tuple of information is provided, an object or group, the attribute (PWR_ATTR_POWER for example,
see page that the user would like the statistic for and the statistic (PWR_ATTR_STAT_AVG for

example, see page [28):

If the statistics pointer is used in conjunction with the PWR_StatStart and the PWR_StatStop
calls to start and stop the collection of information that will be used to generate the statistic, the
start member of the PWRzStatTimes structure must be initialized to PWNR_TIME_UNINIT. This
allows the underlying implementation to immediately, and quickly, determine which mode the
interface is being used in, real-time or mining. Using this interface in the real-time mode assumes
either hardware device support or lower layer software support for retaining the information over
the window of time delineated by the start and stop calls. The user can collect statistics after calling
start, and before calling stop by using PWR_StatGetValue when the statistic pointer was created
with PWR_ObjCreateStat or PWR_StatGetValues when the statistic pointer was created with
PWR_GrpCreateStat, notice the plural ¥alueS in the group call. If stop has not been called on the
statistic pointer each time the user requests statistics, the start time, if pertinent, will be the time
start was called on the statistic pointer and the stop time, again if pertinent, will be when the call
was made to retrieve the statistic (see page [29] for details regarding the PWRuStatTimes structure).
Once stop is called on the statistic pointer any call to retrieve the statistic will be over the window
defined by the start and stop calls.

If supported, collecting historic information is supported using the same interface but with-
out the use of PWR_StatStart or PWR_StatStop. To collect historic information, again assum-
ing it is retained, the user creates an object or group statistics pointer (PWR_ObjCreateStat or
PWR_GrpCreateStat) followed by using PWR_StatGetValue, for an object statistic, or PWR_-
StatGetValues for a group statistic. The important difference is that the PWRzStatTimes struc-
ture is populated with the start and stop times delineating the historic window that the statistic
requested will be calculated over. It'iS also important to note that the times the user requests may
not be available. The interface is required to return the requested statistic calculated over as close
to the requested time window as possible. The interface is additionally required to return in the
PWRzStatTimes structure the times that were actually used in calculating the statistic that was
returned. If the instant member of the PWRzStatTimes structure is not pertinent or available it
should be set to PWR_TIME_UNKNOWN.

Function Prototype for PWR_ObjCreateStat()

The PWR_ObjCreateStat function is used to create the statistics pointer that will be used for all
subsequent statistics gathering for a single object.

PWR_Stat PWR_0bjCreateStat( PWR_0Obj object,
PWR_AttrName name,
PWR_AttrStat stab );
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Argument(s) Input Description
and/or
Output
PWR_0Obj object Input The object to act on.
PWR_AttrName name Input The attribute to act on, see the PWR_-
AttrName type definition in section 3.4
PWR_AttrStat stat Input The desired statistic for the specified at-
tribute, see PWR_AttrStat type definition in
section [3:8]
Return Code(s) Description
PWR_Stat Stat for that object, attribute statistic triple upon SUCCESS.
NULL Upon FAILURE

Function Prototype for PWR _GrpCreateStat()

The PWR_GrpCreateStat function is used to create the statistics pointer that will be used for all
subsequent statistics gathering for a group of objects.

PWR_Stat PWR_GrpCreateStat( PWR_Grp group,
PWR_AttrName name,
PWR_AttrStat stab );

Argument(s) Input Description
and/or
Output
PWR_Grp group Input The group to act on.
PWR_AttrName name Input The attribute to act on, see the PWR_-
AttrName type definition in section 3.4}
PWR_AttrStat stat Input The desired statistic for the specified @t
tribute, see PWR_AttrStat type definition in
section [3:8]

Return Code(s) Description
PWR_Stat Stat for that object, attribute statistic triple upon SUCCESS.
NULL Upon FAILURE

Function Prototype for PWR _StatStart()

The PWR_StatStart function is used to indicate to a device or software layer to start the window
of time that the statistic requested will be calculated over.
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PWR_Stat PWR_StatStart( PWR_Stat stab ) ;
Argument(s) Input Description
and/or
Output
PWR_Stat ;stat Input The ) stat to begin collecting the spec-
ified statistic for (specified in PWR_-
ObjCreateStat).
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _StatStop()

The PWR_StatStop function is used to indicate to a device or software layer to stop the window
of time that the statistic requested will be calculated over.

PWR_Stat PWR_StatStop( PWR_Stat stabt ) ;

Argument(s) Input Description
and/or
Output
PWR_Stat stat Input The @tat to stop collecting the spec-
ified statistic for (specified in PWR_-
ObjCreateStat).
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon SUCCESS

Function Prototype for PWR StatClear()

The PWR_StatClear function is used to indicate to a device or software layer to clear or reset the
window of time that the statistic requested will be calculated over. The clear effectively restarts
the window, there is no need to fécall'PWRIStatStart:

PWR_Stat PWR_StatClear( PWR_Stat stab );
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Argument(s) Input Description
and/or
Output
PWR_Stat stat Input The , stat to clear (effectively E€set) for
the specified statistic (specified in PWR_-
ObjCreateStat).
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _StatGetValue()

The PWR_StatGetValue function is used to retrieve the statistic and related time stamp informa-
tion from the statistics pointer created using PWR_0bjCreateStat.

PWR_Stat PWR_StatGetValue( PWR_Stat staty
double* value,
PWRpStatTimes® statTimes );

Argument(s) Input Description
and/or
Output
PWR_Stat ;stat Input The stat to collect the statistic for (the-ob-
ject; attribute stat triple is specified in PWR_—
ObjCreateStat).
doublex value Output pointer to space (double) to store the statistic
PWR_StatTimesx* Input/Output | Time structure that contains the timestamps
statTimes pertinent to the specific statistic, see page[29)
Return Code(s) Description
PWR_RET_SUCCESS Upon-SUCCESS
PWR_RET_FAILURE Upoen FAILURE

Function Prototype for PWR _StatGetValues()

The PWR_StatGetValues function is used to retrieve the statistic and related time stamp informa-
tion from the statistics pointer created using PWR_GrpCreateStat.
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PWR_Stat PWR_StatGetValues( PWR_Stat staty
double values[],
PWRzStatTimes statTimes[] );

Argument(s) Input Description
and/or
Output
PWR_Stat ;stat Input The stat to collect the statistic for (the group,
attribute stat triple is specified in PWR_-
GrpCreateStat).
double values[] Output Space allocated by user to hold array of val-
ues (statistics)
PWR_StatTimes Input/Output | Space allocated by user to hold array of time
statTimes[] structures that contains the timestamps perti-
nent to each specific statistic, see page|2§|

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _StatDestroy()

The PWR_StatDestroy function is used to destroy (clean up) the statistics pointer created using
PWR_0ObjCreateStat or PWR_GrpCreateStat.

PWR_Stat PWRzStatDestroy( PWR_Stat Etatmy

Argument(s) Input Description
and/or
Output
PWR_Stat stat 7 Input ) | The stat to destroy (clean up)
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
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4.7 Version Functions

The PWR_GetMajorVersion and PWR_GetMinorVersion functions are used to get the major and
minor portions of the specification version supported by the implementation. Users can make
decisions regarding available functionality based on the version number supported.

Function Prototype for PWR_GetMajor Version()

The PWR_GetMajorVersion function is used to get the major version number portion of the ver-
sion number of the specification supported by the implementation.

int PWR_GetMajorVersion( );

Return Code(s) Description

int Upon SUCCESS, integer representation of major portion of
version number

PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _GetMinor Version()

The PWR_GetMinorVersion function is used to get the minor version portion of the version num-
ber of the specification supported by the implementation.

int PWR_GetMinorVersion( );

Return Code(s) Description

int Upon SUCCESS, integer representation of minor portion of
version number

PWR_RET_FAILURE Upon FAILURE

4.8 Big List of Attributes

The following is the master list of Attributes available to the user. The attributes valid for specific
interfaces are listed in the appropriate section in Chapter (5}
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Table 4.1: Complete List of All Supported Attributes

Attribute

Set
and/or
Get

Type

Description

PWR_ATTR_PSTATE

Set/Get

uint64 _t

The current P-state for the object speci-
fied (typically processors but for use with
other component types when applicable).

PWR_ATTR_CSTATE

Set/Get

uint64 _t

The current C-state for the object speci-
fied (typically processors but for use with
other component types when applicable).

PWR_ATTR_CSTATE_LIMIT

Set/Get

uint64_t

The lowest C-state allowed for the object
specified (typically processors but for use
with other component types when appli-
cable).

PWR_ATTR_SSTATE

Set/Get

uint64 _t

The current S-state for the object speci-
fied (typically processors but for use with
other component types when applicable).

PWR_ATTR_POWER

Get

double

Discrete power-value-in-Watts: The power
value should be the value measured as
close as possible to the time of the func-
tion call. The timestamp associated with
the—value should represent-the-time-the
value was measured to the best possible
temporal accuracy.

PWR_ATTR_CURRENT

Get

double

Discrete current value inAmps. The cur-
rent value should be the value measured
as close as possible to the time of the
function call. The-timestamp-associated
with-the-value-should represent-the-time
the value was measured to the best possi-
ble temporal-aceuracy-

PWR_ATTR_VOLTAGE

Get

double

Discrete voltage value in Wolts? The volt-
age value should be the value measured as
close as possible to the time of the func-
tion call. The timestamp associated with
the value (Should represent the fimerthe
value was measured to the best possible
temporal accuracy.

Continued on next page
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Table 4.1 — continued from previous page

Attribute

Set
and/or
Get

Type

Description

PWR_ATTR_MAX_POWER

Set/Get

double

Maximum instantaneous power Value
(ceiling, upper bound) for the specified
object (as in power cap) in Watts?"When
returned as a reading the timestamp asso-
ciated with the value Should tépresent the
time the value was read to the best possi-
ble temporal accuracy.

PWR_ATTR_MIN_POWER

Set/Get

double

Minimum (instantaneous powen (lower
bound) for the specified object in Watts:
Whenreturned-as-a reading the timestamp
assoctated-with the-value should represent
the time the value was read to the best
possible temporal accuracy.

PWR-_ATTR-_FREQR

Set/Get

double

The current operating frequency ¥alue for
the specified object in Hz (cycles per see-
ond). The timestamp associated with the
value-should represent the time-the-value
was-measured-to-the-best-possible-tempo-
ral accuracy.

PWR_ATTR_ENERGY

Get

double

The accumulated energy Walue™for the
specified object in Joules: The'time as-
soctated-with-the-value-should represent
the time the value was measured tothe
best-possible-temporal-accuracy. Note,
two, calls jto obtain jthe @ccumulated en-
ergy-value-are-required. Subtracting the
energy value obtained from the first call
from the energy value obtained from the
second call produces the energy used for
the object from the timestamp of the first
value through the timestamp of the see-
ond value.

PWR_ATTR_TEMP

Get

double

The current temperature value for the
specified object in /Celsius. . The fimes=
tamp associated with the wvalue should
represent the fime the ¥alue was measured
to the best possible temporal accuracy.

Continued on next page
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Table 4.1 — continued from previous page

Attribute Set Type Description
and/or
Get
PWR_ATTR_0S_ID Get uint64-t The operating system ID that corresponds

to the object. For example, a runtime sys-
tem may need to figure out which Power
API PWR_OBJ_CORE objects correspond
to the cores that it is controlling. This at-
tribute provides a linkage between Power
API objects and operating system IDs.

4.9 Big List of Metadata

Table 4.2: Complete List of All Metadata Names

Metadata Set Type Description
and/or | (SaA = Same
Get | as Attribute)

PWR_MD_NUM Get uint64 t Number of values supported. This is
only relevant for attributes with a discrete
set of values (e.g., PWR_ATTR_PSTATE).
Other attributes return 0.

PWR_MD_MIN Get SaA Minimum value supported.

PWR_MD_MAX Get SaA Maximum value supported.

PWR_MD_PRECISION Get uint64 t Number of significant digits in values.

PWR_MD_ACCURACY Get double Estimated percent error +/- of measured
vs. actual values.

PWR_MD_UPDATE_RATE Set/Get | double Rate values become visible to user, in up-
dates per second. Getting or setting a
value at a rate higher than this is not use-
ful.

PWR_MD_SAMPLE_RATE Set/Get | double Rate of underlying sampling, in samples
per second. This is only relevant for val-
ues derived over time (e.g., PWR_ATTR_-
ENERGY).
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Table 4.2 — continued from previous page

Metadata

Set
and/or
Get

Type
(SaA = Same
as Attribute)

Description

PWR_MD_TIME_WINDOW

Set/Get

PWR_Time

The time window used to calculate the
value returned or relevant to an attribute.
For example, the “instantaneous™ PWR_-
ATTR_POWER values reported may actu-
ally be averaged over a short time win-
dow. Power caps are also enforced with
respect to a target time window.

PWR_MD_LATENCY

Get

PWR_Time

Estimate of how long it will take to get or
set an attribute. This is useful for getting
an idea ahead of time for how long an op-
eration will take to complete.

PWR-MD-TS-ACCURACY

Get

PWR-Time

Estimated accuracy of returned times-
tamps, represented as +/- the PWR_Time
value returned.

PWR_MD_MAX_LEN

Get

uint64 _t

The maximum string length that will be
returned by the metadata interface. All
other string lengths (metadata items end-
ing in “_LEN”) will be less than or equal
to this value.

PWR_MD_NAME_LEN

Get

uint64_t

Length of the attribute name string, in
bytes. This is the buffer length needed to
store the string returned when PWR_MD_-
NAME is requested.

PWR_MD_NAME

Get

char *

Attribute name string. This is a C-style
NULL-terminated ASCII string. This
provides a human readable name for the
attribute. The string length is given by
PWR_MD_NAME_LEN.

PWR-MD-DESC_LEN

Get

uint64_t

Length of the attribute description string,
in bytes. This is the buffer length needed
to store the string returned when PWR_-
MD_DESC is requested.

PWR-MD_-DESC

Get

char *

Attribute description string. This is a
C-style NULL-terminated ASCII string.
This provides a human readable descrip-
tion of the attribute that is more descrip-
tive than the attribute’s name alone. The
string length is given by PWR_MD_DESC_-
LEN.
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Table 4.2 — continued from previous page

Metadata

Set
and/or
Get

Type
(SaA = Same
as Attribute)

Description

PWR_MD_VALUE_LEN

Get

uint64-t

Maximum length of the value strings re-
turned by PWR_MetaValueAtIndex. This
can be used to discover the buffer
size that needs to be passed to PWR_-
MetaValueAtIndex via the value_str
argument.

PWR_-MD_VENDOR_INFO_LEN

Get

uint64-t

Length of the vendor information string,
in bytes. This is the buffer length needed
to store the string returned when PWR_-
MD_VENDOR_INFO is requested.

PWR_MD_VENDOR_INFO

Get

char *

Vendor provided information string. This
is a C-style NULL-terminated ASCII
string. This may be used to convey
part numbers, configuration, or other non-
standard information. The string length is
given by PWR_MD_VENDOR_INFO_LEN.
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| ChapteriSiliiiiiiis

Lo Interfaces

This chapter includes the specifications for all of the interfaces depicted in figure [I.1] on page [I3]
Each interface section first outlines the purpose the interface serves. Core functionality for each in-
terface is exposed through the common attribute functions (see section[#.4)). Each interface section
includes a table of the supported attributes for that interface. The table contains the suggested at-
tributes that the implementation should support for each interface. The implementation can choose
to implement additional, some subset, or none of the attributes listed for that interface. As pre-
viously mentioned, the implementation must implement all attribute interface functions whether
individual attributes are supported or not. If a particular attribute is not supported for that interface
the implementation should return PWR_RET_NOT_IMPLEMENTED.

In addition to the attribute interface; other €ommon (€ore) functions are included in this spec-
ification. Each individual interface section will enumerate the €ommon (€ore€) functions that the
specification suggests are applicable for thatinterface: Again, the implementation must implement
these functions but may choose not to support them for a particular interface.

The individual interface sections also contain interface specific functions. IA'SGmMe cases in-

dividual functions may be common with other interfaces. The other interfaces that share that
function will be listed in the description of the function. These functions are listed in each section
avaconvenience to {hiefeader and fo pointioutany usage differences that may occur based-on the
differences in the role the interface represents. For example, the accounting manager role may have
elevated privileges which allows accessing information for all users while each individual user role
will likely only have access to their own data. While the interface function may be identical, the
wsage of the function might differ based on'the privilege given to that role-on-that implementation-
The specification-in-this-case will- typically suggest the intended use; it'is up to the implementation
to enforce privilege.
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5.1 Operating System, Hardware Interface

The Operating system/Hardware Interface is intended to be a low level interface that exposes power
and energy relevant architecture features of the underlying hardware, such as the ability to measure
and control power and energy characteristics of underlying components. In some cases this infor-
mation will be abstracted for presentation to the application through the Application/Operating
System API interface (section [§:3)) or the resource manager through the Resource Manager/Oper-
ating System API (section[5:5))) While we have chosen the term Operating system as part of this
interface name, we are not strictly implying that all interfaces described in this section should be
limited to the domain of the operating system. Additionally, we are not implying that this interface
requires specific privileges, although many low level operations require elevated privileges. Por-
tions of the system software stack, like a runtime system, may use many of the interfaces described
in this section.

5.1.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute interface
functions (section 4.4)). The attribute ifterface in conjunction with the following attributes (Table
[5:1)) expose numerous measurement (get) and control (set) capabilities to the operating system.

Table 671% Operating System, Hardware - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get Int The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get Int The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get Int The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
PWR_ATTR_SSTATE Set/Get Int The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).
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and/er
Get
PWR_ATTR_FREQ Set/Get Float | The current operating frequency

Walue for the specified object in Hz

(cycles per second). The (timestamp

PWR_ATTR_ENERGY Get Float | The accumulated energy value for
the specified object in Joulesi"The

{poral aceuracys Note) two calls to
obtain the accumutlated energy ¥alue
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ergy value obtained from the first call
from the energy value obtained from
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used for the object from the fimes=
amp of the first value through the
timestamp of the second value.

PWR_ATTR_TEMP Get Float | The current temperature value for
the specified object in Celsius. The

522 Supported Common (Core) Functions

e Hierarchy Navigation Functions - section[4.2]
- ALL

e Group Functions - section 4.3
- ALL

e Attribute Functions - section [4.4]
- ALL
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e Metadata Functions - section

- ALL

e Statistics Functions - section 4.6]
— ALL - for real time queries only

5.1.3 Interface Specific Functions

Function Prototype PWR StateTransitDelay()

The PWR_StateTransitDelay function returns the expected latency to transition between two
valid states in nanoseconds. This-is-expected-to-be fastforprocessor sleep-state-(C-state) transitions
but-slower for DVES-(P-state)-transitions. It is up to the vendor to provide accurate estimates for
hardware. For example, P-state transitions could be given a single latency, even though some
transitions might take less time {(€:g: high voltage to lower voltage ws» low to high). The desired
state must be expressed using a PWR_OperState structure described in section [3:9] on page 29}
This transition time may be a worst case latency time, and may be supplied by the hardware

manufacturer (through the BIOS or other reporting mechanism).

int PWR_StateTransitDelay( PWR_0bj obj,

PWR_OperState start_state,
PWR_OperState end_state,
PWR_Time *latency );

Argument(s) Input Description
and/or
Output
obj Input The object that the state transition would be
applied to.
start_state Input The state at the beginning of the transition.
end_state Input The state at the end of the transition.
latency Output Pointer to a double that will contain the tran-
sition latency in nanoseconds upon return.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
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5.2 Monitor and Control, Hardware Interface

The Monitor and Control/Hardware interface is targeted to support a critical function on HPC plat-
forms; systems monitoring and @anagement often embodied in Reliability Availability and Ser-
viceability (RAS) systems. RAS systems must evolve to measure and control power and energy
relevant aspects of the system and serve this information and capability to administrators (Adminis-
trator/Monitor and Control Interface - section |5;7[), resource managers (Resource Manager/Monitor
and Control Interface - section [5.6))3) accounting (Accounting/Monitor and Control Interface - sec-
tion[§:9) and users (User/Monitor and Control Interface - section [§:10)2 The Monitor and Control
Interface serves more other roles than any other system in this specification. The base level func-
tionality that is exposed through this interface is very similar to the Operating System/Hardware
Interface (section [5:1)) but the functional responsibilities of the role differ considerably. Some of
the interfaces described in this specification imply data retention, or database, functionality. The
monitor and control software (RAS system) is a prime candidate to serve this purpose. Low level
power and energy data can be mined through the interfaces documented in this section and stored
in raw or processed form in a database and made available for historic queries by other roles.

5.2.1 Supported Attributes

As in the Operating System/Hardware interface (section(8:1]) a significant amount of functionality
for this interface is exposed through the attribute interface functions (section [4.4)). The attribute
interface in conjunction with the following attributes (Table [5:2)) expose numerous measurement
(get) and control (set) capabilities to the monitor and control system.

Table 5:22 Monitor and Control, Hardware - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get Int The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get Int The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get Int The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).

Continued on next page
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Table 52 — continued from previous page

Attribute

Set

and/or | |
Get |

Type

Descringi

Set/Get | Int

The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).

PWR_ATTR_POWER

Get

Discrete power value in Watts. The |

power value should be the value
measured as close as possible to
the time of the function call. The

. ated-with-the_val
sheuld-represent-the-time-thevalue
was—measured-to—the—-best-possible
temporal-aceuracy:

Discrete current value in(Amps. The
current value should be the value
measured as close as possible to
the time of the function call. The

. ated with-the_val
should-represent-the-time-the-value
was—measuredto—the best-peossible
temporal-aceuracy:

Discrete voltage value in Volts? The
voltage value should be the value
measured as close as possible to
the time of the function call. The

timestamp associated with the value
should represent the time the value
was measured to the best possible
temporal accuracy.

Maximum instantaneous power
Walue (ceiling, upper bound) for the
specified object (as in power cap) in
‘Watts. When returned as a reading
the timestamp associated with the
value Should feépresent the time'the
value was read to the best possible
temporal accuracy.
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PWR_ATTR_ENERGY

Get
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obtain the accumutlated energy ¥alue

@re'reéquiréd: Subtracting the en-
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5.:2.2 Supported Common (Core) Functions

5:2.3 Interface Specific Functions
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5.3 Application, Operating System Interface

The Application/Operating System Interface is intended to expose the appropriate level of infor-
mation (measurement) and control to the application user or application library. This interface
may also provide functionality appropriate for other levels of system software, such as a runtime
system. The capabilities included in this interface concentrate on providing abstractions that al-
low an application or library to provide information that can be used to make intelligent decisions
regarding performance, power and energy efficiency.

An important aspect of this interface is accommodating portable application (or library) code.
Generalized concepts such as performance and sleep states that hardware can operate in are used
rather than architecture specific concepts such as hardware P-States. The operating System is
responsible for appropriately translating the abstracted information provided by the application
layer into the hardware specific details necessary for accomplishing the desired functionality (or
not). In essence the operating §ystém acts as the hardware translator for the application.

5.3.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute interface
functions (sectiond.4). The attributes iterface in conjunction with the following attributes (Table
[5:3))expose numerous measurement and control capabilities to the application, application libraries
or possibly portions of runtime systems.

Table 5132 Application, Operating System - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_POWER Get Float | Discrete power value in Watts? The

power value should be the value
measured as close as possible to
the time of the function call. The
timestamp associated with the value
should represent the time the value
Avas measured to the best possible
temporal accuracy.

Continued on next page
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Maximum instantaneous power
Walue (ceiling, upper bound) for the
specified object (as in power cap) in
‘Watts. When returned as a reading
the timestamp associated with the
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wvalue was read to the best possible
temporal accuracy.
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Continued on next page
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Table 5.3 — continued from previous page

Attribute Set Type Description
and/or
Get
PWR_ATTR_TEMP Get Float | The current temperature value for

the specified object in Celsius. The
timestamp associated with the value
should represent the time the value
was measured to the best possible
temporal accuracy.

5.3.2 Supported Common (Core) Functions

e Hierarchy Navigation Functions - section[4.2]

— ALL

e Group Functions - section 4.3
- ALL

e Attribute Functions - section [4.4]
- ALL

e Metadata Functions - section 4.3
— ALL

Statistics Functions - section [4.6]
— ALL - for real time queries only

5.3.3 Interface Specific Functions
Function Prototype PWR_AppTuningHint()

The PWR_AppTuningHint function is intended to be used by an application, or application library,
to supply power relevant hints to the operating system (or a runtime layer). It is intentional that
many of these hints do not directly imply that a power or energy adjustment will be made. The
PWR_RegionHint hints are intended to be used by the application layer to indicate that it is enter-
ing a SERTAL, PARALLEL, COMPUTE (computation intensive) or COMMUNICATE, I/0 or MEM_-
BOUND (communication intensive, I/O intensive or memory bound) region. The PWR_RegionHint
type is described in section [3210| on page 29 It is intended that these hints may be leveraged to
provide some performance or power benefit, for example, a hint may indicate that an intensely par-
allel region is about to happen, this may motivate the proactive migration of tasks to an accelerator
or (pre-emptively speed up cooling fans to proactively deal with the thermal load.
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PWR_RegionIntensity, described in section 8:10) on page [30] can be used for finer-grained
hints than are possible with PWR_RegionHint. It is intended to allow for more explicit hints as to
the intensity of the described region behavior. For example, it can be used to describe the intensity
of a memory bound region, which can be utilized by the runtime or operating system in deciding
what resources to allocate for a given power budget.

It is expected that the implementation will use these hints whenever possible to increase appli-
cation performance while honoring energy/power targets or ifi€f€asing energy efficiency without
incurring significant performance penalties. PWR_RegionIntensity may be set to PWR_REGION_-
INT_NONE if it is desirable for the operating system or a runtime to determine the intensity of
resource usage dependent on the given hint. PWR_REGION_INT_NONE can also be used when the
intensity of the described behavior is not known. This parameter may be ignored by the OS.

int PWR_AppTuningHint( PWR_Obj obj,
PWR_RegionHint hint,
PWR_RegionIntensity level );

Argument(s) Input Description

and/or

Output
PWR_0Obj Input The object that the hint applies to.
PWR_RegionHint Input The hint corresponding to the code (behav-

ioral) region being entered.

PWR_RegionIntensity Input An abstraction of the intensity of the region.
Return Code(s) Description
PWR_ERR_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype PWR _SetSleepStateLimit()

PWR_SetSleepStateLimit allows the application to request that, when possible, the OS restrict
the deepest sleep state (e.g. C-state) that the hardware can enter. It is important to note that this
function does not place the object in a sleep state, it only suggests to the Operating System that it
limit the deepest possible sleep state that the object can enter. The operating system or hardware
are responsible for determining when hardware should be put to sleep. This is not required to be
honored by the OS or HW, but serves as a hint to the OS as to the latency that can be tolerated
when transitioning between sleep and active states. As the application cannot typically control the
entry of hardware into sleep states this function is meant to provide a method for an application
to express its latency tolerance in an environment where resources may be put into sleep states
without the application’s knowledge.
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Calling-this-on-an-object-that- doesnot-provide sleep-states-will return-an-error PWNR_RET_—
FAILURE. Applications calling PWR_SetSleepStatelLimit are expected to make use of the PWRz=
WakeUplratency call on page[82)to provide information needed to determine the desired sleep state
level. Sleep states must conform to the PWR_SleepState type in section 3210] on page 30}

int PWR_SetSleepStateLimit ( PWRuObjs
PWR_SleepState state );

Argument(s) Input Description
and/or
Output
PWR_0Obj Input The object to set the sleep state on.
PWR_SleepState Input The sleep state to set as the maximum deep-
est sleep allowed.

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_WakeUpLatency()

The PWR_WakeUpLatency function returns a value in nanoseconds that corresponds to the time
required to resume normal operation when transitioning out of a given sleep state. If the supplied
PWR_Obj does not support sleeping or the requested sleep state is not available then the function
may return PWR_RET_FAILURE.

int PWR_WakeUpLatency( PWR_0Obj obj,
PWR_SleepState state
PWR_Timex* latency );
Argument(s) Input Description
and/or
Output
PWR_0Obj Input The object to query for latency.
PWR_SleepState Input The sleep state to transition out of.
latency Output The latency of the transition in nanoseconds.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
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Advice to users: This function is useful when determining what sleep states can be exploited
when knowledge of the length of time that certain operations (most likely remote ones) can be
expected to take. Use of this function is intended to be paired with the SetSleepStateLimit
function. Although users cannot use this function to place hardware into a sleep state, when
used in conjunction with SetSleepStateLimit it can be used to suggest to an actor placing the
hardware in a sleep state which state may be the most desirable. End of Advice to users.

Function Prototype PWR_RecommendSleepState()

This is a convenience function for cases in which an application’s maximum tolerable latency is
known for a given region and a deepest possible sleep state for use with the SetSleepStateLimit
function is desired. Calling RecommendSleepState with the known latency will return the sleep
state that has the closest latency to the desired value without exceeding it. Returned sleep states
from this function conform to the PWR_SleepState type in section on page

int PWR_RecommendSleepState( PWR_0bj,
PWR_Time latency
PWR_SleepStatex state );

Argument(s) Input Description
and/or
Output
PWR_0Obj Input The object to set the sleep state on.
latency Input The amount of latency tolerable to the @ppli-
cation in nanoseconds.
state Output The deepest sleep state recommended to be
used as a limit.

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR _SetPerfState()

The PWR_SetPerfState function is used to request that an object change its performance level.
The operating system is responsible for translating the abstracted PWR_PerfState value into an
appropriate hardware-specific performance level (e.g. a CPU P-State). Setting the performance
state of an object is not guaranteed to result in the requested change. The operating system may
choose to ignore it or the hardware may not honor the request. The user should not expect that
once a performance state has been set that it will not change in the future. Multiple actors may also
set the performance state, including in some cases, remote actors.

83



Compare: Insert�

text

"PWR_Objobj"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"PWR_Obj"



Compare: Insert�

text

"Description"



Compare: Insert�

text

"PWR_Time"



Compare: Delete�

text

"Input"



Compare: Replace�

text

[Old text]: "appli"
[New text]: "application"



Compare: Delete�

text

"cation"



Compare: Insert�

text

"PWR_SleepState*"



Compare: Delete�

text

"Output"



Compare: Insert�

text

"PWR_RET_NOT_IMPLEMENTEDObjectdoesnotsupporttherequestedoperation"



Compare: Replace�

text

[Old text]: "3.10"
[New text]: "3.11"



Compare: Replace�

text

[Old text]: "30."
[New text]: "32."





int PWR_SetPerfState( PWR_Obj obj,
PWR_PerfState state);

Argument(s) Input Description

and/or

Output
PWR_0Obj Input The object to set the performance state on.
PWR_PerfState Input The performance state to set the object to.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_GetPerfState()

The PWR_GetPerfState function returns the performance state for any given object. The value
that is returned is an abstracted value based on the real hardware state of the object that is mapped
to the closest PWR_PerfState value. Objects must return PWR_RET_FAILURE if they do not support
operating in different states.

int PWR_GetPerfState( PWR_Obj obj,
PWR_PerfStatex state);

Argument(s) Input Description
and/or
Output
PWR_0Obj Input The object to get the current performance
state of.
PWR_PerfState Output The performance state of the object.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE

Function Prototype for PWR_GetSleepState()

The PWR_GetSleepState function returns the current sleep state for any given object. Objeets
must return PWR_RET_FAILURE if they do not support operating in different states.
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int PWR_GetSleepState( PWR_Obj obj,
PWR_SleepState* state);

Argument(s) Input Description
and/or
Output
PWR_0Obj Input The object to get the current sleep state of.
PWR_PerfState Output The sleep state of the object.
Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
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5.4 | User, Resource Manager Interface

The User/Resource Manger Interface is intended to support access to power and energy related
information, specifically pertaining to jobs, relevant to an HPC user. This interface is similar to
the User/Monitor and Control Interface (section [B2I0) but in this case assumes that the Resource
Manager has a data retention capability (database) available to query energy and statistics infor-
mation based on job or user Id. The availability of this information is implementation dependent.
Alternatively, if the Resource Manager does not have a database capability, the same interfaces
are available to the user role through the User/Monitor and Control System Interface (section [5210)
which may provide this functionality.

541 Supported Attributes

The Power API specification does not currently recommend that any of the attributes be exposed
to the user role. The implementation is free to expose any attribute they determine is useful to the
user role without violating the specification.

54.2 Supported Common (Core) Functions

Hierarchy Navigation Functions - section §.2]
- ALL
Group Functions - section 43|
- ALL
Metadata Functions - section
- ALL
Statistics Functions - section [4.6]
— ALL - for historic queries only

54.3 Interface Specific Functions

The PUR_GetStatByUser function is provided to allow the collection of statistics information
based on user Id. The PUR_AttrName, PWR_AttrStat pair determines the statistic that will be re-
turned. For example, the user of this function might desire the maximum power used over a period
of time one week prior to the current time. The user would specify the userId, PWR_ATTR_PONER.
for the attribute and PWR_STAT_MAX for the statistic and populate the start and stop members of

the PWR_StatTines structure appropriately. The times specified must be prior to the time when
the function is called. The function returns the actual start and stop times if they differ from the
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stop-times of the job-Id-requested-—This function iS¥alse'valid for, the (ACcounting/Monitor and

PWR_AttrStat stat Input The desired statistic:

doublex value Output Pointer to a double that will contain the
statistic.

PWR_StatTimes* Output The-user-specified-window for the Statistic

statTimes (start and stop times will be populated repre-
senting start and stop times of that jobID).

Return Code(s) Description

PWR_RET_SUCCESS ‘Upon SUCCESS

PWR_RET_FAILURE Upon FAILURE

g
o

The PUB_GetEnergyByUser function is provided specifically to collect the energy used based on
(User Id: The user must Specify the start-and stop members-of the PWR_StatTimes structure to
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Argument(s) Input Description
and/or

const char* userld Input TheruserId'that the energy Valuewill'be'col-
lected for.

doublex value Output Pointer toa double that will contain the en-
ergy-value:

PUR_StatTimes« InputOutput | The user specified window for the energy

statTines value (start and stop times must be speci-
fied).

times of the job Id requested. This function s also valid for the Accounting/Monitor and Control
 Interface (section[5:9.3), the User/Monitor and Control Interface (section [5.10.3) and the Resource

Manager/Monitor and Control Interface (Section[5:6:3)»
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const charx jobld
doublex value
PWR_StatTimes*
statTimes
Return Code(s)
PWR_RET_SUCCESS
PWR_RET_FAILURE
PWR_RET_NOT_IMPLEMENTED
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5.5 Resource Manager, Operating System Interface

The Resource Manager/Operating System Interface is intended to access both low level and ab-
stracted information from the operating system. Similar or additional information may-be-available
from the monitor and control system (section [5.6)) depending on the implementation) The resource
manager is in a somewhat unique position of providing a range of functionality depending on the
specific implementation. The resource manager role includes functionality such as batch sched-
ulers and allocators as well as potential portions of tightly integrated runtime and launch systems.
The resource manager may require fairly low level measurement information to make decisions
and potentially store historic information for consumption by the user role (for example). ;The
resource manager may also play a very large role in controlling power and energy pertinent func-
tionally on both a application and platform basis in response to facility restrictions (power capping
or energy aware scheduling for example).

5.5.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute interface
functions (section 4.4)). The attribute ifterface in conjunction with the following attributes (Table
[5:4)) expose numerous measurement (get) and control (set) capabilities to the resource manager.

Table 5:4% Resource Manager, (Opérating Systém - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get Int The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get Int The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get Int The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
PWR_ATTR_SSTATE Set/Get Int The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).

Continued on next page
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5.5.3 Interface Specific Functions
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5.6 Resource Manager, Monitor and Control Interface

5561 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute interface
functions (section 4.4). The attribute interface in conjunction with the following attributes (Table
[535)) expose numerous measurement (get) and control (set) capabilities to the gesourceymanager

Table 5:57Resource Manager, Monitor and €6fitf6l - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get | Int The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get | Int The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get | Int The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
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when applicable).

Get Float

Discrete powen value in Watts? The
powen value should be the value
measured as close as possible to
the time of the function call, , The

timestamp associated with the value
(Should represent the time jthe value
was measured jto the (best possible
temporal accuracy.

Maximum instantaneous power
Walue (ceiling, upper bound) for the
specified object (as in power cap) in
‘Watts. When returned as a reading
the timestamp associated with the
value Should tepresent the time'the
value was read to the best possible

Minimum (nstantanéous powen
(lower bound) for the specified
object in WattSI"When'returned as
a reading the timestamp associated

The“current operating frequency
Walue for the specified object in Hz
(cycles per second). The (timestamp)
associated with the value should rep-
resent the time the value was mea-
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Table5.5 ned § :

Set
and/or
Get

Descringi

The accumulated energy Walue™for
the specified object in Joulesi " The

{poral aceuracy: Note) two calls to
obtain the accumutlated energy ¥alue

@reé'requiréd: Subtracting the en-
ergy value obtained from the first call
from the energy value obtained from
the second call produces the energy
used for the object from the fimes=
amp of the first value through the
timestamp of the second value.

The current temperature value for
the specified object in Celsius. The
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5.6.3 Interface Specific Functions

store this information internally in which case this interface may not be necessary. This function s
also valid for the User, Monitor and Control Interface (section[5.10.3), the User/Resource Manager
Interface (section[54.3) and the Accounting/Monitor and Control Interface (section[5.9.3).

int PWR_GetStatByUser( const char* userId,
PWR_AttrName name,
PWR_AttrStat stat,
doublex value
PWR_StatTimes* statTimes );
Argument(s) Input Description
and/or
Output
const char* userId Input The user Id that the statistic will be collected
for:
PWR_AttrName name Input The name of the @ttributethe'statisticwill be |
based on:
double* value Output Pointer to a double that will contain the j
PWR_StatTimes+ InputfOutput The user specified window for the statistic
Ret Code(s) D T
PWR_RET_SUCCESS Upon-SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED | Indicates-that the-attribute-statistic-pair is Aot Supported by
this implementation.
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forthe User. Monitor and Control Inteface (section[5.103), the User/Resource Manager Interface
((section [5:4:3)yand the Accounting/Monitor and Control Interface (Section[5:9:3))»

Argument(s) Description
, The iob Id that i willt i 1
for,joblds-are-assumed to (e unique:

PWR-AttrName name

PWR_AttrStat stat

doublex value Pointer to a double that will contain the
statistic.
- - T Fred window for il —
statTimes (start and stop-times-will-be-populated repre-
senting start-and-stop-times-of that jobID)-
R Code(s D T
PWR_RET_SUCCESS Upon-SUCCESS
PWR_RET_FAILURE Upon FAILURE
his imp] on.
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may not be necessary. This function is also valid for the User, Monitor and Control Tnterface

information

Argument(s) Description
const charx userld The-user Id that the-energy-value will be-col-
lected for.

Pointer to a double that will contain the en;




Compare: Delete�

text

"FunctionPrototypePWRGetEnergyByUser()ThePWR_GetEnergyByUserfunctionisprovidedspeciﬁcallytocollectthe"



Compare: Replace�

text

[Old text]: "usedbasedonuserId.TheusermustspecifythestartandstopmembersofthePWR_StatTimesstructuretoestablishthewindowtheenergyvaluewillbebasedon.Thetimesspeciﬁedmustbepriortothetimewhenthefunctioniscalled.Thefunctionreturnstheactualstartandstoptimesiftheydifferfromthetimestheuserinputs.TheResourceManagerlikelyhaspermissionstousethisfunctionforanyvaliduserofthesystem(notmandatedbythisspeciﬁcation).ThisfunctionalityassumesthesystemhasadataretentioncapabilityexposedviatheMonitorandControlSystem,inthiscasetheResourceManagermaystorethis"
[New text]: "related"



Compare: Replace�

text

[Old text]: "internallyinwhichcasethisinterfacemaynotbenecessary.ThisfunctionisalsovalidfortheUser,Monitor"
[New text]: "regardingusers,jobs"



Compare: Replace�

text

[Old text]: "ControlInterface(section5.10.3),theUser/ResourceManagerInterface(section5.4.3)andtheAccounting/MonitorandControlInterface(section5.9.3).intPWR_GetEnergyByUser(constchar*userId,double*valuePWR_StatTimes*statTimes);"
[New text]: "platformdetails"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*userId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"TheuserIdthattheenergyvaluewillbecol"



Compare: Delete�

text

"lectedfor."



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointer"



Compare: Delete�

text

"adoublethatwillcontain"



Compare: Replace�

text

[Old text]: "en"
[New text]: "accountingrole."



Compare: Insert�

text

"6.9.1"



Compare: Move�

text

This text was moved from page 107 of this document to page 103 of new document



Compare: Move�

text

This text was moved from page 107 of this document to page 103 of new document



Compare: Move�

text

This text was moved from page 107 of this document to page 103 of new document



Compare: Delete�

text

"ergyvalue."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Input/Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowfortheenergy"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"value(startandstoptimesmustbespeci"



Compare: Delete�

text

"ﬁed).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototypePWRGetEnergyByJob()ThePWR_GetEnergyByJobfunctionisprovidedspeciﬁcallytocollecttheenergyusedbasedonjobId.TheAccountingManagerlikelyhaspermissionstousethisfunctionforanyvalidjobId(notmandatedbythisspeciﬁcation).ThisfunctionalityassumesthesystemhasadataretentioncapabilityexposedviatheMonitorandControlSystem,inthiscasetheResourceManagermay"





store this information internally in which case this interface may not be necessary. PWR_StatTimes
will be populated with the start and stop times of the job 1d requested. This function is also valid
for the User, Monitor and Control Interface (section @, the User/Resource Manager Interface
(section{5-4-3))-and the Accounting/Menitor-and-Control Interface (section [5.9:3).

int PWR_GetEnergyByJob( const char* jobld,
doublexvalue
PWR_StatTimes* statTimes )

Argument(s) Input Description
and/or
Output
const charx jobld Input The-job-1d-that the statistic-will be-collected
for; job-Ids-are-assumed-to-be-unique:
double* value Output Pointer to a double that will contain the
statistic.
PWR_StatTimes* Output The-user-specified-windowfor-the-statistic
statTimes (start and stop times will be populated repre-
senting start and stop times of that jobID).

Return Code(s) Description
PWR_RET_SUCCESS Upon SUCCESS
PWR-_RET-FAILURE UponFAILURE

PWR_RET_NOT_IMPLEMENTED | Indicates-that the-attribute statistic pair-isnot supported by
this-implementation-
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5.7 Administrator, Meniter-and-Centroel-Interface

The Administrator/Monitor and Control Interface is intended to expose administrator level mea-
surement and control capabilities to the administrator role for the HPC platform. This interface
assumes that the administrator role has elevated privileges. Additionally, the administrator is as-
sumed to have access to all user role functionality documented in sections and A full
complement of access to low level information is exposed through the attribute interface and other
core level functions.

5.7.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute interface
functions (section 4.4)). The attribute ifterface in conjunction with the following attributes (Table
[5.6)) expose numerous measurement (get) and control (set) capabilities to the @dministrator role.

Table 5162 Monitor and (Control, Hardware - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get Int The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get Int The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get Int The lowest C-state allowed for the
object specified (typically processors
but for use with other component
types when applicable).
PWR_ATTR_SSTATE Set/Get Int The current S-state for the object
specified (typically processors but
for use with other component types
when applicable).

Continued on next page
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Table 516 — continued from previous page

Attribute

Set

Get |

@nd/on , |

Type

PWR_ATTR_POWER

Get L.l

\Eloat | |

ADiscrete powen value in WattS? The
powen value should be the value
measured as close as possible to
the time of the function call. The

. ated-withthe_val
should represent the time the value
was measured to the best possible
temporal-aceuraey:

Discrete @urrent value in (Amps: The
current value should be the value
measured as close as possible to
the time of the function call. The

. ated-with.the_val
should represent the time the value
was—measured-to—thebest-pessible
temporal-aceuracy:

Discrete (Voltage value in Volts) The
value should be the value
measured as close as possible to
the time of the function call. The

timestamp associated with the value

Maximum instantaneous power
Walue (ceiling, upper bound) for the
specified object (as in power cap) in
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and/er
Get
PWR_ATTR_FREQ Set/Get Float | The current operating frequency

Walue for the specified object in Hz

(cycles per second). The (timestamp

PWR_ATTR_ENERGY Get Float | The accumulated energy value for
the specified object in Joulesi"The

{poral aceuracys Note) two calls to
obtain the accumutlated energy ¥alue

@re'reéquiréd: Subtracting the en-
ergy value obtained from the first call
from the energy value obtained from
the second call produces the energy
used for the object from the fimes=
amp of the first value through the
timestamp of the second value.

| PWR_ATTR_TEMP Get Fléat | The current temperature value for
the specified object in Celsius. The
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58 HPCS Manager, Resource Manager Interface

SRR crfsc i e t G T TN
as power eaps—émmrmams—er—ma*rmﬂﬂﬁ—per—&ser—eﬂefgy—hmﬁs and &ad-lﬂeﬂal—pehe}es—l-ﬂee—ﬂede
hours-and-priorities-will-all play-a role-in energy @ware platform scheduling.

The Power API specification does not currently recommend that any of the attributes be exposed
to the HPCS Manager [fole. The implementation is frée to expose-any-attribute-they-determine-is
useful to the user foleé without violating the specification:
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"speciﬁcation.5.8.2SupportedCommon(Core)Functions5.8.3InterfaceSpeciﬁcFunctions"





5.9 Aeceounting; Monitor and Control Interface

The Accounting/Monitor and Control Interface is intended to support access to power and en-
accounting role differs from the user role in part by the elevated permissions this role will typically
have. The accounting role includes interfaces to expose both a low-level interface via the attribute
interface and higher level energy and statistics information through interface specific functions.
The availability of historic information, critical to much of the accounting role, is dependent on
the availability of the information in the Monitor and Control System which is implementation
specific.

5.9.1 Supported Attributes

A significant amount of functionality for this interface is exposed through the attribute interface
functions (section 4.4). The attribute iftéfface in conjunction with the following attributes (Table
[5.7)) expose numerous measurement (get) and control (set) capabilities to the @ccounting role.

Table 5:7: Accounting, Monitor and Control System - Supported Attributes

Attribute Set Type Description
and/or
Get
PWR_ATTR_PSTATE Set/Get | | Int The current P-state for the object

specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE Set/Get Int The current C-state for the object
specified (typically processors but
for use with other component types
when applicable).
PWR_ATTR_CSTATE_LIMIT Set/Get Int The lowestrC=staterallowed for the
object specified (typically processors
but for use with other component
types when applicable).
PWR_ATTR_SSTATE Set/Get Int The current S=state™for the (Object
specified (typically processors but
for use with other component types
when applicable).

Continued on next page
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Table 557 — continued from previous page

Attribute |

Set
and/or |
Get

Type

Descring

Get

Discrete powen value in Watts? The
powen value should be the value
measured as close as possible to
the time of the function call. The

. ated-withthe_val
should represent the time the value
was measured to the best possible
temporal-aceuraey:

Discrete @urrent value in (Amps. The
current value should be the value
measured as close as possible to
the time of the function call. The

timestamp associated with the value

I

Maximum instantaneous power
Walue (ceiling, upper bound) for the
specified object (as in power cap) in

value Should fepresent the fimerthe

Minimum instantaneous powen

(lower bound) for the specified
object in WattSI"When'returned as

Continued on next page
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and/er
Get
PWR_ATTR_FREQ Set/Get Float | The current operating frequency

Walue for the specified object in Hz

(cycles per second). The (timestamp

PWR_ATTR_ENERGY Get Float | The accumulated energy value for
the specified object in Joulesi"The

{poral aceuracys Note) two calls to
obtain the accumutlated energy ¥alue

@re'reéquiréd: Subtracting the en-
ergy value obtained from the first call
from the energy value obtained from
the second call produces the energy
used for the object from the fimes=
amp of the first value through the
timestamp of the second value.

PWR_ATTR_TEMP Get Float | The current temperature value for
the specified object in Celsius. The
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e Metadata Functions - section 4.3
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5.9.3 Interface Specific Functions

The PWR_GetStatByUser function is provided to allow the collection of statistical information
based on user Id. The PHR_Attrlame, PWR_AttrStat pair determines the statistic that will be
generated. For example, the user of this function might desire the maximum power used over a
period of time one week prior to the current time. The user would specify the userTd, PWR_-
ATTR_POWER for the attribute and PWR_STAT_MAX for the statistic and populate the start and

‘stop members of the PWR_StatTines structure appropriately. The times specified must be prior
to the timewhen the function is €alled™  Thefunction returns theractual start and Stop times if
they differ from the times the user inputs. The implementation determines the supported attribute
combinations. The Accounting Manager likely has permissions 1o use this function for any valid
user of the system (not mandated by this specification). This functionality assumes the system
has a data fetention capability exposed Via the Monitor and Control System. Thisfunction'isalso
valid for the User, Monitor and Control Interface (see section[5.103) the User/Resource Manager
Interface (see section [54.3) and the Resource Manager/Monitor and Control Interface (section

int PWR_GetStatByUser( const char* userId,
PWR_AttrName name,
PWR_AttrStat stat,
double* value
PWR_StatTimes* statTimes );
Argument(s) Input Deseription
and/or
Output
for.
PWR_AttrName name Input The name of the @ttribute’the'statisticwill'be
based on:
PWR_AttrStat stat Input The desired statistic.
double* value Output Pointer to a double that will contain the
PWR_StatTimes* Input/Output | The user specified window for the statistic
statTimes (start and stop times must be specified).
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[New text]: "CoolingAwareWorkloadManagementforSustainableDataCenters.SIGMETRICSPerform.Eval.Rev.,40(1):175–186,June2012."



Compare: Insert�

text

"[11]BryanMills,RyanE.Grant,KurtB.Ferreira,"



Compare: Replace�

text

[Old text]: "ControlInterface(section5.6.3).intPWR_GetStatByUser(constchar*userId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "RolfRiesen.EvaluatingEnergySavingsforCheckpoint/Restart.InProceedings"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*userId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"TheuserIdthatthestatisticwillbecollected"



Compare: Delete�

text

"for."



Compare: Delete�

text

"PWR_AttrName"



Compare: Delete�

text

"name"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thename"



Compare: Replace�

text

[Old text]: "attributethestatisticwillbe"
[New text]: "1stInternationalWorkshoponEnergyEfﬁcientSupercomputing,E2SC’13,pages6:1–6:8,NewYork,NY,USA,2013.ACM.[12]D.K.Newsom,S.F.Azari,A.Anbar,andT.El-Ghazawi.Locality-awarepoweroptimizationandmeasurementmethodologyforPGASworkloadsonSMPclusters.InGreenComputingConference(IGCC),2013International,pages1–10,June2013.[13]J.U.Patel,S.J.Guercio,A.E.Bruno,M.D.Jones,andT.R.Furlani.Implementinggreentechnologiesandpracticesinahighperformancecomputingcenter.InGreenComputingConference(IGCC),2013International,pages1–8,June2013.[14]P.V.Ramakrishna,G.Kaushik,K.L.Sudhakar,G.Thiagarajan,andA.Sivasubramaniam.Onlinesystemforenergyassessmentinlargefacilities-Methodologyamp;Areal-worldcasestudy.InGreenComputingConference(IGCC),2013International,pages1–9,June2013.[15]GeriSchneiderandJasonWinters.ApplyUseCases:APracticalGuide,SecondEdition.Addison-Wesley,2001.[16]HaykShoukourian,TorstenWilde,AxelAuweter,andArndtBode.Monitoringpowerdata:Aﬁrststeptowards"
The following text attributes were changed: 
   font



Compare: Delete�

text

"basedon."



Compare: Delete�

text

"PWR_AttrStat"



Compare: Delete�

text

"stat"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thedesiredstatistic."



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointerto"



Compare: Insert�

text

"uniﬁedenergyefﬁciencyevaluationtoolset"



Compare: Delete�

text

"doublethatwillcontainthe"



Compare: Delete�

text

"statistic."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Input/Output"



Compare: Delete�

text

"Theuserspeciﬁedwindow"



Compare: Replace�

text

[Old text]: "thestatistic"
[New text]: "hpcdatacenters.EnvironmentalModelingSoftware,2013.[17]TiffanyTrader.GreenPowerManagementDeepDive.GreenComputingReport,June2013.http://www.greencomputingreport.com/gcr/2013-06-05/green_power_management_deep_dive.html.[18]AbhinavVishnu,ShuaiwenSong,AndresMarquez,KevinBarker,DarrenKerbyson,KirkCameron,"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"(start"



Compare: Replace�

text

[Old text]: "stoptimesmustbespeciﬁed).110"
[New text]: "PavanBalaji.Designingenergyefﬁcientcommunicationruntimesystems:aviewfromPGASmodels."





Return Code(s) Deseription

PWR_RET_SUCCESS Upen SUCCESS

PWR_RET_FAILURE Upon FAILURE
hisimp] on.

The PHR_GetStatByJob function is provided to allow the collection of statistical information
based on job Id., The job Id is assumed to be unique. The format of the job Id is determined by
the implementation. The PUR_AttrName, PR_AttrStat pair determines the statistic that wil
be generated. For example, the user could specify the jobId, PWR_ATTR_POWER for the attribute
@nd’PWRISTATIAVG for the'statistic"The implementation deétermines the Supported attribute com-
binations. The Accounting Manager likely has permissions to use this function for any valid job
1d (not mandated by this specification). This functionality assumes the system has a data retention
capability exposed via the Monitor and Control System. PWR_StatTimes will be populated with
the start and stop times of the job Id requested. This function is also valid for the User, Monitor
and Control Interface (see section[5-T0:3) the User/Resource Manager Interface (see section543)

Argument(s) Input Deseription
and/or
Output
const charx jobld Input The job Id that the Statistic will be'collected
for, joblds are assumed to be unique.
PWR_AttrName name Input The name of the'attribute the'statistic will be
based on.
doublex value Output Pointer to a double that will Contain the |
- . - e T R e peseurpemey —
statTimes (start and stop will be jpopulated representing)
start and stop times of that jobID).
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Compare: Delete�

text

"ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototypePWRGetStatByJob()"



Compare: Replace�

text

[Old text]: "PWR_GetStatByJobfunctionisprovidedtoallowthecollection"
[New text]: "JournalofSupercomputing,63(3):691–709,2013.[19]SeanWallace,VenkatramVishwanath,SusanCoghlan,JohnTramm,ZhilingLan,andMichaelE.Papka.ApplicationPowerProﬁlingonIBMBlueGene/Q.InProceedings"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "statisticalinformationbased"
[New text]: "2013InternationalConference"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "jobId."
[New text]: "ClusterComputing.IEEE,2013.[20]V.M.Weaver,M.Johnson,K.Kasichayanula,J.Ralph,P.Luszczek,D.Terpstra,andS.Moore.MeasuringEnergyandPowerwithPAPI.InParallelProcessingWorkshops(ICPPW),201241stInternationalConferenceon,pages262–268,Sept2012.[21]XuYang,ZhouZhou,SeanWallace,ZhilingLan,WeiTang,SusanCoghlan,andMichaelE.Papka.IntegratingDynamicPricingofElectricityintoEnergyAwareSchedulingforHPCSystems.InProceedingsofSC13:InternationalConferenceforHighPerformanceComputing,Networking,StorageandAnalysis,SC’13,pages60:1–60:11,NewYork,NY,USA,2013.ACM."
The following text attributes were changed: 
   font



Compare: Insert�

text

"AppendixATopicsUnderConsiderationforFutureVersions"



Compare: Replace�

text

[Old text]: "jobIdisassumed"
[New text]: "followingtopicsareeithercurrentlyinactivediscussionorareplanned"



Compare: Replace�

text

[Old text]: "unique.Theformat"
[New text]: "addressedinfutureversions"



Compare: Replace�

text

[Old text]: "jobIdisdeterminedbytheimplementation.ThePWR_AttrName,PWR_AttrStatpairdeterminesthestatisticthat"
[New text]: "speciﬁcation.Insomecasesit"



Compare: Replace�

text

[Old text]: "generated.Forexample,"
[New text]: "necessarytosolicitadditionalfeedbackfrom"



Compare: Replace�

text

[Old text]: "usercouldspecify"
[New text]: "communitytoensureweproperlyaddress"



Compare: Replace�

text

[Old text]: "jobId,PWR_ATTR_POWERfor"
[New text]: "issueinfutureversions.•CoexistenceofImplementations-Oneof"



Compare: Replace�

text

[Old text]: "attributeandPWR_STAT_AVG"
[New text]: "drivingquestions"



Compare: Replace�

text

[Old text]: "thestatistic.The"
[New text]: "thisfutureworkishowdoesone"



Compare: Replace�

text

[Old text]: "determines"
[New text]: "interfacewithanother?Itispossible,evenlikelythatanimplementorwillfocusonimplementingaportionorportionsof"



Compare: Replace�

text

[Old text]: "supportedattributecombinations.TheAccountingManagerlikelyhaspermissionstousethisfunctionforanyvalidjobId(notmandatedbythisspeciﬁcation)."
[New text]: "speciﬁcation."



Compare: Replace�

text

[Old text]: "functionalityassumes"
[New text]: "begs"



Compare: Replace�

text

[Old text]: "systemhasadataretentioncapabilityexposedvia"
[New text]: "questionofhowdoesimplementationAinteractwithimplementationB?Further,whatroledoes"



Compare: Replace�

text

[Old text]: "MonitorandControlSystem.PWR_StatTimeswillbepopulated"
[New text]: "speciﬁcationplayindrivingthisinteraction?Weintendtoworkclosely"



Compare: Replace�

text

[Old text]: "start"
[New text]: "communitytosortoutthisissue"



Compare: Replace�

text

[Old text]: "stoptimes"
[New text]: "documenttheappropriateguidanceinthenextversion"



Compare: Replace�

text

[Old text]: "jobIdrequested.Thisfunctionisalsovalid"
[New text]: "speciﬁcation.•LanguageBindings-Someroles,systemadministrator"



Compare: Insert�

text

"example,morecommonlyinterfacewith"



Compare: Replace�

text

[Old text]: "User,Monitor"
[New text]: "platformthroughshells,shellscriptingorotherinterpretivelanguageslikePerlorPython.Wewillinvestigateaddingsomeorallofthesecapabilities,viaspeciﬁcation"



Compare: Replace�

text

[Old text]: "ControlInterface(seesection5.10.3)"
[New text]: "possiblyprototypes,infutureversionsof"



Compare: Replace�

text

[Old text]: "User/ResourceManagerInterface(seesection5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetStatByJob(constchar*jobId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "standard.–"



Compare: Delete�

text

"Argument(s)constchar*jobId"



Compare: Delete�

text

"Inputand/orOutputInput"



Compare: Delete�

text

"Description"



Compare: Replace�

text

[Old text]: "jobIdthat"
[New text]: "nextversionof"



Compare: Replace�

text

[Old text]: "statistic"
[New text]: "speciﬁcation"



Compare: Replace�

text

[Old text]: "becollectedfor,jobIdsareassumed"
[New text]: "includeacompletePythonspeciﬁcationofallexistingfunctionsmodiﬁedappropriatelyforthePythonlanguage•UserGuide-Theadditionofauserguidecouldprovideadditionalusefulinformation"



Compare: Replace�

text

[Old text]: "beunique."
[New text]: "bothusersandimplementors."



Compare: Delete�

text

"PWR_AttrName"



Compare: Delete�

text

"name"



Compare: Delete�

text

"Input"



Compare: Replace�

text

[Old text]: "name"
[New text]: "addition"



Compare: Replace�

text

[Old text]: "theattributethestatistic"
[New text]: "ausersguide"



Compare: Replace�

text

[Old text]: "basedon."
[New text]: "consideredandifrealized"



Compare: Delete�

text

"PWR_AttrStat"



Compare: Delete�

text

"stat"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thedesiredstatistic."



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointertostatistic."



Compare: Delete�

text

"a"



Compare: Delete�

text

"doublethat"



Compare: Replace�

text

[Old text]: "contain"
[New text]: "accompanysubsequentreleasesof"



Compare: Insert�

text

"speciﬁcation.•HypotheticalSystemExample-Weareconsideringcreatingahypotheticalsystemexampletousetodiscussandclarifyconcepts"



Compare: Delete�

text

"PWR_StatTimes*statTimes"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowforthestatistic(start"



Compare: Replace�

text

[Old text]: "stop"
[New text]: "higherlevelusecases.This"



Compare: Insert�

text

"likely"



Compare: Replace�

text

[Old text]: "populatedrepresentingstartandstoptimes"
[New text]: "includedintheUserGuide.•RequiredversusOptional,orQuality"



Compare: Replace�

text

[Old text]: "thatjobID)."
[New text]: "Implementation-Weplan"
The following text attributes were changed: 
   font





Return Code(s) Description

PWR_RET_SUCCESS Upen SUCCESS

PWR_RET_FAILURE Upon FAILURE
hisimp] on.

The PWR_GetEnergyByUser function is provided specifically to collect the energy used based on
user Id. The user must specify the start and stop members of the PWR_StatTimes structure to

for any valid user of the system (not mandated by this specification). This functionality assumes the
system has a data retention capability exposed via the Monitor and Control System. This function
is also valid for the User, Monitor and Control Interface (see section 5:10:3) the User/Resource
Manager Interface (see section [5.4.3) and the Resource Manager/Monitor and Control Interface
(section[5.6.3).

double* value
PWR_StatTimes* statTimes );
Argument(s) Input Description
and/or
Output
const char* userld Input The user Id that the-energy-value will be €ol-
lected for.
double* value Output Pointer to a doublerthatWwill'contain the en-
ergy-value:
PWR_StatTimes* Input/Output | The-user-specified-window for jthe energy
statTimes value—(start and (Stop ties must be Speci-
fied):




Compare: Delete�

text

"ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototypePWRGetEnergyByUser()ThePWR_GetEnergyByUserfunctionisprovidedspeciﬁcally"



Compare: Replace�

text

[Old text]: "collecttheenergyusedbasedonuserId.Theusermustspecifythestart"
[New text]: "clarify"



Compare: Replace�

text

[Old text]: "stopmembers"
[New text]: "documentmorepreciselywhatportions"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "PWR_StatTimesstructure"
[New text]: "speciﬁcationarerequired"
The following text attributes were changed: 
   font



Compare: Delete�

text

"establishthewindowtheenergyvaluewill"



Compare: Replace�

text

[Old text]: "basedon.Thetimesspeciﬁedmustbepriorto"
[New text]: "implemented,whatportionsareoptionaland"



Compare: Replace�

text

[Old text]: "timewhenthefunction"
[New text]: "deﬁnitionofaqualityimplementation.Thistopic"



Compare: Replace�

text

[Old text]: "called.Thefunctionreturns"
[New text]: "complicatedby"



Compare: Replace�

text

[Old text]: "actualstartandstoptimesiftheydifferfrom"
[New text]: "factthatimplementorsarefreetoimplementportionsof"



Compare: Replace�

text

[Old text]: "timestheuserinputs.TheAccountingManagerlikely"
[New text]: "speciﬁcation.–Someprogress"



Compare: Replace�

text

[Old text]: "permissionstouse"
[New text]: "beenmadeon"



Compare: Replace�

text

[Old text]: "function"
[New text]: "topic"



Compare: Replace�

text

[Old text]: "anyvaliduser"
[New text]: "version1.1butadditionalworkisrequired.•Policies-Securitypolicies,priority"



Compare: Replace�

text

[Old text]: "thesystem(notmandatedbythisspeciﬁcation)."
[New text]: "operationsandprivilegesneedtobefurthervettedandspeciﬁedwhenappropriate."



Compare: Replace�

text

[Old text]: "functionalityassumesthesystem"
[New text]: "topic"



Compare: Replace�

text

[Old text]: "dataretentioncapabilityexposedvia"
[New text]: "largeamountofintersectionwith"



Compare: Replace�

text

[Old text]: "Monitor"
[New text]: "Coex"
The following text attributes were changed: 
   font



Compare: Insert�

text

"istenceofImplementationstopic"



Compare: Replace�

text

[Old text]: "ControlSystem.Thisfunction"
[New text]: "willbeconsideredjointly.•UnitTests-Developmentofaunittestinfrastructure"



Compare: Insert�

text

"underconsideration,possiblytobeassociatedwithourprototypewhichwillbereleasedopensourceatalaterdate.Unittestsmight"



Compare: Replace�

text

[Old text]: "valid"
[New text]: "beaway"



Compare: Replace�

text

[Old text]: "User,MonitorandControlInterface(seesection5.10.3)"
[New text]: "implementationcommunitytoassureinteractionbetweenimplementationsofportionsof"



Compare: Replace�

text

[Old text]: "User/ResourceManagerInterface(seesection5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetEnergyByUser(constchar*userId,double*valuePWR_StatTimes*statTimes);"
[New text]: "speciﬁcation"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*userId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"TheuserId"



Compare: Delete�

text

"theenergyvalue"



Compare: Replace�

text

[Old text]: "col"
[New text]: "requiredtoworktogether.•UserSuppliedFunctions-Weintendtoinvestigateaddingtheabilityforauser"



Compare: Delete�

text

"lectedfor."



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointer"



Compare: Insert�

text

"supply"



Compare: Replace�

text

[Old text]: "doublethatwillcontain"
[New text]: "functionfor"



Compare: Replace�

text

[Old text]: "en"
[New text]: "purposesofgeneratingastatistic,"



Compare: Delete�

text

"ergyvalue."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Input/Output"



Compare: Delete�

text

"Theuserspeciﬁedwindow"



Compare: Insert�

text

"example.•MultiplePlatformSupport-Currently"



Compare: Replace�

text

[Old text]: "energy"
[New text]: "speciﬁcationonlyconsidersoperationonasingleplatform.Thereisnothingpreventingsupportingmultipleplatforms"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"value(start"



Compare: Replace�

text

[Old text]: "stoptimesmust"
[New text]: "exposingmultipleplatformsinasinglecontextinfutureversions.Thiswill"



Compare: Replace�

text

[Old text]: "speci"
[New text]: "consideredfor"



Compare: Delete�

text

"ﬁed).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthat"



Compare: Replace�

text

[Old text]: "attributestatisticpairisnotsupportedbythisimplementation."
[New text]: "nextreleaseinconjunctionwith"





capability exposed via the Monitor and Control System. PWR_StatTimes will be populated with
the (StaFtand stop)times o the jobildrequestedy This function is @lsowalid for the WUSerMoiton

(Indicates that the-attribute-statistic-pair is @0t supported by
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Compare: Delete�

text

"FunctionPrototypePWRGetEnergyByJob()ThePWR_GetEnergyByJobfunctionisprovidedspeciﬁcallytocollect"



Compare: Replace�

text

[Old text]: "energyusedbasedonjobId.TheAccountingManagerlikelyhaspermissions"
[New text]: "CoexistenceofImplementationissue.•GenerationCounter-Weintend"



Compare: Replace�

text

[Old text]: "usethisfunctionforanyvalidjobId(notmandatedbythisspeciﬁcation).Thisfunctionalityassumes"
[New text]: "consider"



Compare: Replace�

text

[Old text]: "systemhas"
[New text]: "additionof"



Compare: Replace�

text

[Old text]: "dataretention"
[New text]: "generationcounter"



Compare: Replace�

text

[Old text]: "exposedviatheMonitorandControlSystem.PWR_StatTimeswill"
[New text]: "to"



Compare: Replace�

text

[Old text]: "populated"
[New text]: "usedinconjunction"



Compare: Insert�

text

"countersthathave"



Compare: Replace�

text

[Old text]: "startandstoptimesof"
[New text]: "potentialforrollover.Thegenerationcountercouldbeusedtoinform"



Compare: Replace�

text

[Old text]: "jobIdrequested."
[New text]: "userthatthishastakenplace."



Compare: Replace�

text

[Old text]: "function"
[New text]: "conceptlikelyhasadditionalutilitywhich"



Compare: Replace�

text

[Old text]: "alsovalid"
[New text]: "whatwillbeexplored"



Compare: Insert�

text

"futurereleasesof"



Compare: Replace�

text

[Old text]: "User,Monitor"
[New text]: "speciﬁcation.Target:1.X-Implementationshouldhandleoverﬂowinternally•TimeConversion/Overﬂow-TimeconversionconveniencefunctionsarebeingconsideredtoconvertbetweenPWR_Timevalues"



Compare: Replace�

text

[Old text]: "ControlInterface(seesection5.10.3)theUser/ResourceManagerInterface(seesection5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetEnergyByJob(constchar*jobId,double*valuePWR_StatTimes*statTimes);"
[New text]: "POSIX-compatibletimerepresentations.Includedinthis"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*jobId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"ThejobIdthatthestatistic"



Compare: Replace�

text

[Old text]: "collected"
[New text]: "methodsofdetectingoverﬂowduringtimevaluearithmetic.•ContextRefresh-We"



Compare: Delete�

text

"for,jobIds"



Compare: Replace�

text

[Old text]: "assumed"
[New text]: "consideringaddingtheability"



Compare: Replace�

text

[Old text]: "beunique."
[New text]: "refresh"



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointerto"



Compare: Insert�

text

"contextinthecase"



Compare: Delete�

text

"doublethatwillcontainthe"



Compare: Delete�

text

"statistic."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowforthestatistic"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"(startandstoptimeswillbepopulatedrepre"



Compare: Delete�

text

"sentingstartandstoptimes"



Compare: Replace�

text

[Old text]: "thatjobID).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicates"
[New text]: "alonglivedcontextsuchasone"



Compare: Delete�

text

"theattributestatisticpair"



Compare: Replace�

text

[Old text]: "notsupported"
[New text]: "used"



Compare: Replace�

text

[Old text]: "thisimplementation."
[New text]: "apersistentdaemon.Yet"





5.10 User, Monitoer-and-Control-Interface

The User/Meonitor-and-Control- Interface-is-intended to SUPPOTt access to' power and energy infor™
‘mation relevant to an HPC user. This interface is similar to the User/Resource Manager Interface
(section [5.4) but exposes more low level information to the user through the Monitor and Control
(Systeim; assumiig the user has [PEMission to access the information: The low level information
exposed to the user role through this interface is primarily to support fine grained application anal-
ysis when available. The ability to mine energy and other statistics information based on job Id
and user Id, included in this interface, assumes that a data retention capability is implemented in
the Monitor and Control system. This is of course implementation dependent. (Alternatively, if the

A significant amount of functionality for this interface is exposed through the auribute interface
functions (section f-4). The attribute interface in conjunction with the following aributes (Table

PWR_ATTR_PSTATE Set/Get Int The —current P-state for the (©bject
ified (typicall but
for use with other component types
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Compare: Move�

text

This text was moved to page 106 of new document



Compare: Move�

text

This text was moved to page 106 of new document



Compare: Move�

text

This text was moved to page 106 of new document



Compare: Delete�

text

"5.10User,MonitorandControlInterfaceTheUser/MonitorandControlInterfaceisintended"



Compare: Replace�

text

[Old text]: "supportaccesstopowerandenergyinformationrelevanttoanHPCuser.Thisinterface"
[New text]: "beresolved"



Compare: Replace�

text

[Old text]: "similar"
[New text]: "whathappens"



Compare: Replace�

text

[Old text]: "theUser/ResourceManagerInterface(section5.4)butexposes"
[New text]: "existingpointers,"



Compare: Replace�

text

[Old text]: "lowlevelinformationtotheuserthroughtheMonitorandControlsystem,assuming"
[New text]: "speciﬁcallywhathappenswhen"



Compare: Replace�

text

[Old text]: "permission"
[New text]: "apointer"



Compare: Replace�

text

[Old text]: "access"
[New text]: "anobjectthatnolongerexistsafter"



Compare: Replace�

text

[Old text]: "information.Alternatively,"
[New text]: "refresh,or"



Compare: Replace�

text

[Old text]: "theMonitor"
[New text]: "thiscanhappen.•MoveTransitionLatenciestoMetadata-CurrentlyP-state"



Compare: Replace�

text

[Old text]: "Controlsystemdoesnothaveadatabasecapability,thesameinterfaces"
[New text]: "C-statetransitionlatencies"



Compare: Replace�

text

[Old text]: "available"
[New text]: "returnedbyPWR_StateTransitDelay.Itmaybecleaner"



Compare: Replace�

text

[Old text]: "theuserrolethroughtheUser/ResourceManagerInterface(section5.4whichmayprovide"
[New text]: "move"



Compare: Delete�

text

"functionality.5.10.1SupportedAttributesAsigniﬁcantamountof"



Compare: Replace�

text

[Old text]: "for"
[New text]: "toageneralizedmetadatainterface.Wewillconsidermaking"



Compare: Replace�

text

[Old text]: "interfaceisexposedthroughtheattributeinterfacefunctions(section4.4).Theattributeinterface"
[New text]: "change"



Compare: Replace�

text

[Old text]: "conjunctionwith"
[New text]: "afutureversionof"



Compare: Replace�

text

[Old text]: "following"
[New text]: "speciﬁcation.•EnhancedSupportforACPI5.0-CollaborativeProcessorPerformanceControlandContinuousPerformanceControlarecurrentlynotsupported.Supportwillrequirenew"



Compare: Delete�

text

"(Table5.8)exposenumerousmeasurement(get)"



Compare: Replace�

text

[Old text]: "control(set)capabilities"
[New text]: "somefunctioncalls"



Compare: Replace�

text

[Old text]: "theuserrole.Table5.8:User,MonitorandControl-SupportedAttributes"
[New text]: "allow"



Compare: Delete�

text

"Attribute"



Compare: Delete�

text

"Set"



Compare: Delete�

text

"Type"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Get"



Compare: Delete�

text

"PWR_ATTR_PSTATE"



Compare: Delete�

text

"Set/Get"



Compare: Delete�

text

"Int"



Compare: Delete�

text

"ThecurrentP-state"



Compare: Replace�

text

[Old text]: "object"
[New text]: "ﬂexiblemechanismsprovided"



Compare: Delete�

text

"speciﬁed(typicallyprocessorsbut"



Compare: Delete�

text

"forusewithothercomponenttypes"



Compare: Delete�

text

"whenapplicable)."



Compare: Delete�

text

"PWR_ATTR_CSTATE"



Compare: Delete�

text

"Set/Get"



Compare: Delete�

text

"Int"



Compare: Delete�

text

"ThecurrentC-statefortheobject"



Compare: Delete�

text

"speciﬁed(typicallyprocessorsbut"



Compare: Delete�

text

"forusewithothercomponenttypes"



Compare: Delete�

text

"whenapplicable)."



Compare: Delete�

text

"PWR_ATTR_SSTATE"



Compare: Delete�

text

"Set/Get"



Compare: Delete�

text

"Int"



Compare: Delete�

text

"ThecurrentS-statefortheobject"



Compare: Delete�

text

"speciﬁed(typicallyprocessorsbut"



Compare: Delete�

text

"forusewithothercomponenttypes"



Compare: Delete�

text

"whenapplicable)."



Compare: Delete�

text

"Continuedonnextpage"





- Deseriot
PWR_ATTR_POWER Float
PWR_ATTR_CURRENT Float
swasTmeasured to he best (possible
PWR_ATTR_VOLTAGE Float in Volts. The
PWR_ATTR_MAX_POWER Float
the timestamp associated with the
value should represent the time the
value was read to the best possible
temporal accuracy.
PWR_ATTR_MIN_POWER Float | Minimum instantaneous power
(lower bound) for the specified
object in Watts. When returned as
a reading the timestamp associated
with the value should represent the
time the value was read to the best

115



Compare: Delete�

text

"Table5.8–continuedfrompreviouspageAttributeSetTypeDescriptionand/orGetPWR_ATTR_POWERGetFloatDiscretepowervalue"



Compare: Delete�

text

"Watts.Thepowervalueshouldbe"



Compare: Replace�

text

[Old text]: "valuemeasuredascloseaspossible"
[New text]: "ACPI5.0speciﬁcation"



Compare: Insert�

text

"allowexpressionofdesiredperformanceonasliding,abstractunit-lessscale.ACPI5.0alsosupportsgatheringstatisticsabout"



Compare: Replace�

text

[Old text]: "time"
[New text]: "delivery"



Compare: Replace�

text

[Old text]: "thefunctioncall.Thetimestampassociatedwiththevalueshouldrepresent"
[New text]: "givenperformancevaluesand"



Compare: Replace�

text

[Old text]: "thevaluewasmeasured"
[New text]: "spentincertainstates,whichweintend"



Compare: Insert�

text

"address.Weanticipateaddingthissupportalongside"



Compare: Replace�

text

[Old text]: "bestpossibletemporalaccuracy.PWR_ATTR_CURRENTGetFloatDiscretecurrentvalue"
[New text]: "P-stateandC-statefunctionalityalready"



Compare: Delete�

text

"Amps.Thecurrentvalueshouldbe"



Compare: Replace�

text

[Old text]: "valuemeasuredascloseaspossibletothetime"
[New text]: "PowerAPIinafutureversion"



Compare: Replace�

text

[Old text]: "functioncall.Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasured"
[New text]: "speciﬁcation.•User/ResourceManagerInterfaces-Workneeds"



Compare: Replace�

text

[Old text]: "the"
[New text]: "bedoneinthisareabutis"



Compare: Replace�

text

[Old text]: "possibletemporalaccuracy.PWR_ATTR_VOLTAGEGetFloatDiscretevoltagevalue"
[New text]: "accomplished"



Compare: Replace�

text

[Old text]: "Volts.Thevoltagevalueshouldbethevaluemeasuredascloseaspossibletothetimeofthefunctioncall.Thetimestampassociated"
[New text]: "collaboration"



Compare: Replace�

text

[Old text]: "thevalueshouldrepresentthetimethevaluewasmeasured"
[New text]: "resourcemanager,workloadmanagerexperts.Wehope"



Compare: Replace�

text

[Old text]: "thebestpossibletemporalaccuracy.PWR_ATTR_MAX_POWERSet/GetFloatMaximuminstantaneouspowervalue(ceiling,upperbound)"
[New text]: "includestandardinterfaces"



Compare: Replace�

text

[Old text]: "speciﬁedobject(as"
[New text]: "usertoquerythissystem"



Compare: Replace�

text

[Old text]: "powercap)inWatts.Whenreturnedasareading"
[New text]: "futureversionsof"



Compare: Replace�

text

[Old text]: "timestampassociatedwiththevalueshouldrepresentthetimethevaluewasread"
[New text]: "speciﬁcation.–Workhasbegun"



Compare: Replace�

text

[Old text]: "thebestpossibletemporalaccuracy.PWR_ATTR_MIN_POWERSet/GetFloatMinimuminstantaneouspower(lowerbound)forthespeciﬁedobjectinWatts.Whenreturnedasareadingthetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasread"
[New text]: "developgeneralreportandinformationminingcapabilities•HPCSManager"



Compare: Replace�

text

[Old text]: "thebestpossibletemporalaccuracy.Continuedonnextpage"
[New text]: "ResourceManagerInterface-Thisinterfaceclearlyneedssomework.Againitseemsthatthiswouldbeneﬁtgreatlyfromcollaborativeefforts."
The following text attributes were changed: 
   font





was

5.10.2 Supported Common (Core) Functions
o (Hierarchy Navigation Functions &'section{d:2)
- ALL
e (Group Functions &section @3
- ALL
@ (Attribute Functions &'section 224
- ALL
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Compare: Delete�

text

"Table5.8"



Compare: Replace�

text

[Old text]: "continuedfrompreviouspageAttributeSetTypeDescriptionand/orGetPWR_ATTR_FREQSet/GetFloat"
[New text]: "Workhasbeguntodevelopgeneralreportandinformationminingcapabilities"



Compare: Insert�

text

"AppendixBChangeLog"



Compare: Replace�

text

[Old text]: "currentoperatingfrequencyvalueforthe"
[New text]: "followinglistcontainschangestoversion1.1ofthisspeciﬁcation.•PWRGrpCreate()-Changed-Thisfunctionnolongerrequiresauser"



Compare: Replace�

text

[Old text]: "objectinHz(cyclespersecond)."
[New text]: "nameparameter."



Compare: Replace�

text

[Old text]: "timestampassociatedwith"
[New text]: "utilityof"



Compare: Replace�

text

[Old text]: "valueshouldrepresentthetimethevalue"
[New text]: "userspecifyinganameforusercreatedgroups"



Compare: Replace�

text

[Old text]: "measured"
[New text]: "determined"



Compare: Replace�

text

[Old text]: "thebestpossibletemporalaccuracy.PWR_ATTR_ENERGYGetFloatTheaccumulatedenergyvalueforthe"
[New text]: "beoflittlevalue.•PWRGrpDuplicate()-Changed-Thisfunctionnolongerrequiresauser"



Compare: Replace�

text

[Old text]: "objectinJoules."
[New text]: "name."



Compare: Replace�

text

[Old text]: "timeassociatedwith"
[New text]: "utilityof"



Compare: Replace�

text

[Old text]: "valueshouldrepresentthetimethevalue"
[New text]: "userspecifyinganameforusercreatedgroups"



Compare: Replace�

text

[Old text]: "measured"
[New text]: "determinedtobeoflittlevalue.•PWRGrpGetName()-Removed-Thisfunctionisnolongernecessarydue"



Compare: Replace�

text

[Old text]: "bestpossibletemporalaccuracy.Note,twocalls"
[New text]: "changesmadetoPWRGrpCreate()andPWRGrpDuplicate().•PWRGrpUnion()-Added-Newfunction"



Compare: Replace�

text

[Old text]: "obtain"
[New text]: "createanewgroupwhichis"



Compare: Replace�

text

[Old text]: "accumulatedenergyvaluearerequired.Subtractingtheenergyvalueobtainedfromtheﬁrstcallfromtheenergyvalueobtainedfromthesecondcallproducestheenergyusedfortheobjectfromthetimes-tamp"
[New text]: "union"



Compare: Insert�

text

"twoexistinggroups•PWRGrpIntersection()-Added-Newfunctiontocreateanewgroupwhichis"



Compare: Replace�

text

[Old text]: "ﬁrstvaluethroughthetimestamp"
[New text]: "Intersection"



Compare: Replace�

text

[Old text]: "thesecondvalue.PWR_ATTR_TEMPGetFloatThecurrenttemperaturevalueforthespeciﬁedobjectinCelsius.Thetimestampassociatedwiththevalueshouldrepresentthetimethevaluewasmeasured"
[New text]: "twoexistinggroups•PWRGrpDifference()-Added-Newfunction"



Compare: Insert�

text

"createanewgroupwhichis"



Compare: Replace�

text

[Old text]: "bestpossibletemporalaccuracy.5.10.2SupportedCommon(Core)Functions"
[New text]: "differenceoftwoexistinggroups"



Compare: Replace�

text

[Old text]: "HierarchyNavigation"
[New text]: "HighLevel(Common)"



Compare: Replace�

text

[Old text]: "-section4.2–ALL"
[New text]: "-Added-ThischapterwillcontainanyhighlevelfunctionsthatarecommontomultipleRole/Systeminterfaces."



Compare: Replace�

text

[Old text]: "Group"
[New text]: "Report"



Compare: Replace�

text

[Old text]: "-section4.3–ALL•Attribute"
[New text]: "-Added-ThissectionofchapterHighLevel"



Compare: Replace�

text

[Old text]: "-section4.4–ALL"
[New text]: "willcontainanyhighlevelreportgeneratingfunctionsthatarecommontomultipleRole/Systeminterfaces."





FunetionPrototype PWR (GetStatByUser()

— function _ to altow the _ of statistical information

(o the time when the function is called. The function returns the actual start and stop times if
they differ from the times the user inputs. The implementation determines the supported attribute

combinations. The user likely ONLY has permissions to use this function for their own userld
mented as part of the Monitor and Control system. This function is also valid for the Accounting,

Argument(s) Input Description
and/or
Output
for.
PWR_AttrName name Input The name of the'attribute'the'statisticwill'be
based on:
doublex value Output Pointer to,a double that will contain the




Compare: Delete�

text

"MetadataFunctions-section4.5–ALL•StatisticsFunctions-section4.6–ALL5.10.3InterfaceSpeciﬁcFunctionsFunctionPrototype"



Compare: Replace�

text

[Old text]: "GetStatByUser()ThePWR_GetStatByUser"
[New text]: "GetStatByID()-Changed-This"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "isprovided"
[New text]: "hasbeenchangedtoPWRGetReportByID()andadded"



Compare: Delete�

text

"allow"



Compare: Replace�

text

[Old text]: "collection"
[New text]: "ReportFunctionssection"



Compare: Delete�

text

"statisticalinformationbasedonuserId.ThePWR_AttrName,PWR_AttrStatpairdetermines"



Compare: Replace�

text

[Old text]: "statisticthatwillbegenerated.Forexample,theuser"
[New text]: "HighLevel(Common)Functionschapter.Itrequiresanadditionalparameter"



Compare: Delete�

text

"thisfunctionmightdesire"



Compare: Replace�

text

[Old text]: "maximumpowerusedoveraperiodoftimeoneweekprior"
[New text]: "userscontext.ThestatTimesparameterhasbeenchanged"



Compare: Replace�

text

[Old text]: "thecurrenttime.TheuserwouldspecifytheuserId,PWR_ATTR_POWERfortheattribute"
[New text]: "ReportTimes"



Compare: Replace�

text

[Old text]: "PWR_STAT_MAXforthestatisticandpopulatethestartandstopmembers"
[New text]: "isnow"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "thePWR_StatTimesstructureappropriately."
[New text]: "typeTimePeriod."



Compare: Replace�

text

[Old text]: "timesspeciﬁedmustbeprior"
[New text]: "idtypeparameterhasbeenchanged"



Compare: Replace�

text

[Old text]: "thetimewhenthe"
[New text]: "typePWRID.•PWRGetStatByUser()-Removed-This"



Compare: Replace�

text

[Old text]: "iscalled.Thefunctionreturnstheactualstartandstoptimesiftheydifferfromthetimestheuserinputs.Theimplementationdeterminesthesupportedattributecombinations.TheuserlikelyONLY"
[New text]: "wasconsideredanunnecessaryabstractionofPWRGetStatByID()which"



Compare: Replace�

text

[Old text]: "permissions"
[New text]: "beenchanged"



Compare: Replace�

text

[Old text]: "usethis"
[New text]: "PWRGetReportByID()."



Compare: Insert�

text

"•PWRGetStatByJob()-Removed-This"



Compare: Replace�

text

[Old text]: "fortheirownuserId(notmandatedbythisspeciﬁcation).Thisfunctionalityassumesadataretentioncapabilityimplementedaspart"
[New text]: "wasconsideredanunnecessaryabstraction"



Compare: Replace�

text

[Old text]: "theMonitorandControlsystem.This"
[New text]: "PWRGetStatByID()whichhasbeenchangedtoPWRGetReportByID().•PWRGetEnergyByID()-Removed-This"



Compare: Replace�

text

[Old text]: "isalsovalidfortheAccounting,MonitorandControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetStatByUser(constchar*userId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "wasconsideredanunnecessaryabstraction"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*userId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"TheuserIdthatthestatisticwillbecollected"



Compare: Delete�

text

"for."



Compare: Delete�

text

"PWR_AttrName"



Compare: Delete�

text

"name"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thename"



Compare: Replace�

text

[Old text]: "theattributethestatisticwillbe"
[New text]: "PWRGetStatByID()whichhasbeenchanged"



Compare: Delete�

text

"basedon."



Compare: Delete�

text

"PWR_AttrStat"



Compare: Delete�

text

"stat"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thedesiredstatistic."



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointer"



Compare: Insert�

text

"PWRGetReportByID().•"



Compare: Delete�

text

"a"



Compare: Delete�

text

"doublethatwillcontainthe"



Compare: Delete�

text

"statistic."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Input/Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowforthestatistic"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"(startandstoptimesmustbespeciﬁed)."





Return Code(s) Description

PWR_RET_SUCCESS Upen SUCCESS

PWR_RET_FAILURE Upon FAILURE
hisimp] on.

Argument(s) Input Deseription
and/or
Output
: F,'jlli Lol e
based on.
PWR-AttrStat stat Input The desired statistic.
doublex value Output Pointer to a double that will contain the
- . T Fod window for il —
. i . F that jobID).




Compare: Delete�

text

"ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototype"



Compare: Replace�

text

[Old text]: "GetStatByJob()ThePWR_GetStatByJob"
[New text]: "GetEnergyByUser()-Removed-This"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "isprovidedtoallowthecollection"
[New text]: "wasconsideredanunnecessaryabstraction"



Compare: Replace�

text

[Old text]: "statisticalinformationbasedonjobId.ThejobIdisassumed"
[New text]: "PWRGetStatByID()whichhasbeenchanged"



Compare: Replace�

text

[Old text]: "beunique.Theformat"
[New text]: "PWRGetReportByID().•PWRGetEnergyByJob()-Removed-Thisfunctionwasconsideredanunnecessaryabstraction"



Compare: Replace�

text

[Old text]: "thejobIdisdeterminedbytheimplementation.ThePWR_AttrName,PWR_AttrStatpairdeterminesthestatisticthatwillbegenerated.Forexample,theusercouldspecifythejobId,PWR_ATTR_POWERfortheattributeandPWR_STAT_AVGforthestatistic.Theimplementationdeterminesthesupportedattributecombinations.Theuserlikely"
[New text]: "PWRGetStatByID()which"



Compare: Replace�

text

[Old text]: "permissions"
[New text]: "beenchanged"



Compare: Replace�

text

[Old text]: "usethisfunctionONLYfortheirownjobIds(notmandatedbythisspeciﬁcation).This"
[New text]: "PWRGetReportByID().•PWRStatGetReduce()-Added-New"



Compare: Replace�

text

[Old text]: "assumes"
[New text]: "topreform"



Compare: Replace�

text

[Old text]: "dataretentioncapabilityimplementedaspart"
[New text]: "reduction(Min,Max,Avg,etc.)"



Compare: Replace�

text

[Old text]: "theMonitorandControlsystem.PWR_StatTimeswillbepopulatedwiththestartandstoptimesofthejobIdrequested.ThisfunctionisalsovalidfortheAccounting,MonitorandControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetStatByJob(constchar*jobId,PWR_AttrNamename,PWR_AttrStatstat,double*valuePWR_StatTimes*statTimes);"
[New text]: "arequested"



Compare: Delete�

text

"Argument(s)constchar*jobId"



Compare: Delete�

text

"Inputand/orOutputInput"



Compare: Delete�

text

"DescriptionThejobIdthatthestatisticwillbecollectedfor,jobIdsareassumedtobeunique."



Compare: Delete�

text

"PWR_AttrName"



Compare: Delete�

text

"name"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thenameoftheattributethestatisticwillbebasedon."



Compare: Delete�

text

"PWR_AttrStat"



Compare: Delete�

text

"stat"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Thedesired"



Compare: Insert�

text

"•PWRRET"



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointertostatistic."



Compare: Delete�

text

"a"



Compare: Delete�

text

"doublethatwillcontainthe"



Compare: Delete�

text

"PWR_StatTimes*statTimes"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowforthestatistic(startandstoptimeswillbepopulatedrepresentingstartandstoptimesofthatjobID)."





Return Code(s) Description

PWR_RET_SUCCESS Upen SUCCESS

PWR_RET_FAILURE Upon FAILURE

PWRERET2NOT»IMPLEMENTED | Indicates that the-attribute statistic-pair-is-not-supported by
his imp] on.

Argument(s) Input Description
and/or
Output
const char*x userld Input The-user-Id-that the-energy-value-will be col
lected for.
double* value Output Pointer to a double'thatwill'contain'the'en-
ergy value.
statTimes value (start and stop times must be speci-
fied)-
R Code(s) D T
PWR_RET_SUCCESS Upon SUCCESS
PWR_RET_FAILURE Upon FAILURE
PWR_RET_NOT_IMPLEMENTED | Indicates-that-the-attribute-statistic-pair-is not Supported by
this implementation.




Compare: Delete�

text

"ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUpon"



Compare: Replace�

text

[Old text]: "PWR_RET_NOT_IMPLEMENTEDIndicates"
[New text]: "-Clariﬁed-Noted"
The following text attributes were changed: 
   font



Compare: Delete�

text

"theattributestatisticpairisnotsupportedbythisimplementation.FunctionPrototypePWRGetEnergyByUser()ThePWR_GetEnergyByUserfunctionisprovidedspeciﬁcallytocollecttheenergyusedbasedonuserId.TheusermustspecifythestartandstopmembersofthePWR_StatTimesstructuretoestablishthewindowtheenergyvaluewillbebasedon.Thetimesspeciﬁedmustbepriortothetimewhenthefunctioniscalled.Thefunctionreturnstheactualstartandstoptimesiftheydifferfromthetimestheuserinputs.TheuserlikelyONLYhaspermissionstousethisfunctionfortheirownuserId(notmandatedbythisspeciﬁcation).Thisfunctionalityassumes"



Compare: Replace�

text

[Old text]: "dataretentioncapabilityimplementedaspartoftheMonitorandControlsystem.ThisfunctionisalsovalidfortheAccounting,MonitorandControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetEnergyByUser(constchar*userId,double*valuePWR_StatTimes*statTimes);"
[New text]: "failurereturncan"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*userId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"TheuserIdthattheenergyvaluewill"



Compare: Delete�

text

"col"



Compare: Delete�

text

"lectedfor."



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointerto"



Compare: Replace�

text

[Old text]: "doublethatwillcontaintheen"
[New text]: "partialfailure,"



Compare: Delete�

text

"ergyvalue."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Input/Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowfortheenergy"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"value(startandstoptimesmustbespeci"



Compare: Delete�

text

"ﬁed).ReturnCode(s)DescriptionPWR_RET_SUCCESSUponSUCCESSPWR_RET_FAILUREUponFAILUREPWR_RET_NOT_IMPLEMENTEDIndicatesthattheattributestatisticpairis"



Compare: Replace�

text

[Old text]: "supportedbythisimplementation.119"
[New text]: "necessarily"








Compare: Delete�

text

"FunctionPrototypePWRGetEnergyByJob()ThePWR_GetEnergyByJobfunctionisprovidedspeciﬁcallytocollecttheenergyusedbasedonjobId.TheuserlikelyhaspermissionstousethisfunctionONLYfortheirownjobIds(notmandatedbythisspeciﬁcation).Thisfunctionalityassumes"



Compare: Replace�

text

[Old text]: "dataretentioncapabilityimplementedaspartoftheMonitorandControlsystem.PWR_StatTimeswillbepopulatedwiththestartandstoptimesofthejobIdrequested."
[New text]: "totalfailure."



Compare: Delete�

text

"function"



Compare: Replace�

text

[Old text]: "alsovalid"
[New text]: "useful"



Compare: Replace�

text

[Old text]: "theAccounting,Monitor"
[New text]: "PWRGrpSetValues"



Compare: Replace�

text

[Old text]: "ControlInterface(seesection5.9.3),theUser/ResourceManagerInterface(section5.4.3)andtheResourceManager/MonitorandControlInterface(section5.6.3).intPWR_GetEnergyByJob(constchar*jobId,double*valuePWR_StatTimes*statTimes);"
[New text]: "PWRGrpGetValues.•PWRStateTransitDelay()-Clariﬁed-Removedadiscussiononwhatexpectedvalueswere"



Compare: Delete�

text

"Argument(s)"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"Description"



Compare: Delete�

text

"and/or"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"const"



Compare: Delete�

text

"char*jobId"



Compare: Delete�

text

"Input"



Compare: Delete�

text

"ThejobIdthatthestatisticwillbecollected"



Compare: Delete�

text

"for,jobIdsareassumed"



Compare: Replace�

text

[Old text]: "unique."
[New text]: "asitwas"



Compare: Delete�

text

"double*value"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Pointerto"



Compare: Delete�

text

"a"



Compare: Delete�

text

"doublethatwillcontainthe"



Compare: Delete�

text

"statistic."



Compare: Delete�

text

"PWR_StatTimes*"



Compare: Delete�

text

"Output"



Compare: Delete�

text

"Theuserspeciﬁedwindowforthestatistic"



Compare: Delete�

text

"statTimes"



Compare: Delete�

text

"(startandstoptimeswillbepopulatedrepre"
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Chapter 6

Conclusion

The case for an HPC-community-adopted power API specification s compelling. The demand for
computational cycles continues to increase, as does the expense to power the cycles. Hardware

even control it. To maximize utilization of these "knobs”, a portable interface layer allows multiple
software products to code to a generic layer which can be translated by the individual hardware
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* Required versus Optional, or Quality of Implementation - We plan to clarify and docu-
portions are optional and the definition of a quality implementation. This topic is compli-
cated by the fact that implementors are free to implement portions of the specification.

« Policies - Security policies. priority of operations and privileges need to be further vetted
and specified when appropriate. This topic has a large amount of intersection with the Coex-

istence of Implementations topic and will be considered jointly.
¢ Unit Tests - Development of a unit test infrastructure is under consideration, possibly to

tests might also be a way for the implementation community to assure interaction between
implementations of portions of the specification that will be required to work together.
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[ ]

Additional Group Operations - We intend to add additional group operations, for example,
functions to join, copy, and take the union or intersection of groups. Producing a group which
contains all of the objects underneath an object or a group of objects of a particular type
(like) node below an object in the hierarchy might also be useful. We will also investigate

the utility of having pre-packaged groups and the functionality needed in the specification to

support this.

« Cumulative Statistics - We intend to add additional statics functions such as producing a
cumulative statistic, or a single number, as the result of a statistical operation over a large
number of objects. For example, what is the maximurn of all the maxima for the group of

Objects requested.

ol U5 So D o - e el io Tovestilgaie aceliue s e iy foldudsr i sl o)
function'for the purposes of generating-a-statistic; for-example:

+ Multiple Platform Support - Currently the specification only considers operation on a sin-

gle platform. There is nothing preventing supporting multiple platforms and exposing mul-
tiple platforms in a single context in future versions. This will be considered for the next
release in conjunction with the Coexistence of Implementation issue.

« Generation Counter - We intend to consider the addition of a generation counter capability
t0 be used in conjunction with counters that have the potential for roll over. The generation
counter could be used to inform the user that this has taken place. This concept likely has

l
‘

o
=]
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[New text]: "operationrequestedwasnotoptimized."



Compare: Replace�

text

[Old text]: "TimeConversion/Overﬂow-TimeconversionconveniencefunctionsarebeingconsideredtoconvertbetweenPWR_Time"
[New text]: "AllEnumerationTypes-Added-Foreachenumeration,added"
The following text attributes were changed: 
   font



Compare: Insert�

text

"forINVALID,NOT_SPECIFIED,"



Compare: Delete�

text

"POSIX-compatibletimerepresentations.Includedinthiswillbemethodsofdetectingoverﬂowduringtimevaluearithmetic.•ContextRefresh-Weareconsideringadding"



Compare: Replace�

text

[Old text]: "abilitytorefreshacontextinthecase"
[New text]: "count"



Compare: Replace�

text

[Old text]: "alonglivedcontextsuchasonethatisused"
[New text]: "valuesdeﬁned"



Compare: Delete�

text

"apersistentdaemon.Yettoberesolvediswhathappenstoexistingpointers,morespeciﬁcallywhathappenswhen"



Compare: Replace�

text

[Old text]: "userhasapointertoanobjectthatnolongerexistsaftertherefresh,orifthiscanhappen."
[New text]: "enum."



Compare: Replace�

text

[Old text]: "MoveTransitionLatencies"
[New text]: "PWRATTRPOWERMIN-Changed-RenamedPWRATTRPOWERMINattribute"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "Metadata-CurrentlyP-state"
[New text]: "PWRATTRPOWERLIMITMIN"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "C-statetransitionlatenciesarereturnedbyPWR_StateTransitDelay.Itmaybecleanertomovethisfunctionalitytoageneralizedmetadatainterface.Wewillconsidermakingthischangeinafutureversionofthespeciﬁcation."
[New text]: "clariﬁeddescription."



Compare: Replace�

text

[Old text]: "EnhancedSupportforACPI5.0-CollaborativeProcessorPerformanceControlandContinuousPerformanceControlarecurrentlynotsupported.Supportwillrequirenewattributesandsomefunctioncalls"
[New text]: "PWRATTRPOWERMAX-Changed-RenamedPWRATTRPOWERMAXattribute"
The following text attributes were changed: 
   font



Compare: Replace�

text

[Old text]: "allowfortheﬂexiblemechanismsprovidedintheACPI5.0speciﬁcationtoallowexpressionofdesiredperformanceonasliding,abstractunit-lessscale.ACPI5.0alsosupportsgatheringstatisticsaboutthedeliveryofgivenperformancevalues"
[New text]: "PWRATTRPOWERLIMITMAX"



Compare: Replace�

text

[Old text]: "thetimespentincertainstates,whichweintendtoaddress.WeanticipateaddingthissupportalongsidetheP-stateandC-statefunctionalityalreadyinthePowerAPIinafutureversionofthespeciﬁcation.•User/ResourceManagerInterfaces-Workneedstobedoneinthisareabutisbestaccomplishedincollaborationwithresourcemanager,workloadmanagerexperts.Wehopetoincludestandardinterfacesfortheusertoquerythissysteminfutureversionsofthespeciﬁcation.•HPCSManagertoResourceManagerInterface-Thisinterfaceclearlyneedssomework.Againitseemsthatthiswouldbeneﬁtgreatlyfromcollaborativeefforts126"
[New text]: "clariﬁeddescription."
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127



Compare: Delete�

text

"127"





128



Compare: Delete�

text

"128"
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